% YASKAWA

FAQ# MTN-9DNLL5

Question: After receiving a “Data Area Settings Mismatch” warning when opening the project,
compiling the project results in the error “Cannot compile resource file!” and three other compile errors.
What causes this error and how is it fixed?

Answer:

When opening or starting a new project, the following warning appears.

Data Area Settings Mismatch 5[

% This project's 3.2 MB Configuration data area settings do not
! makch the 1.5 ME Configuration default settings,

Change the project ko the defaulk sektings?

After clicking no and compiling the project, the following errors occur.

Q'\FAR_GRC-UP: VAR_ALR (3211264) and END VAR RDR (1572871) not plausible

QCannct compile resource file!

QCannct open file 'C:\ProgramData‘\Yaskawa‘\MotionWorks IEC 2 Pro\2_5_0_ 78 SS9\UNIITLED\C\Configuration\R\Resource\pcores.rc'!
QCannct create file 'C:\ProgramData‘\Yaskawa\MotionWorks IEC 2 Pro\Z2_5_0_78_S5S5S9\UNTIITLEDN\C\Configuration‘\R\Rescurce‘\bootfile.pro"!
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If these errors occur, open the “Change Default Data Area Settings” Menu

First select the controller type corresponding to project’s resource being used. When in the correct
resource menu, select 1.5 MB Configuration and then click apply. After applying this configuration, the
compile warning will not occur again.

To switch back to the 3.2 MB Configuration, select that option and click apply. (This setting is what
causes the Data Area Settings Mismatch warning to appear when opening the project.)
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