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The MPiec Web Server Classic was designed to work only with Microsoft’s Internet Explorer
(IE) browser. It is the primary web server for firmware versions 3.0 and earlier. In firmware
versions 3.2 and later, it can be accessed by pointing IE to the URL
http://xxx.xxx.xxx.xxx/classic, where xxx.xxx.xxx.xxx is the controller’s IP address.

It is possible to view Web Server Classic using Firefox, Chrome, or other browser if an
extension is used to that uses |IE-compatible rendering within the browser. This document
will assume that you are using Internet Explorer (IE).

For a complete chart showing which browsers are supported by which firmware versions
see document MTN-8XZQ5D “What web browser technology is supported by the MPiec
Series Controllers”.

Windows 7 and XP

Internet Explorer version 6 and later have been tested and confirmed to work on either
Windows XP (with service pack 3) or Windows 7 (with service pack 1). |IE versions 10 and
11 may require some special attention to allow full functionality.

Using Internet Explorer 11

In order to view the controller’'s web page in Internet Explorer version 11, the individual
website or IP address must be added to Compatibility View. This can be done by executing
the following steps:

1. Open Internet Explorer and enter
the controller’s IP address. A screen
will be displayed saying you need

LB & hitp//192168.207.198/ O - C | @ Unsupported Browser

Internet Explorer 6 Required

H Microsoft® Internet Explorer version 6.0 (or later) is required to view the majority of the web
I nte rnet Exp IO rer version 6 or interface pages for the controller. Other browsers. as well as versions of Internet Explorer prior
g reater (See to 6.0. are not supported. If you are seeing this message, then your browser does not meet these

requirements OR you have turned off TavaScript. which 1s also required. Browsers which meet
the requirements will automatically forward you to the correct front page.

You can attempt to use the web interface by clicking this link but functionality may be severely
limited and some pages may not display at all. It is strongly recommended to install Internet
Explorer 6.0 or later before continuing.

Revision 3.0 April 4, 2024 Page 1 of 6



[ YASKAWA

Title: How is the Web Server Classic used on the MPiec Controllers

Product(s): MP3200iec, MP2300iec, MP2600iec,
MP3300iec, Sigma-7Siec

Doc. No. MTN-97XRJ3

2. L SBE N & hitp://192168.207198/1 © + & | @ Unsupported Browser
. . . Print
Click the gear icon in IE11. In the Internet Explorer 6 RequiJ Fie ,
menu, choose the menu item Zoom (100%) '
« I . . ” Microsoft® Internet Explorer version 6.0 (or later) 1s req| Safety L
Compatibility View settings” (see interface pages for the controller. Other browsers, as Wel i 1o S e
B H H mﬁ-p’ e nDtcs);pportehj. Hyou:;e;:;mg;hls_ mess];ihe, View downloads Ctrl+)
requirements ‘ou have turned off JavaScript, wl
Flgure) ThIS optlon can aISO be ﬂneqrequi_rmmtsg'i].l automatically for\vardy(fumthec Manage add-ons
accessed by pressing the Alt key _ | M2DeveloperTook
. . Yugcan attempt to use the web ml;erﬂn:e bychclqng@g Ol
and Choos|ng |t from the TOOIS limited and some pages maynot_dls_play at all. It is stron;
Explorer 6.0 or later before continuing.
Report website problems
menu. Intimat nptmnsp
About Internet Explorer
3. In the Compatibility View Setting dialog, the il A
controller’s IP address will automatically [ e Comptty Ve et
populate the “Add this website:” entry field.
1 1 Add this website:

Click thg Add .button to add it to ’fhe e = |
compatibility list. You must do this for every — |

. Websites you've added to Compatibility View: |
controller you wish to connect to. remove | ||

L]

Display intranet sites in Compatibility View
Use Microsoft compatibility lists
Learn more by reading the Internet Explorer privacy statement

Close
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LD © riip/102168.207198/ O - & | @& MP3300iec™ by Yaskawa

4. After closing the Compatibility View MP33007ec™
Settings, the web server of the controller Welcome to the MP3300iec™ Controller.
will be displayed. However, there are e [ e o oy 3 \
some pages that do not work properly. Lt
These include the “Set Clock” and the :

“‘Update Firmware” pages.

Version Information

3.1.0
47
0 April 2015, 20:11:57
MP3300iec
’_ JAPMC-CP3301-2-E
PMC-U-MP33008

The incorrect functions can corrected by

using the “F12 Developer Tools” function of Tnt = —— B
. . g nterne xpliorer equlr File
IE11. This can be launched by clicking on the P 1 Zoom (100%)
i i “ Microsoft® Internet Explorer version 6.0 (or later) is rei Safety 4
gear icon and choosing the “F12 Developer e T e e mqbfowse:j)as -~
Tools” function. You can also open this menu | e e e whacty  Viendosriosds it
by press'ng F1 2 the requirements will automatically forward you to the ¢ Apacs
. .Fu Developer Tools
You can attempt to use the web interface by clicking this O YO
limited and some pages may not display at all. It is stron; Compatibility View settings
Explorer 6.0 or later before continuing.
Report website problems
Internet options
About Internet Explorer
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5. In the F12 menu, choose the “Emulation” menu option and change the Document
mode to “9”. This setting will allow all pages of the Web Server Classic to display
correctly. This menu must stay open while you are using these functions. If you close
the F12 window then the functions will stop working correctly.

L Sl & hitp://192168.207.198/indexxm O + C & MP3300iec™ by Yaskawa
y YAS KAWA MP3300iec™
Welcome to the MP3300iec™ Controller. -
% |Please make your selection from the menu on the left.
Operation
Alarm Status Version Information
Alarm Reference
Alarm History
Configuration _ Ea
L [ Build date] 20 April 2015, 20:11:57
[Hardware Platform| JAPMC-CP3301-2-E v
X e Debugger Network UI Responsiveness Profiler Memory I
% 9
Mode Display
Qrientation Landscape ﬂ
Resolution Default ﬂ
Browser profile Desktop ﬂ
User agent string  Default ﬂ Geolocation
Simulate GPS @Off OOn (O0On but no signa
Latitude
Lengitude
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Using Internet Explorer 10
For IE10 to render the pages
correctly, it must be configured to
use “Internet Explorer 10
Compatibility View”.

This mode can be set by clicking the
gear icon and selecting “F12
developer tools” or by pressing F12.
When the developer tools open,
open the developer tools.

In the developer tools menu, change
the Browser Mode to “Internet
Explorer 10 Compatibility View.” You
will only need to make this setting
once on your browser.

Revision 3.0

Home

& hiip://192168207.222 O - & || @ MP2300Siec™ by Yaskawa ¥

File Edit View Favorites Tools Help ]
MP2300Siec™ (T3 '

7YASKAWA Zoom (100%) »
. . 0 Safety »

Communications Settings
Add site to Start menu
Welcome View downloads Ctrl+)

Operation
Machine Operations
Alarm Status
Alarm Reference
Alarm History

ion Sets
Drive Parameters
Ethernet Config
Set Clock

Maintenance

Project Archive
Update Firmware
Initialize SRAM
Reboot

Built-in Ethernet

F12 developer tool

o T es

Static IP

(Address
Method

= About Internet Explorer
nddress| 192-168.207.222 [192 |[168 o]

| Update Built-in Ethernet Settings ‘

@® Static IP Internet options

Subnet
Mask|

255.255.255.0

Global Settings

[ \ |

‘ Update Global Settings |

] e@ & hitp:/192168207.222 O ~ & || & MP2300Siec™ by Vaskaws

|

Machine Operations
Alarm St

Alarm Reference
Alarm History
Debugging Output

Configuration
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I HTML €SS Console Script Profiler Network +
o5 Internet Explorer 10 Compatibility View =

Intemet Explorer 8
Intemet Explorer 8
Intemet Explorer 7

File Edit View Favorites Tools Help

MP2300Siec™

‘Welcome to the MP2300Siec™ Controller.

|Please make your selection from the menu on the left.

Version Information

[ uidnumber| 15 |
[ rrercreohen
2+ varch 2015, 19117:00

File Find Disable View Images Cache Toals Validate‘ L VLR 30N Document Mode: Quirks
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Windows 8

Windows 8 has two modes, Metro and Desktop. Desktop mode supports legacy
applications such as the MPiec Web Server Classic. Follow the instructions for IE10 or IE11
compatibility depending on the version you have.

Web Server Classic is not supported in Metro mode.

Windows 10

Windows 10 is able to access the Web Server Classic by using the “Open with Internet
Explorer” feature. This is shown in the figure below.
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LT N print
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