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Conformity Statement 
 

 
 

Yaskawa Electric Europe GmbH is pleased to inform you about following: 
 

We have tested the listed units at a certificated laboratory with 100m unscreened motor cable. 
 

The result was successful. 
 
 

The Varispeed mini J series, the Varispeed 606V7 series and the F7 series 
up to 18,5 kW with  Schaffner filters, which are listed in our manuals 

comply CE (EMC) with 100 m unscreend motor cable. 
 
 
 Applicable Norms:  
    EN 61800-3, A11 
    limits class A , radiated and conducted emission 
 
 
 Applicable units: VS mini J7 200V, 1ph   0,1kw – 4,0kW 
      400V, 3ph  0,2kW – 4,0kW 
 
    VS-606V7 200V, 1ph   0,1kw – 4,0kW 
      400V, 3ph  0,2kW – 7,5kW 
 
    Varispeed F7 400V, 3ph 0,4kW – 18,5k 

Varispeed E7  400V, 3ph 0,4kW – 18,5kW 
 
 

Tested Units: 
 

Inverter Filter 
CIMR-V7CCB1P5 FS5855-20-07 
CIMR-V7CCB4P0 FS5855-40-07 
CIMR-V7CC42P2 FS5857-10-07 
CIMR-V7CC44P0 FS5857-20-07 
CIMR-V7CC47P5 FS5857-30-07 
CIMR-J7ACB1P5 FS5872-20-07 
CIMR-J7AC44P0 FS5871-20-07 
CIMR-F7C45P5 FS5972-18-07 
CIMR-F7C4018 FS5972-60-07 
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