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AWARNING

PRECAUTIONS

1)
2)

3)
4)
5)

6)
7)
8)

Only turn ON the input power supply after replacing the front cover. Do not remove the cover
while the inverter is powered up.

When the retry function (parameter L5-02) is selected, do not approach the inverter or the load,
since it may restart suddenly after being stopped.

Since the Stop key can be disabled by afunction setting, install a separate emergency stop switch.
Do not touch the heatsink or braking resistor, due to very high temperatures.

Sinceit isvery easy to change operation speed from low to high speed, verify the safe working
range of the motor and machine before operation.

Install a separate holding brake, if necessary.

Do not check signal's during operation.

All inverter parameters have been preset at the factory. Do not change the settings unless required.

Failure to observe these precautions may result in equipment damage, serious personal injury or death.

NOTICE

Printed April 1999. The information contained within this document is the proprietary property of
Yaskawa Electric America, Inc., and may not be copied, reproduced or transmitted to other parties
without the expressed written authorization of Yaskawa Electric America, Inc.

No patent liability is assumed with respect to the use of the information contained herein. Moreover,
because Yaskawa is constantly improving its high-quality products, the information contained in this
manual is subject to change without notice. Every precaution has been taken in the preparation of this
manual. Nevertheless, Yaskawa assumes no responsibility for errors or omissions. Neither isany liabil-
ity assumed for damages resulting from the use of the information contained in this publication.
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Introduction

Introduction

Thank you for purchasing Yaskawa s V S-616G5 high performance vector inverter. The G5 employs
the latest hardware and software technology to provide unmatched performance, reliability and appli-
cation flexibility.

The G5 flexible control mode architecture allows four choices of motor control technology for your
application:

- Open Loop Vector is best for most applications, as it offers Adaptive Vector Control technology
(AVC™) for precise speed regulation, quick response and high starting torque.

- Closed Loop Flux Vector is the choice for applications requiring torque control, very precise speed
regulation and full torque control at zero speed.

- VI (Volts per Hertz) mode with Yaskawa's proprietary full range auto-torque boost provides ideal
control for multi-motor applications.

- Closed Loop V/f alows encoder feedback for use with the Voltshertz mode.

Usethefollowing key to determine which control mode and accesslevel are available for each parameter.

No.  Parameter Name LCD Display vi | vifwpg |Opentoop - Flux
Al1-00 Language Selection Select Language Q Q Q Q

Q: Quick-Start Level, selected parameters for maintenance-level programming
B: Basic Level, selected parameters for basic programming in most applications
A: Advanced Level, all parameters for advanced programming in special applications

The menu structure for all access levels are the same for the Operation, Initialize, Auto-tuning and

Modified constants sections. The Programming section menu structure for each accesslevel is asfol-
lows:

Quick-Start Access Level Structure

MENU |— Programming | DataName |—{DataEntry |

Basic Access Level Structure

MENU |— Programming | Function Level|—{ DataName | DataEntry |

Advanced Access Level Structure

MENU |— Programming |—| Group Level |—/ Function Level|—{ DataName | DataEntry |

VS-616G5 Programming Manual 5



Introduction

Software Version Explanation

Yaskawa recognizes the need to continuously improve product quality. This product may receive fea-

ture enhancementsin the form of software or hardware changes. New programming parameters will be
added to the latest programming manual. When a new parameter is added a software version note will
be placed next to the parameter.

Software Version Example:

A1-00 Language Selection Select Language \ Q \ Q \ Q ‘ Q ‘

Select the language displayed on the digital operator according to the following table:

Setting Description

0 English (factory default)

1 Japanese

2 Deutsche <1110> & - -

3 Francais <1110> & - 1

4 taliano <1110> <& - - 1

5 Espanol <1110> & - - -

6 Portugues <1110> & - -

This version note <1110> indicates that five additional languages have been added with software ver-
sion 1110.

The part number of the main control printed circuit board on the drive reflects the software version.
The software version normally increases to a higher number with newer versions. Please consult the
factory for details.

PCB Part Number Example: ETC615991-S1110 -«— Software version 1110

The VS-616G5 ships preset to open loop vector control, quick-start access level. This publication
describes all Quick-Start, Basic and Advanced parameters. For installation and simplified Quick-Start
parameters, please refer to YEA-TOA-S616-10.12C.
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VS-616G5 Parameter Tree

Menu

VS-616G5 Parameter Tree

| Group ‘ Function Display | Access Level |
Operation _l_U‘ Monitoring Items |_ U1l Status monitoring Monitor Q,B,A
Inverter operation is enabled. j Monitor | u2 Fault trace Fault Trace Q
Inverter statusis displayed. u3 Fault history Fault History Q
Initialize I Al ‘ Initialization | Initialize I Q I
o ) | A2 ] User setting parameter | User Parameters | A ]
Language selection in LCD display.
Constant access levels, control method
selection and initializi rv1g passwords. Application i— B1 Operation method selection Sequence QB A
Application | B2 DC injection braking DC Braking B
Programming B3 Speed search Speed Search A
B4 Timer function Delay Timers A
Parameters are set/read. Itemsto be set/ B5 | PID control PID Control A
;:?r:’;'y depending on the access level B6 | DWELL function Reference Hold A
B7 Droop control Droop control A
AUo-tning B8 Energy-saving control Energy Saving A
B9 Zero Servo Zero Servo A
Motor parameters are automatically set —l_C[ Tuning |
by inputting turning data (motor name- “ Tuning i_ c1 Accel/decel time Accel/Decel QB A
plate values) when performing vector. c2 S-curve characteristics S-curve Acc/Dec A
c3 Motor slip compensation Motor-slip Comp B.A
Modified Constants C4 | Torque compensation Torque Comp B.A
Only parameters that have been changed cs i ASR Tuning B,A
from the factory setting are set/read. C6 Carrier frequency Carrier Freq BA
c7 Hunting prevention Hunting Prev A
c8 Factory-tuning constant Factory Tuning A
D Reference D1 Frequency reference value Preset Reference QA
Reference D2 Upper/lower limits Reference Limits B
D3 Jump frequency Jump Frequencies B
D4 Sequence Sequence A
D5 Torque reference Torque Control A
E Motor Parameters E1 | V/fpattern V/F Pattern Q
Motor E2 Motor parameters Motor Setup QA
E3 Motor 2 control method Motor 2 Ctl Meth A
E4 VIf pattern/2 VIf Pattern 2 A
E5 Motor 2 constants Motor 2 Setup A
F Option F1 PG speed control card PG Option setup Q, B,A
Option F2 Analog reference card A1-14 Setup B
F3 Digital input card DI-08, 16 Setup B
F4 Analog monitor card AO-08, 16 Setup B
F5 Digital output card DO-02 Setup B
F6 Digital output card DO-08 Setup B
F7 Pulse monitor card PO-36F Setup B
F8 SI-F/G card SI-FIG B
F9 DDS-B/SI-B card DDsSS/SI-B B
—|_H[ Control Circuit Terminals |— H1 Sequence input Digital Inputs B
“ Terminal | H2 Sequence output Digital Outputs B
H3 Analog input Anaog Inputs B,A
H4 Analog output Analog Outputs B
H5 MODBUS communication (RS-485) Serial Com Setup A
—|_L[ Protection |_ L1 Motor electric thermal overload relay Motor Overload B
“ Protection | L2 Momentary power |oss ride-through PwrlLoss Ridethru B,A
L3 Stall prevention Stall Prevention B,AF
L4 Frequency Detection Ref Detection B,A
L5 Fault retry Fault Restart B
L6 Overtorque detection Torque Detection B,A
L7 Torque limit Torque Limit B
L8 Hardware protection Hdwe Protection B, A
_I_ol Digital Operator |_| o1 ‘ Display selection | Monitor Select | B,A |
1 Operator | [0z [Keysdection | Key Selections | BaA |
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Section A: Initialization Parameters
Al Initialization Set-up

vit | v | RSP egtr
Main Menu: Initialize <ENTER>
A Initialization Parameters
Al Initialization Set-up
A1-00 Language Selection Select Language \ Q \ Q \ Q ‘ Q ‘

Select the language displayed on the digital operator according to the following table:

Setting Description
0 English (factory default)
1 Japanese
2 Deutsch <110
3 Francais <i110>
4 [taliano <1110
5 Espanol <1110>
6 Portugues <i110>
A1-01 Parameter Access Level Access Level EEERERES

This parameter allows the “masking” of parameters according to user level. See the following table:

Setting Description
0 Operation Only
1 User Program - Accesses parameters selected by OEM (A2-01 to A2-32).
2 Quick Start Level (factory default) - For maintenance-level programming.
3 Basic Level - For basic programming in most applications.
4 Advanced Level - For advanced programming in special applications.
A1-02 Control Method Selection Control Method EEERERES

Select the control method best suited for your application.

Setting

Description

0

VIf Control - For general-purpose and multiple motor applications.

1

VIt with PG Feedback - For general-purpose applications requiring closed
loop speed control.

Open Loop Vector (factory default) - For applications requiring precise
speed control, quick response and higher torque at low speeds (150%
torque below 1Hz).

trol at a wide speed range including 0 speed. Uses encoder feedback.

Flux Vector - For applications requiring very precise speed and torque con-

VS-616G5 Programming Manual



Section A: Initialization Parameters
Al Initialization Set-up

Open Loop|  Flux
Vi VIWIPG | Nector Vector

A1-03 Operator Status Init Parameters \ Q \ Q \ Q \ Q \

Use this parameter to reset the inverter to its factory default settings. Initialize the inverter after chang-
ing the control PCB, or after selecting language (A1-00), control method (A1-02), or inverter capacity
(02-04).

Setting Description

0 No Initialization (factory default)

1110 User Initialization - resets the inverter to user-specified initial
values. To set user-specified initial values, make all required
changes to parameter settings, then set 02-03 to “1". The
inverter will memorize all current settings as the user-specified
initial values. Up to 50 changed parameters can be stored.

2220 2-Wire Initialization - terminal 1 becomes FWD run command
and terminal 2 becomes REV run command. All other param-
eters are reset to their original factory default settings.

3330 3-Wire Initialization - terminal 1 becomes run command, termi-
nal 2 becomes stop command and terminal 3 becomes FWD/
REV run selection. All other parameters are reset to their orig-
inal factory default settings.

A1-04 Password Entry Enter Password \ Q \ Q \ Q \ Q \

Parameter A1-04 is used to enter a password into the inverter, to be able to make adjustments to locked param-
eters.

Password protection is provided for:

A1-01 AccessLevel

A1-02 Control Method

A1-03 Initialization

A2-01to A2-32 User Parameters (If selected)
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Section B: Application Parameters
A2 User Parameters and B1 Sequence

Open Loop|  Flux
vi VIEWIPG | N ector Vector

A2 User’s Parameters
The user can select up to 32 parameters for quick-access programming. By setting the user accesslevel
(A1-01) to “User Program”, only the parameters selected in function A2 can be accessed by the user.

Parameter A1-01 must be set to 4 (advanced access level) to input parameter numbersinto A2-01
through A2-32, andthen A1-01 must be setto 1 (User Level) for only the user selected parametersto
be viewed.

Main Menu: Programming <ENTER>
B Application Parameters
Bl Sequence

B1-01 Frequency Reference Selection Reference Source
B1-02 Operation Method Selection Run Source Q Q Q Q

Frequency reference and run command can be set independently as shown below:

Setting Description

0 Command from digital operator

1 Command from control circuit terminal (factory default)
2 Command from serial communication

3 Command from option card
4

EWS (Reference from CP-717)* <1110>
This setting will be used with the CP-717 to run and change
the reference through DP-RAM.

* Setting parameter B1-01 or B1-02 to 4 allows reference and/or run source from CP-717 when
either CP-916 or CP-216 option cards are installed.

By depressing the LOCAL/REMOTE key on the digital operator, the operation mode can be
selected as shown below:

Local:  Operation according to frequency reference and run command from digital operator.
Remote:  Operation according to frequency reference and run command set by B1-01 and B1-
02.

The digital operator is reset to remote operation when power is cycled.

VS-616G5 Programming Manual 11



Section B: Application Parameters
B1 Sequence

Open Loop|  Flux
Vi VIWIPG | Nector Vector

B1-03 Stopping Method Selection Stopping Method Lo | o] o] o
This function selects the stopping method suitable for the particular application.
Setting Description
0 Ramp to stop (factory default)
1 Coast to stop
2 DC injection to stop
3 Coast to stop with timer

- Ramp to Stop (B1-03=“0")

Output Frequency
Decel time 1 (C1-02)

e

Zero Speed Level (Frequency at
DC Injection Braking Start - B2-01)
Factory Default: 0.5Hz
DC injection Braking Time
at Stop (B2-04)

Factory Default: 0.5 s

Run Command ————
oN | OFF

Figure 1 Stopping Method - Ramp to Stop
Upon removal of the FWD (REV) run command, the motor decelerates at a rate determined by the
time set in deceleration time 1 (C1-02) and DC injection braking is applied after the minimum output
frequency (E1-09) has been reached. If the deceleration timeis set too short or the load inertiaislarge,
an overvoltage fault (OV) may occur during deceleration. In this case, increase the decel eration time or
install an optional braking transistor and/or braking resistor (braking transistors are provided as stan-
dard for units 230V 7.5kW and smaller, 460V 15kW and smaller).

Braking torque: without braking resistor, approx. 20% of motor rated torque
with braking option, approx. 150% of motor rated torque

12 VS-616G5 Programming Manual



Section B: Application Parameters
Bl Sequence

Open Loop|  Flux

Vi VItwPG Vector Vector

. Coast to Stop (B1-03 =“1")

Output frequency Inverter output is shut OFF
when stop command is given.

Run command —on 1 OFF

Figure 2 Stopping Method - Coast to Stop

Upon removal of the FWD (REV) run command, the motor starts to coast. After astop command is
given, arun command is accepted and operation will start after the minimum baseblock time (L2-03)
elapses. If thereis apossibility that a run command might be entered before the motor has cometo a
stop, the speed search function (B3) or Coast to Stop with Timer 1 (B1-03 = *3") should be employed.

- DC Injection Braking to Stop (B1-03 =“2")

Output Frequency

Inverter Output OFF during
Minimum Baseblock Time (L2-03) DC injection
Factory Default: 0.5s Braking Time

DC injection Braking Time
at Stop (B2-04)
Factory Default: 0.0s

OFF

B2-04 x 10

DC injection Braking Time
at Stop (B2-04)

Run Command

ON

Figure 3 Stopping Method - DC Injection Braking to Stop

Upon removal of the FWD (REV) run command, the motor brakes to stop, according to the DC injec-
tion braking time at stop set in B2-04. If thisvalueis set to “0” (factory default), DC injection braking
is disabled, and the motor coasts to stop. When choosing this function, note that the actual stop timeis
the time set in B2-04 multiplied by 10 (see Figure 3 above). This stopping method is disabled during
flux vector control. Braking duty cycle should allow excess motor heat to dissipate.

VS-616G5 Programming Manual 13



Section B: Application Parameters
B1 Sequence

vi | viwpe | R eder
- Coast to Stop with Timer 1 (B1-03="3")
y
Output Frequency Decel Time 1
\\\\ / (C1-02)
\ Accel Time 1
" (c1-01)
Coasting
A\ Time

FWD (REV)
Run Command ON [ on | | ON

T

Run Command Disabled

Figure 4 Stopping Method - Coast to Stop w/ Timer

After a stop command is given, arun command is not accepted while the coast to stop timer elapses
(same as Decel 1). After the timer runs out, another run command must be given for the inverter to
begin acceleration. This stopping method is disabled during flux vector control.

B1-04 Prohibition of Reverse Operation Reverse Oper s | s | 8 | 8 |

A “reverserun disabled” setting does not allow areverse run command from the control circuit termi-
nal or the digital operator. This setting is used in applications where areverse run command is undesir-

able.
Setting Description
0 Reverse run enabled (factory default)
1 Reverse run disabled

14 VS-616G5 Programming Manual



Section B: Application Parameters
Bl Sequence

Open Loop|  Flux
vi VIEWIPG | N ector Vector

B1-05 Operation Selection at Zero Speed Zero Speed Oper ‘ . \ - ‘ - ‘ A ‘

During flux vector control, select an operation mode to be employed when the frequency reference (ana
log input) drops below the minimum output frequency (EI -09). During V/f or open loop vector control,
baseblock is applied when the output frequency drops below the minimum output frequency (EI -09).

Setting Description
0 E1 -09 disabled, run according to frequency reference (factory default)
1 Baseblock
2 Run at minimum output frequency (E1-09)
3 Zero-speed operation (internal speed reference is set to “0")

B1-06 Input Scan Time CntlInputScans | & | s | & | & |

This parameter selects the microprocessor scan time for reading sequence input data from the control
circuit terminals.

Setting Description
0 2ms scan time for 2 scans
1 5ms scan time for 2 scans (factory default)

Set to “0” when a quicker response is needed from the control circuit terminals.

B1-07 Operation Selection After Switch to Remote Mode LOC/REMRUNSel | » | a | a | a |

Parameter b1-07 determines how the inverter will function when switching between local and remote
operation. This function prevents the motor from running when switching between local/remote and
the inverter is controlled from the digital operator.

Setting Description

0 (Cycle Extrn RUN) - If the run command is closed when switching from local control to remote control,

the inverter will not run. The run command must be cycled for the inverter to run. (factory default)

1 (Accept Extrn RUN) - If the run command is closed, when switching from local control to remote con-
trol, the inverter will run.

VS-616G5 Programming Manual 15



Section B: Application Parameters
B2 DC Braking

Open Loop|  Flux
Vi VIWIPG | Nector Vector

B1-08 Run Command Acceptance During Programming RUN CMD at PRG ‘ A ‘ A ‘ A ‘ A ‘

As a safety precaution the drive will not respond to a change in the run command when the digital
operator is being used to set or adjust parameters.This parameter will allow the drive to accept or
reject a change in the run command when the digital operator is being used to change or adjust param-

eters. <1110>
Table 1:
Setting Description
0 Run command is disabled when drive is in the programming mode. (factory default)
1 Run command is enabled when the drive is in the program mode
B2 DC Braking
B2-01 DC Braking Frequency (Zero Speed Level) DCInjStartFreq | & | 8 | & | 8 |

Setting Range: 0.0to 10.0Hz
Factory Default:  0.5Hz

Setsthe frequency at which DC injection braking (or initial excitation for flux vector control) starts, in
units of 0.1 Hz. When B2-01 < E1-09, DC injection braking starts from the minimum frequency refer-

ence (E1-09).
B2-01
DC Injection
Braking Frequency
B2-03
DC Injection Braking
Time at Start
Figure 5 DC Injection Braking at Starting
B2-02 DC Braking Current DCInj Current R

Setting Range: 0 to 100%
Factory Default:  50%

DC injection braking current is set as a percentage of inverter rated current. In flux vector control
mode, initial excitation is performed according to the motor no-load current set in E2-03. This param-
eter should not be set unnecessarily high or motor overexcitation may occur.

16 VS-616G5 Programming Manual



Section B: Application Parameters
B2 DC Braking

v | vitwea | REEP] oder
B2-03 DC Braking Time at Start DCInj Time@Start | & | & | & | &8

Setting Range: 0.00 to 10.00s
Factory Default:  0.00s

DC injection braking at start can be used to stop a spinning motor (or when mator rotation direction is
unknown) prior to running. DC injection braking time at start (or initial excitation for flux vector con-
trol) is set in units of 0.1 second. When B2-03 is set to “0”, DC injection braking is disabled and accel-
eration starts from the minimum output frequency.

B2-04 DC Braking Time at Stop DCInj Time@Stop | & | &8 | & | & |

Setting Range: 0.00 to 10.00s
Factory Default:  0.00s

DC injection braking time at stop (or initial excitation for flux vector control) is set in units of 0.1 sec-
ond. When B2-04 isset to “0”, DC injection braking is disabled, and the inverter output shuts OFF.

E1-09
Min. Output Frequency

-~

B2-04
DC injection Braking
Time at Stop

Figure 6 DC Injection Braking Time at Stop

When coast to stop is selected as the stopping method (B1-03), DC injection braking at stop is disabled.

B2-08 Magnetic Flux Compensation Level <ii0» FieldComp A a

Setting Range: 0 to 500%
Factory Default: 0%

This parameter alows the magnetizing motor flux to be boosted when starting the motor. This parameter
will facilitate a quick ramp-up of the torque reference and magnetizing current reference to reduce motor
dip during start. A setting of 100% equals motor no-load current E1-09. Thisflux level will be applied
below Minimum Output Frequency (E1-09) until the DC Injection Time at Start (B2-03) expires. This
parameter is useful when starting motors that are relatively larger than the inverter, due to the requirement
for increased magnetizing current. This parameter may a so compensate for reduced starting torque dueto
motor circuit inefficiencies.

VS-616G5 Programming Manual 17



Section B: Application Parameters
B3 Speed Search

B3

B3-01

B3-02

Open Loop|  Flux
Vi VIWIPG | Nector Vector

Speed Search
When starting into a coasting motor, use the speed search command or DC injection braking at start, to
prevent adrive trip and motor burnout.

Thisfunction alows the restart into a coasting maotor without the necessity to stop. It is useful during
inverter bypass operation, when switching between the motor receiving power directly from the line
and from the inverter. Two interlocking contactors must be employed for commercia power switcho-
ver to prevent line power from being applied to the inverter output terminals.

Set the multi-function contact input selection (H1-01 to H1-06) to “61” (start search command from
maximum output frequency), “62” (start search command from the set frequency), or “64” (start
search command from the SFS frequency when baseblock is applied).

Speed Search after Run Command SpdSrch at Start Coa e

Setting Description

0 Speed search disabled, the motor accelerates to the set frequency from the
min. frequency reference after run command is given (factory default).

1 Speed search enabled after run command is given, according to multi-func-
tion contact input selection. When using an encoder, the motor accelerates/
decelerates to the set frequency from the motor speed.

Note: This parameter is disabled except when (A1-02=1) (V/F w/PG Fdbk) or 3 (Flux Vector)

Speed Search Detection Current Level SpdsrchCurrent | & | - | a |

Setting Range: 0 to 200%
Factory Default:  150%

After power loss and recovery, speed search beginsto ramp the frequency down from a specified point in
order to locate the frequency of the spinning motor. During initial speed search the inverter’s output cur-
rent exceeds the speed search detection current level. Thislevel is set as a percentage of inverter rated
current. When the inverter’ s output current is less than the speed search detection level, the frequency is
interpreted as the speed agree level, and the inverter accel erates/decel erates to the specified frequency.

Note: Factory setting defaults to 150 when A1-02=0 (V/F Control). When A1-02=2 (Open L oop Vec-
tor), the default is 100.

18
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Section B: Application Parameters

B4 Delay Timers
vit | v | RSP egtr
B3-03 Speed Search Deceleration Time SpdSrchDecTime | & | - | a | - |
Setting Range: 0.1t0 10.0s
Factory Default:  2.0s
Sets decel eration time during speed search in units of 0.1 second. When speed search deceleration time
is set to 0.0 second, speed search isdisabled. The speed search deceleration time should be set to be
somewhat faster than the decel rate of coasting motor. Build an input sequence so that the speed search
command is input at the same time or prior to the FWD (REV) run command. If the run command is
input before the search command, the search command is not effective. Below is atiming diagram of
the search command input:
FWD (REV) Run Command ON
Speed Search Command _[Ton |
Max. Output Frequency, Speed Search
Frequency Reference at »Decel Time (B3-03)
Run Command Input,
or SFS Output Frequency
Output Frequency wa— <
Min. Baseblock Speed Search
Time (L2-03) Operation
Motor Speed
Speed Agree Detected
B3-02 /\\/Q
Output Current
Figure 7 Search Command Input Timing Diagram
B4 Delay Timers
The inverter input and output contacts can be used in place of an external timer. When multi-function
contact input (H1-__ =“18") isclosed, a multi-function contact output (H2-__ =*12") can be set to
close after the On-delay time (B4-01) has expired. When multi-function contact input (H1-__ =“18")
is opened, a multi-function contact output (H2- = “12") can be set to open after the Off-delay time
(B4-01) has expired. This function operates independently of any action the inverter is performing.
B4-01 On-delay Timer Delay-ONTimer | a | A | a | & |

Setting Range: 0.0t0 100.0s
Factory Default:  0.0s

Sets the ON-delay timein units of 0.1 second. The multi-function input must be “closed” for longer
than the ON-delay timer for the multi-function output to close.
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Open Loop|  Flux
Vi VIWIPG | Nector Vector

B4-02 Off-delay Timer Delay-OFF Timer | » | A | & | & |

BS

Multi-function Contact
Output: Timer Function

Setting Range: 0.0to 100.0s
Factory Default:  0.0s

Sets the OFF-delay time in units of 0.1 second. The multi-function input must be “open” for longer
than the OFF-delay timer for the multi-function output to open.

Multi-function Contact

Input: Timer Function ' ON | I—I |—| I—l TI_I_I_I_LI_
ON ON ON ON ON ON
ON | ON |

-~ -~

B4-01 B4-02 B4-01 B4-02

Figure 8 Timing Diagram of Timer Function

PID Control

The Proportional, Integral and Derivative (PID) control function provides closed-loop control and reg-
ulation of a system variable such as temperature or pressure. A control signal based on the difference
(or proportion) between afeedback signal and a desired setpoint is produced. Integration and deriva-
tive calculations are then performed on this signal, based upon the PID parameter settings (B5-01 to
B5-08), to minimize deviation, for more precise control.

Proportional - P

PID refersto the type of action used to control modul ating equipment such as valves or dampers. With
proportional control, a control signal based on the difference between an actual condition and a
desired condition is produced. The difference, such as that between an actual temperature and setpoint
isthe “error”. The inverter adjusts its output signal related directly to the error magnitude.

Integral - |

Theintegral action is designed to minimize offset. An integrating term is used to observe how long the
error condition has existed, summing the error over time. Once the system has stabilized, the offset
would be minimized.

Derivative - D

Overshoot refersto a control |oop tendency to overcompensate for an error condition, causing a new
error in the opposite direction. Derivative action provides an anticipatory function that exerts a“brak-
ing” action on the control loop. When combined, the proportional integral, and derivative actions pro-
vide quick response to error, close adherence to the setpoint, and control stability.

20
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Figure 9 PID Block Diagram
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B5 PID Control

Open Loop|  Flux

Vit ViFwiPG Vector Vector

B5-01 PID Control Mode Selection PID Mode ‘ A ‘ A ‘ A ‘ A ‘

To enable PID control, set PID control mode selectionto “1” or “4”, according to the description
below. Also be sureto set terminal 16 function selection (H3-05) to PID feedback (setting: “B").

Setting Description
0 PID disabled (factory default)
1 PID enabled (deviation signal is put through derivative control)
2 PID with feed forward (feedback signal is put through derivative control)

3> |Reference= Frequency reference + PID output, D is Fdbk
4 a110- | Reference= Frequency reference + PID output, D is feed-forward

Notes:
1. PID with feed forward applies control much quicker than normal PID, without waiting for

the deviation signal to build up.
2. A PID inverse feedback signal can be selected by inverting the settings for terminal 16

gain and bias.
Then select the PID control intended value setpoint or detected feedback value setpoint as follows:

Intended Value Setting
The control circuit terminal 16 voltage signal (O to 10V, -10 to 10V) or multi-step speed parameters H1-

03 to H1-06 can be used to set the PID intended value.

Control circuit terminal 16 voltage signal:
Set reference selection (B1-01) to “1”.

Multi-step speed parameters (H1-03 to H1-06):
Set reference selection (B1-01) to “0".
(combination of multi-step speed references and jog frequency reference)

Detected Value Setting (Feedback)
The control circuit terminal 14 current signal (4 to 20mA) or voltage signals (0to 10V, -10to 10V) can

be used to set the PID detected value.

Control circuit terminal 14 current signal:
Set terminal 14 signal selection (H3-08) to “2".

Control circuit terminal 14 voltage signal:
Set terminal 14 signal selection (H3-08) to “0"or “1”.
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Open Loop|  Flux
vi VIEWIPG | N ector Vector

Notes:

1. I vaueisreset to”0” when operation stops.

2. The upper limit of the | value can be set by parameter B5-04.
Increase the value of parameter B5-04 to upgrade control capability by integration. If the control
system vibrates and it cannot be stopped by adjusting the integral time, output delay time, etc.,
decrease the set value of parameter B5-04.

3. PID control can be canceled by a multi-function contact input signal.
By setting any of parameters H1-01 to H1-06 to “19” and by closing the contact during running,
PID control is disabled and the intended value signal itself is used as afrequency reference signal.

B5-02 PID Control Proportional Gain PID Gain oa oA A ]

Setting Range: 0.00to 25.00
Factory Default:  1.00

The proportional gain isthe value by which the deviation signal is multiplied to generate anew fre-
guency reference.

B5-03 PID Control Integral Time PID I Time Coa oA A A

Setting Range: 0.00 to 360.0 seconds
Factory Default:  1.00 seconds

Theintegral calculation sums the deviation over time, which eliminates the offset, thus achieving the
intended value. The integral time determines how quickly the integral gain increase is added to the
control loop.

B5-04 PID Control Integral Limit PID I Limit Coa oA A A

Setting Range: 0.0to 100.0%
Factory Default:  100.0%

Theintegral limit value eliminates oscillations and improves stability. Thisvalueis set as a percentage
of maximum output frequency (E1-04).

B5-05 PID Control Derivative Time PID D Time \ A \ A \ A \ A \

Setting Range: 0.00 to 10.00 seconds
Factory Default: ~ 0.00 seconds

The derivative calculation attempts to control the remaining overshoot left over after the proportion
and integral calculations. If the system is approaching the intended value very rapidly, the derivative
control produces a strong braking action to prevent overshoot. If the system is already stable with very
little deviation change, derivative control has very little effect. The derivative time is used to dampen
oscillations and reduce overshoot, thus improving stability. Setting the derivative time to alarger num-
ber produces more braking action in the control system.
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B5-06

B5-07

B5-08

B5-09

Open Loop|  Flux
Vi VIWIPG | Nector Vector

PID Control Limit PID Limit \ A \ A \ A \ A \

Setting Range: 0.0to 100.0%
Factory Default:  100.0%

The PID limit value further eliminates oscillations and improves stability. Thisvalueis set as a per-
centage of maximum output frequency (E1-04).

PID Control Offset PID Offset \ A \ A \ A \ A \

Setting Range: -100.0% to +100.0%
Factory Default:  0.0%

The PID offset adds a bias to the calculated PID value, in order to reduce any offset.

PID Control Output Primary Delay Time PID Delay Time Coa oA oA A

Setting Range: 0.00 to 100.0 seconds
Factory Default:  0.00 seconds

The output delay time is used to delay changesin the calculated PID value, which can prevent oscilla-
tions and improve stability.

Parameters B5-04 and B5-06 to B5-08 are preset at the factory to optimum values for most applica-
tions, hence, do not need to be changed. When tuning a system, first adjust the proportional gain until
oscillations are reduced. Then adjust the integral time so that minimal deviation is achieved as quickly
as possible, without oscillations. Finally, adjust the derivative time to reduce any overshoot at start-up.

PID Output Selection <i110> OutputLevelSel | & | a | a | & |

The PID output term for the inverter control can be either negative or positive output.

Setting Description

0 PID Normal or Forward Output (factory default)

Increase in the manipulated variable when the process variable is larger than
the setpoint and decrease the manipulated variable when the process vari-
able is smaller.

1 PID Reverse or Inverse Output
Increase the manipulated variable when the process variable is smaller than
the setpoint and decrease the manipulated variable when the process vari-
able is larger than the setpoint.

24
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B5-10

B5-11

B5-12

Open Loop|  Flux
vi VIEWIPG | N ector Vector

PID Output Gain <1110> Output Gain ‘ A ‘ A ‘ A ‘ A ‘

Setting Range: 0.0t025.0
Factory Default: 1.0

This parameter setsthe gain of the PID output. The PID output can be monitored by parameter U1-37
PID Output Monitor. Refer to PID Block Diagram Figure 9.

PID Output Reverse <110> Output Rev Sel oa oA A ]

This parameter is used when the motor is required to change direction during PID operation in
response to a negative PID output signal. The PID output can be monitored using parameter U1-37
PID Output Monitor.

Setting Description
0 Zero limit (factory default)
When PID output is negative, motor direction is not changed. The PID output
is limited to 0.
1 Reverse
When PID output is negative the motor will reverse direction.

Note: When Reverse Prohibit B1-04 is selected, reverse will not operate.

Loss of Feedback Action <t110> Fb Los Det Sel ‘ A ‘ A ‘ A ‘ A ‘

This parameter is used to select what action the inverter will take on aloss of PID feedback. A loss of
PID feedback occurs when the feedback signal falls below the B5-13 Feedback Loss Detection Level
for the time set by B5-14 Feedback Loss Detection Time.

Setting Description
0 Disabled (factory default)
PID feedback missing detection is disabled.
1 Alarm

PID feedback missing detection is enabled. Operation continues after loss of
feedback. The text “Fbl" will be displayed on the digital operator.

2 Fault
PID feedback missing detection is enabled. The inverter output to the motor
is shut off (the motor is stopped) and “Fbl" is displayed on the digital operator.
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G i
B5-13 PID Feedback Loss Detection Level <1110- Fb los Det Lvl oa oA A ]
Setting Range: 0to 100%
Factory Default: 1%
This parameter setsthelevel at which aloss of PID feedback is detected. The PID feedback must be at
or below thislevel for the time defined by B5-14 before aloss of feedback can be detected. A setting
of 100% represents 100% of the feedback signal.
B5-14  PID Output Gain <uo> Output Gain oa oA A ]
Setting Range: 0.0t025.0
Factory Default: 1.0
This parameter setsthe gain of the PID output. The PID output can be monitored by parameter U1-37
PID Output Monitor. Refer to PID Block Diagram Figure 9.
B6 Reference Hold
The reference hold or dwell function is used to temporarily hold the output frequency at a set refer-
ence, for aset time, and then start it again. Thisfunction can be used when driving a permanent magnet
motor, or amotor with aheavy starting load. This pause in acceleration allows the magnetsin a perma
nent magnet motor to synchronize with the stator field of the motor, thus reducing traditionally high
starting current.
B6-01 Dwell Frequency Reference at Start Dwell Ref @Start ‘ A ‘ A ‘ A ‘ A ‘
Setting Range: 0.0to 400.0Hz
Factory Default:  0.0Hz
Sets the dwell frequency reference during acceleration in units of 0.1Hz.
B6-02 Dwell Time at Start Dwell Time@Start ‘ A ‘ A ‘ A ‘ A ‘
Setting Range: 0.0t0 10.0s
Factory Default:  0.0s
Sets the amount of time that the frequency reference “dwells’ during acceleration in units of 0.1s.
B6-03 Dwell Frequency Reference at Stop DwellRef @Stop | & | Ao | & | & |
Setting Range: 0.0to 400.0Hz
Factory Default:  0.0Hz
Sets the dwell frequency reference during deceleration in units of 0.1Hz.
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B6-04

B7

B7-01

B7-02

B8

B8-01

Open Loop|  Flux
vi VIEWIPG | N ector Vector

Dwell Time at Stop Dwell ime @Stop | » | A | a | & |

Setting Range: 0.0to0 10.0s
Factory Default:  0.0s

Sets the amount of time that the frequency reference “dwells’ during deceleration in units of 0.1s.

Droop Control
The Drooping function reduces the motor speed based on the load torque of the motor.

Droop Control Gain Droop Quantity o ] A ]

Setting Range: 0.0to 100.0
Factory Default: 0.0

Parameter b7-01 sets the amount of motor speed reduction when the motor is producing 100% of rated
torque. The actual amount of motor speed reduction is based on the ratio of the amount of motor
torque and the maximum output frequency (E1-04).

Droop Control Delay Time Droop Delay Time | - | - | - | a |

Setting Range: 0.03t0 2.00
Factory Default:  0.05

Parameter b7-02 sets the response time for the drooping function. Decreasing the droop delay time,
will cause the response to become quicker; however, instability may occur.

Energy Saving

Thisfeature can save energy during operation under lightly loaded conditions, by decreasing output
voltage, energy-saving operation is made available. Energy saving control is enabled by a multi-func-
tion contact input, when control mode selection (A1-02) isset to “0" (V/f Control) or “1" (V/f w/PG
Fdbk).

Parameters B8-03, B8-04 and B8-05 are for energy savings in the vector modes. B8-01 and B8-02 are
only functional in the V/f modes via a multi-function input command. Parameters B8-03, B8-04 and
B8-05 are for automatic energy savingsin the vector modes.

Energy Saving Gain EnergySaveGain | A | A | - | - |

Setting Range: 0to 100%
Factory Default:  80%

The output voltage during energy-saving operation is the product of the normal V/f settings (EI-03 to
E1-10) and the energy saving gain. The output voltage decreases and recoversin the voltage recovery
time (L2-04). Asthe energy saving gain increases, the output voltage increases also. This feature is
only enabled by a multi-function contact input.
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B8-02 Energy Saving Starting Frequency EnergySaveFreq | A | A | - | - |

Setting Range: 0.0to 400.0Hz
Factory Default:  0.0Hz

After the multi-function contact input for energy-saving operation closes (H1-__, setting: “63"), the
output voltage is decreased when the output frequency reaches the energy-saving starting frequency.
Thisfeatureis only enable by multi-function contact input.

B8-03 Automatic Energy Saving <11 Energy Save Sel A a

This parameter is used to select if Automatic Energy Saving Mode isto be on or off. A multi-function
contact input is not required to activate Automatic Energy Saving Mode. This mode of operation auto-
matically searches for the optimum motor voltage required to save energy. Thisfunction is separate
and not to be confused with parameters B8-01 and B8-02. The energy saving mode that utilizes B8-01
and B8-02 requires a multi-function input to be activated for operation. This Automatic Energy Sav-
ing Mode selection does not require a multi-function input to activate operation.

Setting Description
0 Disabled (factory default)
Energy saving mode will not be activated under light loads.
1 Enabled
The energy saving mode will be activated under light loads.

B8-04 Energy Saving Control Gain EnergySaveGain | - | - | a | & |

Setting Range: 0to 10.0
Factory Default: 0.7

The output voltage during energy-saving operation is the product of the normal V/f settings (EI-03 to
E1-10) and the energy saving gain. The output voltage decreases and recovers according to the Energy-
Saving Control Time Constant B8-05. Asthe energy saving gain increases, the output voltage
increases al so.

Note: When the control mode A1-02=3, the default factory setting becomes 1.0

B8-05 Energy Control Time-Constant EnergySave T | - | - | A | A |

Setting Range: 0.00to0 10.00
Factory Default:  0.50

Parameter B8-05 sets the response time for the Automatic Energy Saving function.

Decreasing the Energy Control Time-Constant, will cause the response to become quicker; however,
instability may occur if thisis decreased too much.

Note: When control mode A1-02=3, the default factory setting becomes 0.01.
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vi VIEWIPG | N ector Vector

FWD
Energy
Saving
Command

(Multi-function input
setting = “63") Fref3 B8-02

Fout

Vout

VI/f Pattern x Energy Saving Gain (B8-01)

Figure 10 Timing Diagram of Energy Saving Function

B9 Zero Servo
The zero servo function is enabled when the multi-function contact input is set to zero servo command
(H1-__ =*72"). The motor position is then memorized when motor speed feedback is less than the
zero speed level (B2-01).

B9-01 Zero Servo Gain Zero Servo Gain ‘ - \ : ‘ - ‘ A ‘

Setting Range: 0to 100
Factory Default: 5

Sets the zero-servo position loop gain. When adjusting the gain, the higher the setting, the quicker the
response. However, if the gainis set too high, it can cause overshoot and a possible runaway condition.

B9-01

+
0— O | Kp — Speed Reference
(Position Ref.)

0O |~@—— Motor Speed Feedback
Motor

Position Deviation
Counter

Figure 11 Zero Servo Position Loop

B9-02 Zero Servo Bandwidth Zero Servo Count ‘ - \ : ‘ - ‘ A ‘

Setting Range: 0to 16383 pulses

Factory Default: 10 pulses

Sets zero servo bandwidth in units of one pulse. During zero servo control, the multi-function contact
output (H2-__ ="33") is closed until the number of pulses (or bandwidth) is completed. Then the con-
tact output opens.
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C1 Accel/Decel
Open L Fi
v | vitweG PG| vectr
Zero Servo Function
; . OFF
(Multi-function Input ON
H1-__ setting ="72")
Zero Speed Level ™S .
(Factory Default: 0.5Hz)
Motor Speed (B2-01)
Speed Loop >< Zero Servo Loop
Zero Servo Bandwidth
Position Deviation  (B9-02) N
Zero Servo Completion OFF ON
(Multi-function Output
H2-__ setting =“33")
Figure 12 Timing Diagram of Zero Servo Function
Notes:

1. For multi-function contact input function selection, refer to parameters H1-01 to H1-06.
2. For multi-function contact output function selection, refer to parameters H2-01 to H2-03.
3. Thisfunction is only available during flux vector control (Al-02 =*“3").

C Tuning Parameters
C1 Accel/Decel
C1-01 Acceleration time 1 Accel Time 1 Q Q Q Q
C1-02 Deceleration time 1 Decel Time 1 Q Q Q Q
C1-03 Acceleration time 2 Accel Time 2 B B B B
C1-04 Deceleration time 2 Decel Time 2 B B B B
C1-05 Acceleration time 3 Accel Time 3 A A A A
C1-06 Deceleration time 3 Decel Time 3 A A A A
C1-07 Acceleration time 4 Accel Time 4 A A A A
C1-08 Deceleration time 4 Decel Time 4 A A A A
Setting Range: 0.00 to 6000.0s
Note: Setting range may be 0.00-600.0 or 0.0-6000.0 depending on the setting of parameter C1-10.
Factory Default:  10.0s
Acceleration time sets the time necessary for the output frequency to accel erate from OHz to maximum
output frequency. Decel eration time sets the time necessary for the output frequency to decelerate from
the maximum output frequency to OHz.
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C1 Accel/Decel
vit | v | RSP egtr
‘ ] Decel Time 2* ] . .
Accel Time 1 Decel Time 1* (C1-02) (C1-04) Accel Time 3 Decel Time 3* (C1-06) ~ Decel Time 4
(C1-01) . (C1-05) (C1-08)
outout Accel Time 2 (C1-03) Decel Time 1+
utpu Decel Time 1* ) i -
Frequency \ (C1.02) Accel Time 4 (C1-07) (Ci/_ 02)
Time
FWD (REV) Run Command|  ON OFF ON ON OFF ON
Accel/Decel Time Selection 1 ON OFF ON
(Terminals 3 to 8, Setting = “7")
Accel/Decel Time Selection 2 ON

(Terminals 3 to 8, Setting = “1A")

* When “deceleration to stop” is selected (B1-03 = “0")

Figure 13 Timing Diagram of Accel/Decel Time Adjustment

When any of the multi-function contact input selections (H1-01 to H1-06) are set to “7"and “1A”, up to
four accel/decel times can then be selected by opening or closing the appropriate accel/decel time selection
commands (terminas 3 to 8).

Fast-stop time is enabled when:

Accelldecel Time Accelldecel Time
Selection 1 Selection 2 : :
Multi-function Input Multi-function Input Accel Time Decel Time
Setting = “7” Setting = “1A”
Open or not set Open or not set C1-01 C1-02
Closed Open or not set C1-03 C1-04
Open or not set Closed C1-05 C1-06
Closed Closed C1-07 C1-08
C1-09 Fast-Stop Time Fast Stop Time s | s | 8 | 8 |
Setting Range: 0.00 to 6000.0s
Factory Default:  10.0s

Multi-function contact input is set to fast-stop command (setting = “15"), and the contact closes.
The default stopping method when a fault is detected is fast-stop.
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C2 S-Curve Accel/Decel

C1-10 Accel/Decel Time Setting Unit Acc/Dec Units
Setting Description
0 Accel/decel time (C1-01 to C1-09) setting range is in units of 0.01 second.

Open Loop|  Flux
Vi VIWIPG | Nector Vector

(2 [ o] []

Accel/decel time setting range: 0.00 to 600.00s

Accel/decel time (C1-01 to C1-09) setting range is in

Accel/decel time setting range: 0.0 to 6000.0s (factory default)

units of 0.1 second.

If any of the parameters C1-01 to C1-09 is set to 600.1 seconds or more, C1-10 cannot be set to “0”.

C1-11 Accel/Decel Time Switching Frequency Level Acc/DecSWFreq | A | A | A | a |

Setting Range: 0.0 to 400.0Hz

Factory Default:  0.0Hz

Accel/decel times can be changed automatically, without using the multi-function contact inputs.

Use accel/decel times set in parameters C1-01 and C1-02 when output frequency ¢ C1-11.

Use accel/decel times set in parameters C1-07 and C1-08 when output frequency < C1-11.

When multi-function contact inputs are set for accel/decel selection, thiscommand has priority over

automatic change of accel/decel.

Accel/Decel Switching Level
(C1-11)
Output Frequency
Cror| - crot ~Croz | cros
Figure 14 Accel/Decel Switching Level Adjustment

C2 S-Curve Accel/Decel

An S-curve pattern is used to reduce shock and provide smooth transitions during machine accelera-

tion and deceleration. S-curve characterigtic time is the time from the output frequency to the set accel/

decel time.
C2-01 S-Curve Time at Acceleration Start SCrv Acc @ Start A A A A
C2-02 S-Curve Time at Acceleration End SCrv Acc @ End A A A A
C2-03 S-Curve Time at Deceleration Start SCrv Dec @ Start A A A A
C2-04 S-Curve Time at Deceleration End SCrv Dec @ End A A A A

Setting Range: 0.00to 2.50s

Factory Default:  0.20s
32 VS-616G5 Programming Manual



Section C: Tuning Parameters
C2 S-Curve Accel/Decel
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Frequency Reference Output Frequency

/

Output Frequency

Time

T

S-curve Characteristic
Time (Tsc)

Figure 15 S-curve Characteristic Timing Diagram

The following figure shows FWD/REV run switching during deceleration to stop.

FWD Run Command |
REV Run Command | I
C2-02
> DC Injection Braking
) Time at Stop
. B2-04
/

Output Frequency ‘/\ ~ )

Figure 16 S-curve Characteristics - FWD/REV Operation

Time to accelerate from the minimum frequency CL  +(C2.0L+C2.02)/2
to the maximum frequency (total acceleration) B —*+(Cz -02)
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C3 Motor Slip Compensation

Open Loop|  Flux
Vi VIWIPG | Nector Vector

C3 Motor Slip Compensation
Astheload becomes larger, the motor speed is reduced and motor slip increases. The slip compensa-
tion function keeps the motor speed constant even under varying load conditions.

C3-01 Slip Compensation Gain Slip Comp Gain R

Setting Range: 0.0to 2.50
Factory Default: 1.0

This function controls the output frequency in response to the load’ s torque demand. Increase the set
value in one tenth (0.1) increments when operating at low speeds; decrease the set value as the motor
speed increases.

During flux vector control, this gain compensates for motor slip causes by changes in temperature.
Normally, this setting does not have to be modified.

Note: Default factory setting will be 0.0 when parameter A1-02=0 [V/F mode]. When parameter A1-
02=2 [Open Loop Vector] or 3 [Flux Vector] the default factory setting will be 1.0.

C3-02 Slip Compensation Primary Delay Time Slip Comp Time s A ]

Setting Range: 0 to 10000ms
Factory Default:  200ms

Adjust the slip compensation delay time when motor speed is unstable or speed response is slow.
Increase the set value in 10ms increments when operating at low speeds; decrease the set value as the
motor speed increases.

C3-03 Slip Compensation Limit SlipCompLimit | & | - | a | - |

Sets the slip compensation limit as a percentage of motor rated slip (E2-02).

E1-04
E1-06

x C3-03

C3-03

Output Frequenc
E1-06 E1-04 P a y

Base Maximum
Frequency Frequency

Figure 17 Slip Compensation Limit Adjustment

34 VS-616G5 Programming Manual



Section C: Tuning Parameters
C3 Motor Slip Compensation

Open Loop|  Flux
vi VIEWIPG | N ector Vector

C3-04 Slip Compensation During Regeneration SlipCompRegen | & | - | a | |
Setting Description
0 Slip compensation disabled during regeneration (factory default)
1 Slip compensation enabled during regeneration
C3-05 Flux Calculation Method Flux Select e |
Parameter C3-05 determines if the motor torque characteristic is based on output frequency or motor
speed.
Setting Description
0 Slip Included
Motor torque characteristic is based on frequency. (factory default)
1 Slip Excluded
Motor torque characteristic is based on motor speed.

Torque

100%

1
o
1
=

>
0% 60Hz 1800 rpm 120Hz 3600 rpm

When running the motor only in the constant torque region, leave parameter C3-05 set to O for the
best performance.

When running the motor in the constant horsepower region, set parameter C3-05 to 1 because the
larger flux will result in better motor stability.
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C4 Torque Compensation

\i VIfwiPG

Open Loop|  Flux
Vector Vector

C3-06 Output Voltage Limit Operation Selection <1110 Output V Limit ‘ - \

C4

C4-01

|+ | -]

Setting Description
0 Disabled (factory default)
When this parameter is “0” slip compensation will be disabled when the motor
is operating above its base speed. The motor voltage will not be reduced
above base speed.
1 Enabled

Open Loop Vector Mode: When this parameter is set to “1” the motor volt-
age will be reduced slightly when the motor is operating above 90% base
speed. Slip Compensation is enabled. Speed control accuracy is improved.
This may prevent speed instabilities due to motor voltage saturation. This set-
ting may improve speed regulation however motor torque/amp will be
reduced by up to 10% due to motor voltage reduction above base speed.
Flux Vector Mode: Torque linearity is improved.

Torgue Compensation

Motor torque can be adjusted by changing the V/f pattern (E1-03) or by adjusting the torque compen-

sation gain. For details on setting the V/f pattern, see section E1, V/f Pattern Adjustment,.

Parameters C4-03, C4-04 and C4-05 are added for the OLV mode to help improve starting/breakaway

response. Individual torque compensation settings are possible for forward (C4-03) and reverse (C4-

04). The delay time (C4-05) isthe time for which the internal torque reference will be increased. This

torque compensation is much like inputting an analog torque reference via an analog input.

Torque Compensation Gain Torg Comp Gain ‘ B ‘ B

The motor torgue requirement changes according to load conditions. Full-range automatic torque boost

| e |

adjusts the voltage of the V/f pattern according to the required torque. The VS-616G5 automatically
adjusts the voltage during constant-speed operation as well as during accel eration.

The required torque is calculated by the inverter. This ensures tripless operation and power savings.

36
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C4 Torque Compensation

Open Loop|  Flux
vi VIEWIPG | N ector Vector

Output voltage 1 Torque compensation gain X Required torque

Voltage

% Required torque P Increase voltage

Frequency

Figure 18 Torque Characteristics

Normally, no adjustment is necessary for torque compensation gain. When more torque is needed,
increase the torque compensation gain in one tenth (0.1) increments. When the wiring distance
between the inverter and the motor is long, or when the motor generates excessive vibration, decrease
the torque compensation gain.

Increasing torgue compensation gain increases motor torque, but an excessive increase may cause the
following:

- Inverter fault trips due to motor overexcitation
- Motor overheat or excessive vibration

C4-02 Torque Compensation Time Constant TorgCompTime | A | & | o | - |

Setting Range: 0 to 10000ms
Factory Default:  20ms

Increase the torque compensation time constant in 10ms increments when the motor output current is
unstable, and decrease this value when speed response is slow.

Note: When A1-02=2 [Open Loop Vector] the factory default setting is 20 ms. When A1-02=1or 3
[V/IF or VIF w/PG] factory default setting is 200 ms.

C4-03 Forward Torque Compensation Value at Start<uuo- FTorqCmp @start| - | - | a | - |

Setting Range: 0.0 to 200.0%
Factory Default: 0.0

This parameter may improve the motor performance during start. This feature functions only when
starting amotor. Torqgue reference and motor flux can be ramped up quickly to improve speed
response during start. A setting of 0.0 disables this feature.
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C5 ASR Tuning
Vit | vifwip | OpenLoop| - FluX
C4-04 Reverse Torque Compensation Value at Start<iio> R TorqCmp @ start ‘ : ‘ : ‘ A ‘

Setting Range: 0.0 to 200.0%
Factory Default: 0.0

This parameter may improve the motor performance during start. This feature functions only when
starting amotor. Torqgue reference and motor flux can be ramped up quickly to improve speed
response during start. A setting of 0.0 disablesthis feature.

C4-05 Torque Compensation Time Constant@Start<iiio> TorqCmp DeIayT‘ - ‘ . ‘ A ‘

Setting Range: 0to 200 ms
Factory Default: 1 ms

This parameter functions with C4-03 and C4-04. This parameter is the time delay that will be applied
to the Torque Compensation parameters C4-03 and C4-04. A setting of less than 4 milliseconds (ms)
causes thisfilter to be disabled.

C5 ASR Tuning
The automatic speed regulator (ASR) provides optimum performance during changes in motor speed
or load, when speed feedback is provided.

+

Frequency Reference 9 >O+ P Output Frequency
C5-01, C5-03
Speed Feedback —>+O-> Variation P e >+O— Limit
p - Ratio Limit + mi
C5-05
|
C5-02, C5-04

Figure 19 ASR Block Diagram (V/f Control with PG Feedback)

Torque Limit
C5-01, C5-03 |/_

+ +

Speed Reference — O P T»OJr— n +1ST — /l — Secondary Current Reference
| C5-06

Speed Feedback | j L7-01 ~L7-04

C5-02, C5-04

Figure 20 ASR Block Diagram (Flux Vector Control)
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C5 ASR Tuning
v | viwpe | REEPL
C5-01 ASR Proportional Gain 1 ASR P Gain 1 e s

Setting Range: 0.00 to 300.00
Factory Default:  20.00

The ASR proportional gain 1 adjusts the speed in response to speed deviation, and softens the effect of
changesin load. Speed response increases as the proportional gain isincreased. However, the load may
become unstable if the ASR proportional gain is set too high.

Note: When parameter A1-02=1 [V/f w/PG] the factory default setting is 0.20. When parameter
A1-02=3 the factory default setting is 20.00.

C5-02 ASR Integral Time 1 ASR | Time 1 e s

Setting Range: 0.000 to 10.000s
Factory Default:  0.500s

The ASR integral time 1 adjusts the inverter’ s response time to changes in load. Speed response
increases astheintegral timeis decreased. However, the load may become unstable if the ASR integral
timeis set too low.

Note: When A1-02=1 [V/f w/PG] the factory default setting is .200. When A1-02=3 factory default setting is 0.500

When A1-02=1 [V/f w/PG] factory default setting is 0.20. When A1-02=3 factory default setting is 20.00.
When A1-02=1 [V/f w/PG] factory default setting is 0.200. When A1-02=3 factory default setting is 0.500
When A1-02=1 [V/f w/PG] factory default setting is 0.02 When A1-02=3 factory default setting is 20.00.

C5-03 ASR Proportional Gain 2 ASR P Gain 2 T

Setting Range: 0.00 to 300.00
Factory Default:  20.00

The ASR proportional gain 2 is an additional proportional gain adjustment that can be enabled by a
multi-function contact input (H1-__ =“77").

Proportional Gain According to Motor Speed
ON OFF (see Figure 22)
C5-03 Proportional Gain

Multi-function Inputﬂ ON
(H1-__ =77 - -

C5-02 C5-02

Figure 21 ASR Multi-function Input Timing Diagram

Note: When parameter A1-02=1 [V/f w/PG] factory default setting is .02 When A1-02=3 the factory
default setting is 20.00.
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C5 ASR Tuning
wi | viwee |REEP
C5-04 ASR Integral Time 2 ASR | Time 2 T

Setting Range: 0.000 to 10.000s
Factory Default:  0.500s

The ASR integral time 2 is an additional integral time adjustment.

C5-05 ASR Limit ASR Limit I
Sets ASR fregquency compensation limit as a percentage of maximum output frequency (El -04). This
function is enabled when V/f control with PG feedback is selected as the control method (A1-02).

C5-06 ASR Output Primary Delay Time ASR Delay Time T
Setting Range: 0.000 to 0.500s
Factory Default:  0.004s
Mechanical backlash in an application causes secondary current (I,,) reference variationsin the motor’s
rotor. This condition can prevent the adjustment of ASR parameters.The output delay time constant is
used to control these secondary current (1) reference variations.

C5-07 ASR Switching Frequency Level ASRGainSWFreq | - | - | - | a |
Setting Range: 0.0 to 400.0Hz
Factory Default:  0.0Hz
Setsfrequency to change ASR proportional gain and integral time constant in units of 0.1Hz when flux
vector control is selected.

\ C5-01
C5-02
o P-N
£ o= T
= C5-03 where:
S C5-04 P = Number of Motor Poles
e N = Motor RPM
0 C5-07 feg * When C5-07 ="0", proportional gain 1 (C5-01)
e 10r0 y Motor Speed and integral time 1 (C5-02) are selected.
Figure 22 ASR Switching Frequency Level
Notes:
1.When C5-07 ="0", proportional gain 1 (C5-01) and integral time 1 (C5-02) are selected.
2.During V/f control with PG feedback (A1-02 =“1"), the frequency switching level becomes
the maximum output frequency (E1-04).
40 VS-616G5 Programming Manual



Section C: Tuning Parameters
C6 Carrier Frequency

v | viwpe | REEPL
C5-08 ASR Integral Limit ASR | Limit T

Setting Range: 0 to 400%
Factory Default:  400%

.Parameter C5-08 adjusts the amount of Integral control of the automatic speed regulator in the Closed
Loop Flux Vector control mode. Setting parameter C5-08 to zero will make the ASR control propor-
tional. Setting C5-08 to 400% will make the ASR control proportional and integral.

C5-08=0
4 P Control
| C5-08=400%
P-I Control

/

Torque

I

» Speed
Slip

C6 Carrier Frequency
This function sets the inverter output transistor switching frequency (carrier frequency). Increase the
carrier frequency to reduce motor noise and decrease it to reduce leakage current.

C6-01 Carrier Frequency Upper Limit CarrierFreq Max B B B B
C6-02 Carrier Frequency Lower Limit CarrierFreq Min A A

Setting Range: 0.4 to 15.0kHz
Factory Default:  15.0Hz*

For constant carrier frequency operation, set the gain (C6-03) to “0”, and set the upper limit (C6-01)
and lower limit (C6-02) to the same value.
* Factory defaults vary depending on drive rating. See the following table for more details:
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C6 Carrier Frequency

Carrier Frequency Factory Defaults

Model | UpperLimit | Lower Limit Gain Model | UpperLimit | Lower Limit Gain
CIMR- C6-01 C6-02 C6-03 CIMR- C6-01 C6-02 C6-03
G5U Setting Setting Setting G5U Setting Setting Setting
230
20P4 15.0 15.0 0 2015 15.0 15.0 0
20P7 15.0 15.0 0 2018 15.0 15.0 0
21P5 15.0 15.0 0 2022 10.0 10.0 0
22P2 15.0 15.0 0 2030 10.0 10.0 0
23P7 15.0 15.0 0 2037 10.0 10.0 0
25P5 15.0 15.0 0 2045 10.0 10.0 0
27P5 15.0 15.0 0 2055 10.0 10.0 0
2011 15.0 15.0 0 2075 10.0 10.0 0
- - 2090 20 20 0
- - 2185 2.0 2.0 0
460
40P4 15.0 15.0 0 4022 8.0 8.0 0
40P7 15.0 15.0 0 4030 8.0 8.0 0
41P5 15.0 15.0 0 4037 6.0 6.0 0
42P2 15.0 15.0 0 4045 6.0 6.0 0
43P7 15.0 15.0 0 4055 6.0 6.0 0
44P0 15.0 15.0 0 4075 6.0 6.0 0
45P5 15.0 15.0 0 4090 5.0 5.0 0
47P5 12.5 12.5 0 4110 5.0 5.0 0
4011 12.5 12,5 0 4132 5.0 5.0 0
4015 10.0 10.0 0 4160 5.0 5.0 0
4018 10.0 10.0 0 4185 2.0 2.0 0
- - 4220 2.0 2.0 0
- - 4300 20 20 0
575
51P5 10.0 10.0 0 5030 10.0 10.0 0
52P2 10.0 10.0 0 5037 10.0 10.0 0
53P7 10.0 10.0 0 5045 10.0 10.0 0
55P5 10.0 10.0 0 5055 8.0 8.0 0
57P5 10.0 10.0 0 5075 20 1.0 36
5011 10.0 10.0 0 5090 2.0 1.0 36
5015 10.0 10.0 0 5110 2.0 1.0 36
5018 10.0 10.0 0 5160 20 1.0 36
5022 10.0 10.0 0
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C7 Hunting Prevention

Open Loop|  Flux
vi VIEWIPG | N ector Vector

C6-03 Carrier Proportional Gain CarrierFreqGain | a | a | - |

Setting Range: 0to 99
Factory Default: 0

601 * K varies depending on the carrier frequency upper limit (C6-01):
Earrier C6-01 > 10.0kHz K=3
requency ~— Fout x C6-03 x K* 10.0kHz > C6-01 >5.0kHz | K=2
Ce-02 C6-01 < 5.0kHz K=1
> Fout
Output Frequency

Figure 23 Carrier Frequency Setting

Note: An OPE11 fault occursif either of the following conditions is present:
1. C6-03 > 6kHz and C6-02 > C6-01

2. C6-01 > 5kHz and C6-02 £ 5kHz

C7 Hunting Prevention
Occasionally, in an application, resonance between the internal control system and the mechanical sys-
tem causes current instability. Thisinstability is called hunting, and may cause the machine to vibrate
at lower speeds (up to 30Hz). The hunting prevention function monitors the motor flux and uses a spe-
cia control circuit to “smooth out” any peaksin the output current waveform.

C7-01 Hunting Prevention Selection HuntPrevSelect | a | a | - |

Enables the hunting prevention function in V/f control mode.

Setting Description
0 Hunting prevention is disabled.
1 Hunting prevention is enabled (factory default).
C7-02 Hunting Prevention Gain Hunt Prev Gain s oA ]

Setting Range: 0.00 to 2.50
Factory Default:  1.00

Sets hunting prevention gain in units of 0.01. When hunting is present while driving alight load,
increase the set value in one tenth (0.1) increments. When the motor vibrates or stalls while driving a
heavy load, decrease the set value.
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C8 Factory Tuning

C8

Factory Tuning

\i VIfwiPG

Open Loop|  Flux
Vector Vector

This section describes parameters not normally accessed by the user, but which may require adjustment.

C8-08 Automatic Frequency Regulator Adjustment AFR Gain ‘ - \

Setting Range:
Factory Default:

|~ -]

0.00 to 10.00
1.00

Sets AFR gain in units of 0.01. When hunting is present during open loop vector control, decrease the
set value in one tenth (0.1) increments. If the speed or torque response is slow, increase the set value.

C8-09 Automatic Frequency Regulator Time Constant ~ AFR Time ‘ - \

Setting Range:
Factory Default:

[~ ] -]

0 to 2000 milliseconds
50 milliseconds

Parameter C8-09 sets the AFR (automatic frequency regulator) time. Adjusting C8-09 will increase or
decrease the AFR freguency response, when the load changes.
If the motor is unstable, increase the set value.
If the speed response is slow, decrease the set value.

C8-30 Carrier Frequency Selection During Auto-tuning ~ Carrier in Tune ‘ - ‘ ‘ A ‘ A ‘
During normal auto-tuning, the inverter istuned while running at a carrier frequency of 2kHz. This
parameter allows the user to specify the inverter carrier frequency during auto-tuning. Adjustment may
be necessary when using a spindle motor with low inductance.

Setting Description
0 Carrier frequency during auto-tuning is 2kHz (factory default).
1 Carrier frequency during auto-tuning is set by C6-01.
2 Carrier frequency is 5kHz. Except for 185-300 kW which is 2.5 kHz
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D1 Preset References

D1

D1-01
D1-02
D1-03
D1-04
D1-05
D1-06
D1-07
D1-08

Reference Parameters
Preset References

Preset Frequency Reference 1
Preset Frequency Reference 2
Preset Frequency Reference 3
Preset Frequency Reference 4
Preset Frequency Reference 5
Preset Frequency Reference 6
Preset Frequency Reference 7
Preset Frequency Reference 8

Setting Range:
Factory Default:

0.0 to 400.0Hz
0.0Hz

Reference 1
Reference 2
Reference 3
Reference 4
Reference 5
Reference 6
Reference 7
Reference 8

Vif

VIf wiPG

Open Loop
Vector

Flux
Vector

@ O | O |0 |O

@™ O | O |0 |O

o (O | O | O |O

@ (O | O | O |0

@

@

Up to 9 preset speed references (including jog) can be set through multi-function contact input func-
tion selections. When using the multi-step speed references, set the reference selection (B1-01) to “0”,
and set terminal 16 selection (H3-05) to “1F". See the following table for programming preset speed

references.
Terminal 5 | Terminal 6 | Terminal 7 | Terminal 8 Speed Reference
H1-03="3" | H1-04 =“4" | H1-05="5" | H1-06 = “6”
Open Open Open Open Speed Reference 1 - Set Reference Source
(B1-01) to “0".
Closed Open Open Open Speed Reference 2 - Set Terminal 16 Selection
(H3-05) to “1F".
Open Closed Open Open Speed Reference 3
Closed Closed Open Open Speed Reference 4
Open Open Closed Open Speed Reference 5
Closed Open Closed Open Speed Reference 6
Open Closed Closed Open Speed Reference 7
Closed Closed Closed Open Speed Reference 8
Closed Closed Closed Closed |Jog Speed Reference
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D1 Preset References

D1-09 Jog Frequency Reference

Setting Range:
Factory Default:

0.0 to 400.0Hz
0.0Hz

JOG Reference

Open Loop|  Flux
Vi VIWIPG | Nector Vector

e le e |a]

The jog frequency reference can be set in this parameter. Depress the JOG key on the digital

operator, or closeterminal 7, to use this function. The jog command always has priority over
other reference commands. When using the multi-step speed references, change the jog com-
mand from terminal 7 to terminal 8 (H1-06 =*“6").

Frequency
Reference

D1-03
30.0Hz

D1-02
20.0Hz

D1-01
10.0Hz

D1-04

40.0Hz

D1-05

45.0Hz

D1-06
50.0Hz

D1-08
60.0Hz

D1-07
55.0Hz

D1-09
6.0Hz

FWD (REV) Run/Stop

TimE

ON

Multi-step Speed Ref. 1

ON

ON

ON

ON | |

(Terminal 5)

Multi-step Speed Ref. 2

ON |

(Terminal 6)

Multi-step Speed Ref. 3

ON |

(Terminal 7)

Jog Ref.

ON

(Terminal 8)

Figure 24 Multi-step Speed Operation - Timing Diagram

Note:  Setting unitsfor D1-01 to D1-09 are dependent upon the setting of digital operator display
mode (01-03). Possible setting units include Hz, percentage, RPM or engineering units. See
section O1, Monitor Selection, on page 120 for more details.
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D2 Reference Limit / D3 Jump Frequency

v | viwpe | REEPL
D2 Reference Limits
D2-01 Frequency Reference Upper Limit Ref Upper Limit e | s | 8 | 8 |

Setting Range: 0.0t0 110.0%
Factory Default:  100.0%

The frequency reference upper limit is set as a percentage of the maximum output frequency (E1-04)
in increments of 1%.

D2-02 Frequency Reference Lower Limit Ref Lower Limit s | s | 8 | 8 |

Setting Range: 0.0 t0 109.0%
Factory Default:  100.0%

The frequency reference lower limit is set as a percentage of the maximum output frequency (E1-04)
in increments of 1%. When arun command is input and the frequency referenceis less than the lower
limit, operation continues at the frequency reference lower limit. However, when the lower limit is set
to less than the minimum output frequency (E1-09), operation discontinues.

%
J

100 7
/
/
/
Internal L - D2-01
Frequency
Reference
D2-02
//
0 E10a

Set Frequency Reference

Figure 25 Setting Frequency Upper and Lower Limits

D3 Jump Frequencies

D3-01 Jump Frequency Reference 1 Jump Freq 1 B B B B
D3-02 Jump Frequency Reference 2 Jump Freq 2 B B B B
D3-03 Jump Frequency Reference 3 Jump Freq 3 B B B B
D3-04 Jump Frequency Reference Bandwidth Jump Bandwidth B B B B

This function alows the prohibition or “jumping” of critical frequencies so that the motor can operate
without resonant vibrations caused by some machine systems. This function isaso used for dead-band
control. Setting the value to 0.0Hz disables this function.

VS-616G5 Programming Manual 47



Section D: Reference Parameters

D4 Sequence
G i
Hz D3-03
D302 /| | |.
Output X D3-04
Frequency
D301 /| | .
A D304
/|
"X D304 Hy
Set Frequency Reference
Figure 26 Jump Frequencies
D4 Sequence
D4-01 Hold Reference Memory Selection MOPRefMemory | a | A | a | & |

D4-02

Selects whether the held frequency during motor operated potentiometer (MOP) simulation operation
is stored when operation is stopped (when power is removed or when the run command is removed).

Setting Description

0 Held frequency during MOP operation not retained. If a stop command is given or if
power is removed, the frequency reference is reset to OHz. If the inverter is still decel-
erating when the run command is restored, operation resumes at the frequency refer-
ence which the inverter has ramped down to (factory default).

1 Held frequency during MOP operation is retained. If a stop command is given, or if
power is removed, operation resumes at the held frequency reference when run com-

mand is restored.

Note: MOP operation is set using the multi-function contact input function selections (H1-01 to H1-06,
setting = “10” and “11"). See section H1, Digital Inputs, on page 76 for more information.

Trim Control Level Trim Control Lvl ‘ A ‘ A ‘ A ‘ A ‘

Setting Range: 0 to 100%
Factory Default:  10%

Sets the motor operated pot or “trim” control level as a percentage of maximum output frequency in
units of 1%. When trim control increase and decrease are selected as multi-function contact input func-
tions (setting: H1-__ =“1C" and “1D", respectively), the trim control level is added to or subtracted
from the anal og frequency reference, when each respective contact closes. Thisis useful in applica
tions such as winders and unwinders, where speed compensation may be needed.
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D5 Torque Control
Vit | Vifwpg |ORenLoop| Flux
D5 Torque Control
D5-01 Torque Control Selection Torq Control Sel ] e

Selects between speed and torque control during flux vector operation (A1-03 =“3").

Setting Description
0 Speed control enabled with torque limit (factory default)
1 Torque control enabled with speed limit

Speed/torque control selection can also be made by using a multi-function contact input function selec-
tion (H1-__ =“71").

D5-02 Torque Limit Primary Delay Time Torq Ref Filter ] e

Setting Range: 0 to 1000ms
Factory Default:  Oms

Sets delay time constant for torque reference input in the torque control mode, in units of 1ms.

D5-03 Speed Limit Input Selection Speed Limit Sel ] e

Sets speed limit selection in the torque control mode.

Setting Description
1 Speed limit is the analog speed reference set by
terminal 13 or 14 (factory default).
2 Speed limit is the reference set by B1-01.
D5-04 Speed Limit Value Speed LmtValue | - | - | - | A |
Setting Range: -120to 120%

Factory Default: 0%

Sets the speed limit value in the torque control mode as a percentage of the maximum output fre-
guency, when D5-03 =“2”.
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D5 Torque Control
vi | viwpe | R eder
D5-05 Speed Limit Bias Speed Lmt Bias ] e

Setting Range: 0to 120%
Factory Default:  10%

Sets the speed limit bias value in the torque control mode as a percentage of the maximum output fre-
quency.

D5-06 Reference Delay Timer Ref Hold Time ] e

Setting Range: 0 to 1000ms
Factory Default:  Oms

Sets delay time from when the speed/torque control selection is made to when the control modeis
actually changed, in units of 1ms.

Torque Control Operation
To select torque control, set torque selection (D5-01) to “1”, or close the multi-function contact input

set to speed/torque control (H1-_ =*71") and set terminal 16 function selection to torque reference
(H3-05 ="13").
Torque  —4—| -
Compensation 2
Torque Limit
Torque - 1 >+O+ I/_ |
Reference ' 1+ST + /| |
T=D5-02
Speed Limit ! —<—pm| sFs Speed
Motor Speed —— Limiting
D5-05 — Circuit

Figure 27 Torque Control Block Diagram

*1: When speed limit selection (D5-03) isset to “1”, the master frequency reference input from termi-
nal 13 or 14 becomes the speed limit; when speed limit selection (D5-03) isset to “2”, the set value
of D5-04 becomes the speed limit.

*2: When terminal 14 function selection is set to torque compensation (H3-09 = “14"), terminal 14 set
value can be used as the torque compensation value.

When torque reference > 0 and speed limit > 0 (winder application sequence), the following sequence
is activated:
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D5 Torque Control

- When [-1 x speed limit bias (D5-05)] < motor speed < [speed limit + D5-05], torque control is acti-
vated using the set torque reference.

- When motor speed > [speed limit + D5-05], torque control is activated using the set torque refer-
ence.

- When motor speed < [-| x D5-05], the speed limiting circuit outputs a positive torque reference to
prevent the motor speed from increasing in the reverse direction.

Therefore, when torgque reference > 0 and speed limit > 0, the torque control rangeis:
[-] x D5-05] < motor speed < [speed limit + D5-05]

Refer to the following table for more details on the relationship between torque reference, speed limit
and motor speed.

Winder Control Unwinder Control
Line Direction Line Direction
> N.T T >

NN N/Z
Configuration @ @

m Motor m Motor

Direction of Motor
. Forward Reverse Forward Reverse
Rotation
Torque
Reference + - - +
Reference | (TREF)
Polarity Speed
Limit + - + -
(NLIM)
Torque Torque Torque Torque
Torque Torque Torque Torque
Limit Limit Limit Limit
TREF TREF
Torque Profile 4 v > NLIM > NLIM gy, A 4 >
LO NLIM \Speed \ 0 Speed \ 0 Speed NLIM 0 Speed
D5-05 TREF
Torque "— " "— 7| Torque Torque
Limit \/ \/ Limit D5-05 Limit
D5-05 D5-05
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D5 Torque Control

Speed/Torque Control Switching
When the VS-616G5 is set up for flux vector control (A1-03 =*“3"), speed control or torque control can
be selected “on the fly” by using the multi-function input speed/torque control selection command

(H1-__ ="71").
Terminal No. | Parameter No. Setting Description
8 H1-06 71 Speed/torque control selection
13 B1-01 1 Frequency reference selection (terminals 13, 14)
D5-03 1 Speed limit selection (terminals 13, 14)

16 H3-05 13 Torque reference/speed limit
Speed/Torque
Selection Command OFF ON OFF ON
(Terminal 8 Input)
Run Command STOﬂ RUN
Control Method Speed Control <Torque Control < Speed Control < Torque Control> Speed Control (decel to stop)
Terminal 13 Input Speed Reference| ~ Speed Limit | Speed Reference| ~ Speed Limit
Terminal 16 Input Torque Limit 'Torque Reference| Torque Limit Torque Reference
Sequence - - - - - - b g

©) @ ) @ (€)

Figure 28 Speed/Torque Control Selection Timing Diagram

Sequence Description
® When the speed/torque control selection contact is OFF, speed control is activated.
- Speed reference during speed control depends on the frequency reference selection (B1-01) set-
ting. To use terminal 13 or 14 as the master frequency reference, set BI-01 to “|”.
- Torque limit during speed control isthe smaller of the absolute value of terminal 16 torque limit,
or the values set in the torque limit parameters (L7-01 to L7-04).
- When a stop command is given during speed control, speed control is maintained and the
smaller of the absolute value of terminal 16 torque limit, or the values set in the torque limit
parameters (L7-01 to L7-04), is used as the torque limit. Then the motor decel erates to stop.

@ When the speed/torque control selection contact is ON, torque control is activated.
- Speed limit during torque control is the master frequency reference at terminal 13 or 14 when
speed limit selection (D5-03) isset to “1”, and is the speed limit value (D5-04) when D5-03 =
“2", regardless of the frequency reference selection (B1-01) setting.
- During torque control, the terminal 16 analog input value becomes the torque reference.
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El

E1-01

E1-02

E1-03

Open Loop|  Flux
vi VIEWIPG | N ector Vector

® By giving astop command during torque control, operation changes to speed control automati-
cally, and the motor deceleratesto stop. The torque limit during decel eration to stop becomes the
values set in the torque limit parameters (L7-01 to L7-04).

Note: The control mode actually changes after the speed/torque control selection command changes
and after the reference delay timer (D5-06) elapses. The terminal 13 speed reference/speed
limit and the terminal 16 torque limit/torque reference are stored in the inverter until the time
set to D5-06 elapses.

Motor Parameters
V/f Pattern

Input Voltage Input Voltage \ Q \ Q \ Q \ Q \

Setting Range: 155t0 255V (230V class), 310 to 510V (460V class) 445 to 733 (575V class)<iio>
Factory Default: 230V, 460V, 575V <1110

Sets the inverter input voltage in units of 1V.

Motor Selection Motor Selection \ Q \ Q \ Q ‘ Q ‘

Select between fan-cooled, blower-cooled and vector/inverter duty motor types with this parameter.

Setting Description
0 Fan-cooled motor characteristics (factory default)
1 Blower-cooled or TENV motor characteristics

This setting allows 120% motor current at and above 5.6 Hz
continuously, and allows 100% motor current at 0 Hz continu-
ously (w/ linear in between).

2 Vector/inverter duty motor <1110
This setting allows 120% motor current at all frequencies.

V/f Pattern Selection VI/f Selection \ Q \ Q \ Q \ Q ‘

Choose a preset V/f pattern for operation in V/f modes only. It may be necessary to change the V/f pat-
tern when using a high-speed motor, or when special torque adjustment is required in the application.

SetvaluesOto E:  preset V/f pattern can be selected
F: custom V/f pattern can be set (factory default)

Preset V/f patterns are automatically scaled by the input voltage value set in parameter E1-01. Set the
V/f pattern according to the applications described in the table on the following page:
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E1 VIF Pattern
Vit | vifwip | OpenLoop| - FluX
Preset V/f Patterns
Specifications | E1-03 VIf Pattern *1 Specifications E1-03 VIf Pattern *1
zséw Hig'h zao(v)
Starting 8
0 Torque 1 9
50Hz 0 o | B5OHz 4
* 28
7 S High 2
10 = i 13
01325 50 e Starting 9 01325 50
2 Torque 2
g ) v 8 High "
8 | 60Hz Saturation F 20 S Starting | A 20
a3 2 T Torque 1
= / 60Hz B
2 F High z A
© | 50Hz Saturation 2 g Starting | B I
01530 50 60" Torque 2 01530 50"
v v
230 230
3 C
72Hz 3 90Hz c
17 17
10 10
(Hz) (Hz)
01530 60 72 01530 60 90
S
Variable 4 235\’) kS s
Torque 1 g;
50Hz 5 =] 120Hz D y
] 57 4 3
g 1\_/anable; 5 ‘1‘2 % 17
2 orque =2 10
E 0 %™ - 01530 60 20"
=
< . v v
kS Variable 6 - =
Torque 1
60Hz 7 180Hz E E
57 6
Variable 7 0 17
Torque 2 v 10
015 0w '™ 01530 0 180"
Notes:
1 Thefollowing conditions must be considered when selecting a V/f pattern:
- The voltage and frequency characteristics of the motor.
- The maximum speed of the motor.
2 Select ahigh starting torque V/f pattern only under the following conditions:
- Thewiring distanceis long - 492 ft. (150m) and above.
- Large voltage drop at start-up.
- AC reactor is connected to the inverter’ sinput or output.
3 \Voltagein preset patternsis doubled for 460V class inverters. The 575V patterns ar 2.5
times the 230V patterns.
54 VS-616G5 Programming Manual



Section E: Motor Parameters
E1 VIF Pattern

E1-04
E1-05
E1-06
E1-07
E1-08
E1-09
E1-10
E1-11
E1-12
E1-13

Custom V/f Pattern

Vif

VIf wiPG

Open Loop
Vector

Flux

Vector

Set up a custom V/f pattern by setting parameter E1-03 to “F”, and then setting the values in parame-

tersE1-04 to E1-13.

Maximum Frequency Max Frequency Q Q Q Q
Maximum Voltage Max Voltage Q Q Q Q
Motor Base Frequency Base Frequency Q Q Q Q
Middle Output Frequency A Mid Frequency A Q Q A -
Middle Output Voltage A Mid Voltage A Q Q A -
Minimum Output Frequency Min Frequency Q Q Q A
Minimum Output Voltage Min Voltage Q Q A -
Middle Output Frequency B Mid Frequency B A A A A
Middle Output Voltage B Mid Voltage B A A A A
Motor Base Voltage Base Voltage A A Q Q
Voltage
! Max
E1-05 Vmax
) MidB
Be sureto satisfy the following conditionsfor setting E1-12 Vmids
parameters E1-04 to E1-13: Base
E1-09 £ E1-07 £ E1-06 £ E1-11 £ E1-04 E1-13 Vbase
E1-08 V mid A Miah
E1-10 Viin [
O Fmin Fmid A Fbase Fmids Fmax Frequency

E1-09 E1-07 E1-06 E1-11 E1-04

Figure 28 Custom V/f Pattern Setting

* For 460V class units, the value istwice that of 230V class units. For 575V class unitsthe valueis 2.5 times the 230V value.

Increasing the voltage in the V/f pattern increases motor torque. However, when setting a custom
V/f pattern, increase the voltage gradually while monitoring the motor current, to prevent:

- Inverter fault trips as aresult of motor overexcitation
- Motor overheat or excessive vibration
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E1 VIF Pattern
0] L FI
i VIFWIPG p\fe”mgr"p Ve é‘tf)r
V/F Pattern for Inverter Capacity 0.4 ~ 1.5kW for 200V Class
Parﬁln;eter Name Unit Factory Setting
E1-03 V/f Pattern Selection — 0 1 2 3 4 5 6 7
E1-04 Max. Output Frequency Hz 50.0 60.0 60.0 72.0 50.0 50.0 60.0 60.0
E1-05 Max. Voltage Y 2300 | 2300 | 2300 | 2300 | 2300 | 2300 | 2300 | 2300
E1-06 Max. Voltage Frequency Hz 50.0 60.0 50.0 60.0 50.0 50.0 60.0 60.0
E1-07 Mid. Output Frequency v 25 3.0 3.0 3.0 25.0 25.0 30.0 30.0
E103 | Mid- Output Frequency Vv 17.2 17.2 172 | 172 | 402 | 575 | 402 | 575
Voltage
E1-09 Min. Output Frequency Hz 13 15 15 15 13 13 15 15
E1.10 | Min. Output Frequency Vv 103 103 103 | 103 | 92 | 103 | 92 | 103
Voltage
For 460V class units, the valueis twice that of 230V class units. For 575V class units the value is 2.5 times the 230V vaue.
Inverter Capacity 0.4 ~ 1.5kW for 200V Class (Continued)
Parﬁln;eter Name Unit Factory Setting
E1-03 V/f Pattern Selection — 8 9 A B C D E F
E1-04 Max. Output Frequency Hz 50.0 50.0 60.0 60.0 90.0 | 1200 | 1800 | 60.0
E1-05 Max. Voltage Y 2300 | 2300 | 2300 | 2300 | 2300 | 2300 | 2300 | 2300
E1-06 Max. Voltage Frequency Hz 50.0 50.0 60.0 60.0 60.0 60.0 60.0 60.0
E1-07 Mid. Output Frequency Y 25 25 3.0 3.0 3.0 3.0 3.0 3.0
E103 | Mid Output Frequency Vv 218 | 276 218 | 276 | 172 | 172 | 172 | 172
Voltage
E1-09 Min. Output Frequency Hz 13 13 15 15 15 15 15 15
E1-10 | Min- Output Frequency Vv 126 14.9 126 | 172 | 103 | 103 | 103 | 103
Voltage
For 460V class units, the value is twice that of 230V class units. For 575V class units the value is 2.5 times the 230V value.
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E1 VIF Pattern
Open L Fi
v viwPe || vectr
V/F Patterns for Inverter Capacity 2.2 ~ 45kW for 200V Class
Parﬁln;eter Name Unit Factory Setting
E1-03 V/f Pattern Selection — 0 1 2 3 4 5 6 7
E1-04 Max. Output Frequency Hz 50.0 60.0 60.0 72.0 50.0 50.0 60.0 60.0
E1-05 Max. Voltage \Y 230.0 230.0 230.0 230.0 | 2300 | 230.0 | 230.0 | 230.0
E1-06 Max. Voltage Frequency Hz 50.0 60.0 50.0 60.0 50.0 50.0 60.0 60.0
E1-07 Mid. Output Frequency 25 3.0 3.0 3.0 25.0 25.0 30.0 30.0
E1-08 Mid. Output Frequency Voltage 16.1 16.1 16.1 16.1 40.2 575 40.2 575
E1-09 Min. Output Frequency Hz 13 15 15 15 13 13 15 15
E1-10 Min. Output Frequency Voltage \% 8.0 8.0 8.0 8.0 6.9 8.0 6.9 8.0
For 460V class units, the value is twice that of 230V class units. For 575V class units the value is 2.5 times the 230V vaue.
V/F Patterns for Inverter Capacity 2.2 ~ 45kW for 200V Class (Continued)
Par;rgeter Name Unit Factory Setting
E1-03 V/f Pattern Selection — 8 9 A B C D E F
E1-04 Max. Output Frequency Hz 50.0 50.0 60.0 60.0 90.0 120.0 | 180.0 60.0
E1-05 Max. Voltage \Y 230.0 230.0 230.0 230.0 | 2300 | 230.0 | 230.0 | 230.0
E1-06 Max. Voltage Frequency Hz 50.0 50.0 60.0 60.0 60.0 60.0 60.0 60.0
E1-07 Mid. Output Frequency 25 25 3.0 30 3.0 3.0 3.0 30
E1-08 Mid. Output Frequency Voltage 20.7 26.4 20.7 26.4 16.1 16.1 16.1 16.1
E1-09 Min. Output Frequency Hz 13 13 15 15 15 15 15 15
E1-10 Min. Output Frequency Voltage \% 10.3 12.6 10.3 14.9 8.0 8.0 8.0 8.0

For 460V class units, the value is twice that of 230V class units. For 575V class units the value is 2.5 times the 230V value.
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E1 VIF Pattern
Open L Fl
Vi | VEwPG p\?e”mgr"p Veé‘tf)r
V/F Patterns for Inverter Capacity 55 ~ 300kW for 200V Class
Parameter Name Unit Factory Setting

1.0z | V/f Patten Selec- - 0 1 2 3 4 5 6 7
tion

E1-04 | Max Output Fre Hz | 5005 | 600 600 | 720.ys | 5005 | 5005 60.0 60.0
quency

E1-05 Max. Voltage \Y 230.0 230.0 230.0 230.0 230.0 230.0 230.0 230.0

E1-06 Max. Voltage Fre- Hz 50.0<91> 60.0 50.0<91> 60.0 50.0.91> 50.0c91> 60.0 60.0
quency
Mid. Output Fre-

E1-07 quency p \Y 25 15 3.0 3.0 3.0 25.0291> 25.0 <915 30.0 30.0
Mid. Output Fre-

E1-08 quency VE))I tage \Y 13.8.91> 13.8.91> 13.8.91> 13.8.91> 40.2 5, 57.501> 402,55 | 575.9>
Min. Output Fre-

E1-09 quency P Hz 1.3 1> 15 15 15 139> 1.3 1> 15 15
Min. Output Fre-

E1-10 quency Voltage \Y 6.9 6.9 6.9 6.9 571> 6.9 5.7 <215 6.9

For 460V class units, the value is twice that of 230V class units. For 575V class units the value is 2.5 times the 230V value.
V/F Patterns for Inverter Capacity 55 ~ 300kW for 200V Class (Continued)
Parameter Name Unit Factory Setting

103 | V/f Pattern Selec- - 8 9 A B c D E F
tion

E1-04 | Max Output Fre- Hz 500> | 50.0.p15 60.0 600 | 900.,. | 1200.,. | 18005 |  60.0
quency

E1-05 Max. Voltage \Y 230.0 230.0 230.0 230.0 230.0 230.0 230.0 230.0
Max. Voltage Fre-

E1-06 quency 4 Hz 50.0251> 50.0251> 60.0 60.0 60.0 60.0 60.0 60.0
Mid. Output Fre-

E1-07 quency P Vv 251> 251> 3.0 3.0 3.0 3.0 3.0 3.0
Mid. Output Fre-

E1-08 quency Vgl tage \ 17251 230> 17.2515 23.0<21> 13.8<71> 13.8-21> 13.8-21> 13.8.21>
Min. Output Fre-

E1-09 quency P Hz 1.3091> 130> 15 15 15 15 15 15
Min. Output Fre-

E1-10 quency VIC))| tage Y, 8.0.91> 10.3.91> 8.0.91> 1264915 6.9 6.9 6.9 6.9

For 460V class units, the value is twice that of 230V class units. For 575V class units the value is 2.5 times the 230V vaue.
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ur_ | e | R Ve
E2 Motor Set-up
E2-01 Motor Rated Current Motor Rated FLA \ Q \ Q \ Q \ Q \

Sets the motor rated current in units of 0.01A for inverter models 27P5, 47P5 and smaller; 0.1A for
models G5U2011, G5U4011 and larger. The default setting varies depending on the inverter model set-

ting (02-04).
E2-02 Motor Rated Slip Frequency Motor RatedSlip | & | a | o | o |
Setting range: 0.00 to 20.00Hz

Sets the motor rated slip frequency in units of 0.01Hz. The default setting varies depending on the
inverter model setting (02-04). Use the following equation to cal culate the motor rated slip frequency:

f = f_(._N_XE)
S 120
where: .

fs: dlip frequency (Hz)

f : rated frequency (Hz)

N : rated motor speed (rpm)

P : number of motor poles

E2-03 Motor No-Load Current No-Load Current \ A \ A \ Q \ Q ‘

Sets the motor no-load current in units of 0.01A for inverter models 27P5, 47P5 and smaller; 0.1A for
models G5U2011, G5U4011 and larger. The default setting varies depending on the inverter model set-
ting (02-04).

E2-04 Number of Motor Poles Number of Poles \ - \ Q \ - ‘ Q ‘

Setting Range: 20 48 poles
Factory Default: 4 poles

Sets the number of motor poles.

E2-05 Motor Terminal Resistance Term Resistance oA | oA ] A |

Sets the motor phase-to-phase resistance value in units of 0.01W.

Phase-to-Phase Resistance at 273 + (25°C + insulation class temperature) / 2
. X T -
Insulation Class Temperature 273 + insulation class temperature

Motor Terminal Resistance =

The default setting varies depending on the inverter model setting (02-04).
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Open Loop|  Flux
Vi VIWIPG | Nector Vector

E2-06 Leakage Inductance Leak Inductance | - | - | a | a |
Sets the motor |eakage inductance in units of 0.1%. The default setting varies depending on the
inverter model setting (02-04).

E2-07 Core-Saturation Compensation Coefficient 1 Saturation Compl \ - \ - \ A \ A \
Setting Range: 0.00to 1.00
Factory Default: 0.5
Sets the motor iron core saturation coefficient at 50% of the magnetic flux. This parameter is set auto-
matically during auto-tuning, so it does not need to be changed.

E2-08 Core-Saturation Compensation Coefficient2 ~ Saturation Comp2 | - | - | a | a |
Setting Range: 0.00to 1.00
Factory Default:  0.75
Sets the motor iron core saturation coefficient at 75% of the magnetic flux. This parameter is set auto-
matically during auto-tuning, so it does not need to be changed.

E2-09 Motor Mechanical Loss Mechanical Loss | - | - | - | a |
Setting Range: 0.0t0 10.0%

Factory Default:  0.0%
Sets the motor mechanical loss as a percentage of motor rated output power, in units of 0.1%.

E2-10 Motor Iron Loss Torque Compensation <uio-  Tcomp Iron Loss | & | & | - | - |
Setting Range: 0to 65535
Factory Default: 14 (Factory default depends on inverter capacity.)

This parameter sets the motor iron loss of the torque compensation.
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vt | vitwpe | ORenLooP - B
E3 Motor 2 Set-up
E3-01 Motor 2 Control Method Selection Control Method oA | oA ] A | o

The G5 inverter has the capability to control 2 motors independently. A second motor may be selected
using a multi-function contact input.

Select the control method best suited for your application for Motor 2.

Setting Description
0 VIt Control - For general-purpose and multiple motor applications.
1 VIf with PG Feedback - For general-purpose applications requiring closed
loop speed control.
2 Open Loop Vector (factory default) - For applications requiring precise

speed control, quick response and higher torque at low speeds (150%
torque below 1Hz).

3 Flux Vector - For applications requiring very precise speed and torque con-
trol at a wide speed range including 0 speed. Uses encoder feedback.

G5

Motor 2

@ Motor 1
)

Thefollowing isalist of parameters that become effective when motor 2 is selected.

Function E3 Function E4 Function E5
Control Method 2 V/F Pattern 2 Motor Setup 2

E3-01 Control Method 2|E4-01 Max Frequency |E5-01 Motor Rated FLA
E4-02 Max Voltage E5-02 Motor Rated Slip
E4-03 Base Frequency |E5-03 No-Load Current
E4-04 Mid Frequency |E5-05 Term Resistance
E4-05 Mid Voltage E5-06 Leak Inductance
E4-06 Min Frequency
E4-07 Min Voltage

The inverter must be stopped to switch motors.
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G i
The motor 2 parameters are identical to the motor 1 parameters. Refer to E1-03 through E1-10.

E4-01 Motor 2 Maximum Frequency Max Frequency A A A A
E4-02 Motor 2 Maximum Voltage Max Voltage A A A A
E4-03 Motor 2 Base Frequency Base Frequency A A A A
E4-04 Motor 2 Middle Output Frequency A Mid Frequency A A A A -
E4-05 Motor 2 Middle Output Voltage A Mid Voltage A A A A -
E4-06 Motor 2 Minimum Output Frequency Min Frequency A A A A
E4-07 Motor 2 Minimum Output Voltage Min Voltage A A AA -
ES Motor 2 Set-up

E5-01 Motor 2 Rated Current MotorRated FLA | a | a | a | a |

Sets the motor rated current in units of 0.01A for inverter models 27P5, 47P5 and smadller; 0.1A for
models G5U2011, G5U4011 and larger. The default setting varies depending on the inverter model set-

ting (02-04).
E5-02 Motor 2 Rated Slip Frequency Motor RatedSlip | & | a | a | a |
Setting range: 0.00 to 20.00Hz

Sets the motor rated slip frequency in units of 0.01Hz. The default setting varies depending on the
inverter model setting (02-04). Use the following equation to cal cul ate the motor rated slip frequency:

f = f_(M_X_P)
S 120
where: L

f dlip frequency (Hz)

f : rated frequency (Hz)

N : rated motor speed (rpm)

P : number of motor poles

E5-03 Motor 2 No-Load Current No-Load Current | a | a | a | a |

Sets the motor no-load current in units of 0.01A for inverter models 27P5, 47P5 and smaller; 0.1A for
models G5U2011, G5U4011 and larger. The default setting varies depending on the inverter model set-
ting (02-04).

E5-04 Motor 2 Number of Motor Poles Number of Poles - oA ] - ] A

Setting Range: 20 48 poles
Factory Default: 4 poles

Sets the number of motor poles for motor 2.
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Open Loop|  Flux
vi VIEWIPG | N ector Vector

E5-05 Motor 2 Terminal Resistance Term Resistance oA | oA ] A |

Sets the motor phase-to-phase resistance value in units of 0.01W.

Phase-to-Phase Resistance at 273 + (25°C + insulation class temperature) / 2

Motor Terminal Resistance = : x - -
Insulation Class Temperature 273 + insulation class temperature

The default setting varies depending on the inverter model setting (02-04).

E5-06 Motor 2 Leakage Inductance Leak Inductance oA | - A ] A

Sets the motor |eakage inductance in units of 0.1%. The default setting varies depending on the
inverter model setting (02-04).

F Option Parameters

F1 PG Option Set-up
These parameters can be accessed during operation using a pulse generator (PG) for speed feedback.

When access level is BASIC (A1-03), the parameter is not displayed unless the option card is con-
nected.

F1-01 PG Pulses per Revolution PG Pulses/Rev \ - \ Q \ - ‘ Q ‘

Setting Range: 0 to 60000
Factory Default: 1024

Sets the number of PG pulses per motor revolution (pulses/rev).

F1-02 PG Disconnection Detection Stopping Method ~ PG Fdbk LossSel | - | & | - | & |
Selects the stopping method when a disconnected PG is detected.

Setting Description
0 Ramp to stop - according to C1-02
1 Coast to stop (factory default)
2 Fast-stop according to C1-09
3 Alarm flashes, operation continues (this setting is disabled
during flux vector control)
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F1-03

F1-04

F1-05

F1-06

Open Loop|  Flux
Vi VIWIPG | Nector Vector

Overspeed Detection Stopping Method PG OverspeedSel | - | & | - | & |

Selects the stopping method when an overspeed condition is detected.

Setting Description

0 Ramp to stop - according to C1-02
1 Coast to stop (factory default)

2 Fast-stop according to C1-09
3

Alarm flashes, operation continues (this setting is disabled
during flux vector control)

PG Deviation Detection Stopping Method PG DeviationSel | - | & | - | & |

Selects the stopping method when excessive speed deviation is detected.

Setting Description

0 Ramp to stop - according to C1-02

1 Coast to stop

2 Fast-stop according to C1-09

3 Alarm flashes, operation continues (factory default)

PG Rotation Selection PG Rotation Sel - e | - | 8 |
Sets the rel ationship between the motor rotation direction and PG polarity.

Setting Description

0 Motor FWD direction is counterclockwise (factory default).
1 Motor FWD direction is clockwise.

The motor rotation direction applies when viewing the motor shaft from the load side.

PG Division Rate (pulse output) PGOutputRatio | - | & | - | & |

Setting Range: 1to 132
Factory Default: 1
Sets the division ratio for monitoring the PG pulse signals.
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Open Loop|  Flux
vi VIEWIPG | N ector Vector

Division Ratio = %1 Data —B» D DD
R

T m: 1to 32
n:0,1
Setting Example: 1+1 2

When F1-06 is set to “132", then the division ratio = 2 T 16

This parameter is effective only when the printed circuit board PG-B2 is used

F1-07 Integral Value During Accel/Decel PGRampPINISel | - | & | - | - |

Selects whether speed control (ASR) integral operation is activated during accel eration/decel eration.

Setting Description
0 Integral operation disabled (factory default)
1 Integral operation enabled
F1-08 Overspeed Detection Level PGOverspdLevel | - | a | - | a |

Setting Range: 0to 120%
Factory Default:  115%

Sets the motor overspeed detection level as a percentage of maximum output frequency (E1-04).

F1-09 Overspeed Detection Time PGOverspdTime | - | a | - | a |

Setting Range: 0.0t0 2.0s
Factory Default:  0.0s

Sets the elapsed time from when an overspeed condition is detected to when a fault occurs.

Overspeed Level (F1-08) >
[ Motor Speed|

-
OFF v | ON

Overspeed Fault Signal
F1-09

Figure 29 Overspeed Detection Timing Diagram

A fault signal is output to stop operation after the absolute value of the motor speed exceeds the set
value of F1-08 and after the time set to F1-09 elapses. The stopping method is set by F1-03.

When parameter A1-02=1 [V/f w/PG] the factory setting will be 1.0. When parameter A1-02=3 [Flux
Vector] the factory setting will be 0.0.
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F1 PG Option Set-up
Vi | vitwipe |ORETOOP) - B
F1-10 PG Deviation Detection Level PG DeviateLevel | - | a | - | a |

Setting Range: 0 to 50%
Factory Default:  115%

Sets the excessive speed deviation detection level as a percentage of maximum output frequency (E1-04).

F1-11 PG Deviation Detection Time PG Deviate Time | - | a | - | a |

Setting Range: 0.0to 2.0s
Factory Default:  0.0s

Sets the elapsed time from when excessive speed deviation is detected to when afault occurs.

Speed Reference A
v /— S~
Motor Speed F1-10
-+ "
Speed Deviation OFF }\ | ON OFF
Fault Signal
F1-11

Figure 30 Overspeed Detection Timing Diagram

A fault signal is output to stop operation after the deviation between speed reference and the motor
speed exceedsthe set value of F1-10 and after thetime set to F1-11 elapses. The stopping method is set
by F1-04. Also, detection is not activated while accel erating/decel erating or during torque control.

F1-12 Number of Teeth Gear 1 PG # Gear Teethl - A - -
F1-13 Number of Teeth Gear 2 PG # Gear Teeth2 - A - -

Setting Range: 0to 1000
Factory Default: 0

Setsthe number of teeth for each gear when gears are installed between the motor and the PG. When the
number of gear teeth is set, the motor revolutions per minute (rpm) are calculated as shown below.

No. of PG Output Pulses x 60 « No. of Teeth Gear 2 (F1-13)
PG Pulses/Revolution (F1-01) No. of Teeth Gear 1 (F1-12)

No. of Motor RPM's =

Thisfunction is disabled when either F1-12 or F1-13 =“0".
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F2 Al-14B Option Set-up

F1-14

F2

F2-01

Open Loop|  Flux
vi VIEWIPG | N ector Vector

PGO Detection Time PGO DetectTime | - | a | - | a |

Setting Range: 0.0 to 10 seconds
Factory Default: 2 seconds

Parameter F1-14 sets the time from when the pulse generator (PG) signal is missing to when the fault
signal is displayed.

The stopping method when a“PGO” fault is detected is selected by parameter F1-02.

If a speed reference is commanded, but the motor is physically locked, a“PGO” fault will occur even
though the PG is not disconnected from the inverter.

Al-14B Set-up

Bipolar or Unipolar Input Selection Al-14 Input Sel oA | oA ] A |
Sets CH1 to CH3 input functions when Al-14B option is connected.

Setting Function CH1(TC1toTC4) | CH2 (TC2to TC4) | CH3 (TC3to TC4)
0 3-channel individual Substitute for Substitute for Substitute for
input (factory default) |terminals 13 and 17 |terminals 14 and 17 |terminals 16 and 17
1 3-channel additional | Sum of CH1 to CH3 input values is used as the frequency
input reference value.

When the 3CH individual input is used, parameter B1-01 is automatically set to “1” (frequency refer-
ence from control circuit terminal). The option/inverter reference selection, which is selected by a
multi-function contact input (H1-__ ="“2"), is disabled when using the Al-14B option.
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F3 DI-08/DI-16H & F4 AO-08/A0O-12 Option

F3

F3-01 Digital Input Option

F4

DI-08/DI-16H Set-up

DI Input

Open Loop|  Flux

Vit ViFwiPG Vector Vector

el e e

Selects the setting mode of the frequency reference input from the DI-08 and DI-16H options.

Setting Frequency Reference Setting Mode
0 BCD 1% unit (factory default)
1 BCD 0.1% unit
2 BCD 0.01% unit
3 BCD 1Hz unit
4 BCD 0.1Hz unit
5 BCD 0.01Hz unit
6 Binary
DI-08: 255/100%
DI-16H, 12-bit selection: 4096/100%
DI-16H, 16-bit selection: 30000/100%
7 Binary, set value is displayed in decimal notation.

AO-08/AO-12 Set-up

F4-01 Analog Output Channel 1 Selection

AO CH1 Select oA | oA ] A |

Selects the analog output monitors for channel 1 of the AO-08 and AO-12 options.

Analog Output Channel 1 Selection

F4-01 Setting Function Description
1 Frequency reference Monitors the frequency reference value. 10V= Max frequency
(0-+/-10V possible)
2 Output frequency (factory default) Monitors the output frequency. 10V= Max frequency
(0-+/-10V possible)
Inverter output current Monitors the output current. 10V=Rated current (0 to +10V output)
Motor speed Monitors the motor speed. 10V= Max frequency (0 to +/- 10 V possible)
Output voltage Monitors the inverters internal output voltage reference value.
10V=200,400 or 575 VAC
7 DC bus voltage Monitors the DC voltage of the inverters internal main circuit.
10V=400 or 800 VDC (0 to +10V output)
8 Output power Monitors the output power, this is an internally detected value. 10V=Max motor
capacity. (0to +/-10 V possible)
9 Torque reference (internal) Monitors the internal torque reference value when vector control is used.
10 V=Rated torque. (0 to +/-10V possible)
10-14 Not Used
15 Terminal 13 input voltage level Monitors the input voltage of the frequency reference (voltage). Aninput of 10V
corresponds to 100%. 10 V=100% (10 V) 0 to +/-10 V possible.
16 Terminal 14 input voltage or current level | Monitors the input current of the frequency reference. (current) An input of 20 mA
corresponds to 100%. 20 mA=100% (20 mA) 0to + 10 V output.
17 Terminal 16 input voltage level Monitors the input voltage of the multi-function analog input. An input of 10 V cor-

responds to 100%. 10 V=100% (10 V). (0to +/-10 V possible)
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F4 AO-08/AO-12 Option Set-up

Open Loop|  Flux
vi VIEWIPG | N ector Vector

Analog Output Channel 1 Selection (Continued)

F4-01 Setting Function Description

18 Motor secondary current (Iq) Monitors the calculated value of the motors secondary current. (Ig) The motors
rated secondary current corresponds to 100%. 10 V=Rated secondary current.
(0to+ 10 V output)

19 Motor excitation current (Id) Monitors the calculated value of the motors excitation current. (Id) The motors
rated excitation current corresponds to 100%. 10 V=Rated excitation current. (0
to + 10 V output).

20 SFS output frequency Monitors the output frequency after a soft start. This is the frequency without the
correction from compensation functions such as slip compensation. 10 V=Max.
frequency (0to +/- 10 V possible)

21 ASR input Monitors the input to the speed control loop. The max. frequency corresponds to
100%. 10 V=Max. frequency (0 to +/- 10 V possible)

22 ASR output Monitors the output from the speed control loop. Analog monitor becomes 10 V/
max. output frequency with V/F control. In vector control the analog monitor be-
comes 10V= motor rated excitation current. (0 to +/-10V possible.)

23 Speed deviation Monitors the speed deviation within the speed control loop. The max. frequency
corresponds to 100%. 10 V=Max. frequency (0 to +/-10 V possible.)

24 PID feedback Monitors the feedback value when the PID control is utilized. The input for the
max. frequency corresponds to 100%. 10 V= Max frequency.

(0to +/-10 V possible.)

25 Not Used -

26 Voltage reference (Vq output) Monitors the inverters internal voltage reference value for the motors secondary
current control. 10 V= 200,400 or 575 VAC (0 to =/- 10 V possible.)

27 Voltage reference (Vd output) Monitors the inverters internal voltage reference value for the motors excitation
current control. 10 V= 200,400 or 575 VAC (0 to =/- 10 V possible.)

28-30 Not Used -

31 Not Used -

32 ACR(q) Output Monitors current control output value for the motors secondary current.
10 V=100%.

33 ACR(d) Output Monitors current control output value for the motors excitation current.
10 V=100%.

34-35 Not Used -

36 PID Input Monitor Monitors the input to the PID circuit. This is the PID reference + the PID reference
bias - the PID feedback. 10 V= Max frequency.

37 PID Output Monitor Monitors the output of the PID circuit. 10 V= Max frequency.

38 PID Setpoint or Reference Monitors the PID setpoint. This is the PID setpoint + the PID setpoint bias.

10 V= Max frequency.

F4-02 Analog Output Channel 1 Gain

Setting Range:

0.00to 2.50

Factory Default:  1.00

AO CH1 Gain

el e e

Sets the channel 1 output gain for the analog output monitors. To obtain the output level, multiply the
monitor output level by the gain value set in F4-02.
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F4 AO-08/AO-12 Option Set-up

Open Loop|  Flux
Vi VIWIPG | Nector Vector

F4-03 Analog Output Channel 2 Selection AO CH2 Select oA | oA ] oA | o
Setting Range: Same as F4-01
Factory Default:  Inverter output current (setting =“3")
Selects the analog output monitors for channel 2 of the AO-08 and AO-12 options.

F4-04 Analog Output Channel 2 Gain AO CH2 Gain oA | oA ] A |
Setting Range: 0.00to 2.50
Factory Default:  0.50
Sets the channel 2 output gain for the analog output monitors. To obtain the output level, multiply the
monitor output level by the gain value set in F4-04.

F4-05 Analog Output Channel 1 Bias AO CH1 Bias oA | oA ] A |
Setting Range: -10.0to + 10.0
Factory Default: 0.0
Setsthe channel 1 output biasfor the analog output monitors. Thisisfor the AO-08 and AO-12 option
cards.

F4-06 Analog Output Channel 2 Bias AO CH2 Bias oA | oA ] A |
Setting Range: -10.0to + 10.0
Factory Default: 0.0
Setsthe channel 2 output bias for the analog output monitors. Thisisfor the AO-08 and AO-12 option
cards.
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F5 D0O-02 Option Set-up

F5 DO-02 Set-up

Vif

VIf wiPG

Open Loop
Vector

Flux
Vector

The DO-02C option card has 2 form C type dry contacts. Each of the dry contacts can be individually
set by F5-01 and F5-02.
The DO-02C option card connects to the control board at 3CN.
Thetableisalist of items that can be selected.

F5-01

DO-02C Digital Output Channel 1 Selection

DO-02 CH1 Select

el e e

Selects the multi-function output selections for channel 1 of the DO-02C option.
For detailed information on these settings, refer to section H2, Digital Outputs, on page 88.

Setting Description Setting Description
0 During run 1 (factory default) 13 FrefiFout agree 2
1 Zero speed 14 Frefiset agree 2
2 Fref/Fout agree 1 15 Frequency detection 3
3 Fref/set agree 1 16 Frequency detection 4
4 Frequency detection 1 17 Torque detection 1 (N.C.)
5 Frequency detection 2 18 Torque detection 2 (N.O.)
6 Inverter ready 19 Torque detection 2 (N.C.)
7 DC bus undervoltage 1A Reverse direction
8 Baseblock 1 1B Baseblock 2
9 Option frequency reference 1C Motor 2 selected
A Remote operation 1D Regenerating
B Torque detection 1 (N.O.) 1E Restart enabled
C Loss of reference 1F Overload (OL1)
D DB overheat 20 OH pre-alarm
E Fault 30 Current/torque limit
F Not used 31 Speed limit
10 Minor fault 33 Zero servo end
11 Reset command active 37 During run 2
12 Timer output

F5-02 DO-02C Digital Output Channel 2 Selection

Setting Range:
Factory Default:

Same as F5-01
Zero speed (setting="“1")

DO-02 CH2 Select

el e ]

Selects the multi-function output selections for channel 2 of the DO-02C option.
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F6 DO-08 Option Set-up

F6 DO-08 Set-up

F6-01 DO-08 Digital Output Selection
Selects the multi-function output selections for the DO-08 option.

Vi

Flux
Vector

Open Loop
Vector

VIfwiPG

DO-08 Selection

A

e LA e

Setting Terminal No. Description
TD5/TD11 Overcurrent (SC, OC, GF)
TD6/TD11 Overvoltage (OV)
0 TD7/TD11 Inverter overload (OL2)
8-channel TD8/TD11 Fuse blown (FU)
individual TD9/TD11 Not used
(factory default TD10/TD11 Inverter overheat (OH)
TD1/TD2 During zero-speed detection
TD3/TD4 During speed agree
TD5/TD11
TD6/TD11 )
Binary output *
TD7/TD11
1 TD8/TD11
binary output TD9/TD11 During zero-speed detection
TD10/TD11 During speed agree
TD1/TD2 During run
TD3/TD4 Minor fault

* When F6-01 is set to binary output (setting = “1"), use the table below to read the DO-08 output.

TD8/TD11
(bit 3)

TD7/TD11
(bit 2)

TD6/TD11
(bit 1)

TD5/TD11

(bit 0)

Description

No fault

Overcurrent (SC, OC, GF)

Overvoltage (OV)

Inverter overload (OL2)

Inverter overheat (OH)

Overspeed (0OS)

Fuse blown (FU)

Not used

External fault (EF3 ~ EF8)

Controller fault

Motor overload (OL1)

Not used

Power loss (UV1, UV2, UV3)

Excessive speed deviation (DEV)

PG disconnection (PGO)

Rk |Rr|Rkr|kr|Rkr|kr|kr|lojlolo|lo|o|o|o|o
Rk |k|kr|lojlojlo|lo|lr|lkr|kr|kr|lojlo|o|o

|k, O O |k O O|F | k| OO |k || oo

RO, Ok, O, | O|Fk | O|Fk,|O|Fr|O|Fr,r|O

Not used

Note: When the terminal is open, the bit settingis“0”;

when the terminal is closed, the bit settingis“1”.
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F7 PO-36F & F8 SI-F/G Option Set-up

F7

F7-01

F8

F8-01

Open Loop|  Flux
vi VIEWIPG | N ector Vector

PO-36F Set-up
The PO-36F option card outputs pulse signals that correspond to the inverter output frequency. These

signals are used in master/slave configurations where speed matching is needed.

PO-36F Pulse Monitor Output Selection PO-36F Selection | A | a | a | a |
Sets the number of pulse signalsto be output from the PO-36F option.

Setting Number of Output Pulses
0 Inverter output frequency x 1
1 Inverter output frequency x 6 (factory default)
2 Inverter output frequency x 10
3 Inverter output frequency x 12
4 Inverter output frequency x 36

Function F8 SI-F/G Set-up

The setting of parameter F8-01 selects the stopping method when an E-15 fault is detected.

(E-15) Detection Stopping Method E-15 Det Sel oA | oA ] A |

An E-15 fault may occur when using the SI-F or SI-G communication options. The fault will occur
after initial communication has been established then the connection islost. The following fault code
will be displayed:

Setting Description
0 Ramp to stop according to C1-02 set value
1 Coast to stop.
2 Ramp to stop according to C1-09 set value.
3 Alarm flashes, operation continues.
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F9 CP-916 Option Set-up

Open Loop|  Flux
Vi VIWIPG | Nector Vector

F9 CP-916 Setup

The CP-916 option card provides PLC and motion type functions. This allows the G5 inverter to be a
stand alone control system.

The CP-916 option card connects to the control board at 3CN.

When the CP-916 optionisinstalled, the 4CN speed feedback option port isthe only option port that is
supported.

Specifications
* RS 232C communication port - Used for programming the CP-916G and for communication to
other devices such as PLC's or printers.
» High speed (4 Mb/s) peer to peer communication port.
* Available protocol;
MEMOBUS (MODBUS) 19.2 kbps maximum.
Application Download Tool 19.2 kbps maximum.
CP 717 Programming Tool 9.6 kbps.

F9-01 Option External Fault Selection EFO Selection oA | oA ] oA | A

Parameter F9-01 selects the initial state for an external fault condition when the inverter is configured
for serial communication using the CP-916.

Setting Description
0 When closed, the inverter will trip. (factory default)
1 When open, the inverter will trip.

The"EFO” fault code will be displayed.

F9-02 Option External Fault Detection EFO Detection oA | oA ] A |

Parameter F9-02 selects the condition of detection for an external fault when using the CP-916 option.

Setting Description
0 The fault will always be detected, even when the drive is
stopped. (factory default)
1 The fault will be detected only when the drive is running.
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F9 CP-916 Option Set-up

F9-03

F9-04

F9-05

Open Loop|  Flux
vi VIEWIPG | N ector Vector

Option External Fault Action EFOFaultAction | a | a | a | a |

The setting of parameter F9-03 sel ects the stopping method when an EFO fault is detected.

Setting Description
0 Ramp to stop according to C1-02 set value.
1 Coast to stop. (factory setting)
2 Ramp to stop according to C1-09 set value.
3 Alarm flashes, operation continues.

Trace Sample Time Trace Sample Tim | a | a | a | & |

Setting Range: 0-60000
Factory Default: 0

Parameter F9-04 sets the trace sample time when using the CP-916B option card.

Torque Reference/Torque Limit Select (CP-916) ~ TorqRefLmtSel | - | - | - | a |

Parameter F9-05 allows the CP-916 option card to set the torque limits when the inverter isin the
speed control mode and the torque reference when operating in the torque control mode

Setting Description
0 Disabled -Torque reference/torque limits set by G5 pro-
gram parameters or by analog input.
1 Enabled - Torque reference/torque limits set by G5 pro-
gram parameters, analog input, or by the CP-916. (factory
default)

Operation Truth Table for Parameter F9-05

Set Value Speed Control (Torque Limit) Torque Control (Torque Reference)
F9-05=0 |Set by parameter or analog input. Set by analog input terminal 14 or 16.
F9-05=1 |Setby CP-916 option card, parameter, or analog |Set by CP-916 option card.

input.

Note: Theinverter will use the lowest value from the CP-916, L 7-01 to L 7-04, or the multi-function
analog input terminals 14 or 16.

VS-616G5 Programming Manual 75



Section H: Control Circuit Terminals
H1 Digital Inputs

Open Loop|  Flux
Vi VIWIPG | Nector Vector

F9-06 Bus Fault Select Bus Fault Sel oA | oA ] A ||

The setting of parameter F9-06 sel ects the stopping method when an BUS fault is detected.

A BUS fault may occur when using the SI-B or the CP-916 communication options. The fault will
occur after initial communication has been established then the connection is lost. The following fault
code will be displayed: “BUS SI-B Com Err”.

Setting Description
0 Ramp to Stop - Ramp to stop according to C1-02 set value.
1 Coast to stop.
2 Fast-Stop - Ramp to stop according to C1-09 set value.
3 Alarm Only - Alarm flashes, operation continues.

H Control Circuit Terminal Parameters

H1 Digital Inputs
The VS-616G5 has six multi-function contact inputs for the set-up of numerous functions, including
multi-step speed operation, PID, speed search, speed/torque control selection, and many other. This
section includes descriptions of these functions.

H1-01 Multi-function Input Terminal 3 Selection Terminal 3 Sel B B B B
H1-02 Multi-function Input Terminal 4 Selection Terminal 4 Sel B B B B
H1-03 Multi-function Input Terminal 5 Selection Terminal 5 Sel B B B B
H1-04 Multi-function Input Terminal 6 Selection Terminal 6 Sel B B B B
H1-05 Multi-function Input Terminal 7 Selection Terminal 7 Sel B B B B
H1-06 Multi-function Input Terminal 8 Selection Terminal 8 Sel B B B B

Thefollowing table lists the function selections for the multi-function contact inputs (terminals 4 to 8),
and indicates the control modes during which each function can be enabled.

H1-01 Control Method (A1-02)
to 6 Function Open Loop Reference
. \i Vifwl PG Flux Vector Page
Setting Vector

0 3-Wire Control [¢) [¢) [¢) [¢)
1 Local/Remote Selection o) o) o) C
2 Option/Inverter Selection o) o) o) o)
3 Multi-Step Ref. 1 (factory default, H1-03) o) o) o) o)
4 Multi-Step Ref. 2 (factory default, H1-04) o) o) o) o)
5 Multi-Step Reference 3 o) o) o) o)
6 Jog Frequency Ref. (factory default, H1-05) o o) o) o)
7 Multi-Accel/Decel 1 o) o) o) o)
8 Ext. Baseblock N.O. (factory default, H1-06) o o) o) o)
9 External Baseblock N.C. o) o) o) o)
A Accel/Decel Ramp Hold o o) o) o)
B OH2 Alarm Signal o) o) o) o)
C Terminal 16 Enable o) o) o) o)
D VI Mode Selection - o) - -
E ASR Integral Reset - o) - o)
10 MOP Increase o) o) o) o)
11 MOP Decrease o) o) o) )
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H1 Digital Inputs

Open Loop|  Flux

Vi VItwPG Vector Vector

H1-01 Control Method (A1-02)

to 6 Function Open Loop Reference
. VIt Vifwl PG Flux Vector Page

Setting Vector
12 Forward Jog [6) [¢) [6) [6)
13 Reverse Jog o) o) o) o)
14 Fault Reset (factory default, H1-02) 0 o) 0 0
15 Fast-Stop o) o) o) o)
16 Motor 2 Select o) ) o) o)
17 Fast-Stop (Closed, motor decels by C1-09) o) o) o) o)

<1110>

18 Timer Function o) o) o) o)
19 PID Disable o) ) o) o)
1A Multi-Accel/Decel 2 o) o) o) o)
1B Program Lockout o) [e) o) o)
1C Trim Control Increase o) o) o) o)
1D Trim Control Decrease o) o) o) o)
1E Reference Sample Hold o) o) o) o)
1F Terminal 13/14 Switch o) o) o) o)

20-2F | External Fault (factory default, H1-01) o) o) o) o)
30 Closed: PID Integral is Reset o) o) o) o)
31 Closed: PID Integral Value is Held <1110> o) o) o) [e)
60 DC Injection Activate o) [e) o) o)
61 Speed Search 1 o) - o) -
62 Speed Search 2 o) - o) -
63 Energy Saving Command o) e) - -
64 Speed Search 3 o) [e) o) o)
65 KEB Ridethrough N.C. o) o) o) o)
66 KEB Ridethrough N.O o) [e) o) o)
71 Speed/Torque Control Change - - - o)
72 Zero Servo Command - - - o)
77 ASR Gain Switch - - - [e)

- 3-Wire Control (setting: “0")

When H1- issetto“0”, 3-wire control isenabled. The terminal set to “0” becomes the FWD/REV

run command.

Run Command
(Run when “Closed”)

Stop Command
(Stop when “Open”)

FWD/REV Run Selection
(FWD Run when “Open”
REV Run when “Closed”)

SC

Figure 31 Terminal Function at 3-Wire Sequence Selection (H1-

- HO”)
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H1 Digital Inputs

Open Loop|  Flux
Vi VIWIPG | Nector Vector

- Local/Remote Selection (setting: “1")
Selects the operation mode, only when the inverter is stopped.

Local:  Operation according to frequency reference and run command from digital operator.
Remote: Operation according to frequency reference and run command set by B1-01 and B1-
02, respectively.

Note: When local/remote selection is set by a multi-function contact input terminal, local/remote
selection from the digital operator key is disabled.

- Option/Inverter Selection (setting: “2")
Selects whether operation is performed using a reference command from an option card or from the
inverter. Selection is effective only when the inverter is stopped.
Open:  Runs by frequency reference and run command from inverter control circuit termi-
nal or digital operator.
Closed: Runs by frequency reference and run command from an option card.

Multi-Step Ref 1 through 3 and Jog Freq Ref (Set value = 3, 4, 5, and 6)

Terminal 8 Terminal 7 Terminal 6 Terminal 5
(H1-06 = 6) (H1-05 =5) (H1-04 = 4) (H1-03=3) Preset
Jog Freg Ref | Multi-Step Ref 3 | Multi-Step Ref 2 | Multi-Step Ref 1 Reference
(@) @) @) (@) Reference 1 (d1-01)
(0] o o X Reference 2 (d1-02)
(0] o X @) Reference 3 (d1-03)
(0] (@) X X Reference 4 (d1-04)
(0] X (@) (@) Reference 5 (d1-05)
(0] X (@) X Reference 6 (d1-06)
(0] X X (@) Reference 7 (d1-07)
(6] X X X Reference 8 (d1-08)
X — — — Jog Reference (d1-09)
O - Open
X - Closed
-- Has no effect

d1-01 is effective when b1-01 is set to O (reference from the digital operator)
d1-02 is effective when the terminal 16 setting (H3-05) is set to anything other than zero.
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H1 Digital Inputs

Open Loop|  Flux
vi VIEWIPG | N ector Vector

It is possible to mix analog and digital references in the multi-speed input function. The parameters
must be set as shown below

Paramete  [REIIGRCER Dioital Analog

(d1-01) |Reference 1 b1-01 = 0[b1-01 = 1 (terminal 13 or 14)
(d1-02) Reference 2 H3-05* 0|H3-05 = 0 (terminal 16)
(d1-03) |Reference 3 d1-03

(d1-04) |Reference 4 di1-04

(d1-05) |Reference 5 d1-05

(d1-06) |Reference 6 d1-06 not available

(d1-07) |Reference 7 d1-07

(d1-08) |Reference 8 d1-08

(d1-09) |Jog Reference d1-09

- Multi Accel/Decl (Set value = 7)

Open: Acceleration 1/ Deceleration 1 is set by parameters C1-01and C1-02 respectively.
Closed: Acceleration 2 / Deceleration 2 is set by parameters C1-03 and C1-04 respectively.

Decel Time 1 Decel Time 2

A I Ti 1 Accel Time 2
C1-on° / C1-03)

(C1-01) ( / -
Decel Time 1
\ \ /(01-02)
Output
Frequency / >t

FWD (REV) |
Run Command

Accel/Decel

Time Selection |

(Terminals 3 to 8)

- External Baseblock N.O. (setting: “8")
Baseblock operation is performed when the contact output is closed. External baseblock operation
differs as described below, depending on the run command input status.

When an external baseblock signal isinput while the inverter isrunning, BB blinks on the digital
operator display, and the inverter output is shut OFF. When the external baseblock signal is
removed, operation restarts at the previous frequency reference before baseblock. Output voltageis
then increased up to its previous level before baseblock, in the voltage recovery time (L2-04).
When a stop signal isinput and an external baseblock signal isinput while the inverter is decelerat-
ing, BB blinks on the digital operator, the inverter output shuts OFF and the frequency referenceis
set to O.
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H1 Digital Inputs

Open Loop|  Flux
Vi VIWIPG | Nector Vector

- External Baseblock N.C. (setting: “9")

Baseblock operation is performed similar to setting “ 8", except that operation is performed when the
contact output is closed.

- Accel/Decel Hold Command (setting: “A”)

The accel/decel hold command is used to temporarily hold the output frequency at the current fre-
guency reference, when the hold command is input. When a stop command is input, the accel/decel
hold condition is released and operation stops.

Fwd Run _OFF | ON OFF
Accel/Decel OFF [ ON OFF ON
Hold Command

Frequency

Reference

Output \
Frequency
Figure 32 Accel/Decel Hold Command Timing Diagram

Notes:

1. When hold reference memory selection is enabled (D4-01 = “1") and an accel/decel
hold command isinput, by inputting a run command again after a stop command is
input, the held output frequency is stored unless the accel/decel stop command is
released. Operation resumes at the stored frequency.

2. When the power supply isturned OFF after the accel/decel hold command isinput, the
held output frequency is also stored.

3. When D4-01 isset to “0”. the held output frequency is not stored,

- Inverter Overheat OH2 Alarm (setting: “B")

When the inverter overheat alarm signal isinput, OH2 blinks on the digital operator display. This
contact can be connected to an external temperature switch for monitoring the inverter ambient tem-
perature. A multi-function contact output (H2-__) can be set to “20” to close a contact at this condi-
tion.

- Multi-function Analog Input Selection (setting: “C")

This setting disables the terminal 16 multi-function analog input.

Open:  Termina 16 command is not accepted.
Closed: Termina 16 command is accepted.

- Feedback Mode During V/f Selection (setting: “D”)

Feedback input can be disabled while the inverter is running when this function is selected. How-
ever, the speed control integral value (C5-05) is held until stop.

Open:  Feedback control enabled (closed loop)
Closed: Feedback control disabled (open loop)
Thisfunction is available only during V/f control with PG feedback.
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- Speed Control Integral Value Reset (setting: “E”)
The speed control integral value can be reset while the inverter is running when this function is
selected. Reset is effective only when integral control selection during accel/decel (F1-07) =“0”.
Open:  Pl-control (speed control integral values are added.)
Closed: P-control (speed control integral values are reset by the integral time constant.)
- Up/Down Command (settings: Up = “10". Down =“11")
With the FWD (REV) run command entered, achange in frequency is performed by inputting the Up
or Down signals to any two contact inputs, so that operation can be performed at the desired speed.

UP command Closed Open Open Closed

DOWN command Open Closed Open Closed

Operation Status Accel Decel Hold Hold
FWD Run J‘ —
UP Command S5 — |

DOWN Command S6

Upper Limit Speed

Lower Limit Speed
Output Frequency

DIHHU| H /D H |U | H D |[D1/H U [UIH D |D1| H

Frequency Agree Signal J |_| |_| | | | | | | | | |_

U:  Up (accelerating) status

D: Down (decelerating) status

H:  Hold (constant speed) status

Ul: Up status, with clamping at upper limit speed
D1. Down status, with clamping at lower limit speed

Figure 33 UP/DOWN Command Timing Diagram

Notes:

1. Besureto st frequency reference sdection (B1-01) =“1”. When B1-01 =“0", Up/Down
operation is disabled.

2. Upper limit speed

= Max. output frequency (E1-04) x Fregquency reference upper limit (D2-01), if used

3. Thelower limit valueis either the master frequency reference from control circuit terminals
13 or 14, or the frequency reference lower limit (D2-01), whichever islarger.

4. When hold reference memory selection isenabled (D4-01 =“1") and ahold command is
input, the held output frequency is stored even after the power supply isturned OFF.
When D4-01 =“0", the held output frequency is not stored.

5. If thejog frequency reference is input during Up/Down operation, the jog frequency ref-
erence has priority.
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- Forward and Reverse JOG commands (settings: Fwd Jog = “12", Rev Jog = “13")
Forward and reverse run jog frequency commands are enabled.

Setting Description
12 Forward jog command is closed, run at jog frequency ref-
erence (D1-09).
13 Reverse jog command is closed, run at jog frequency ref-
erence (D1-09).

Notes:
1. When either the forward or reverse jog command isinput during run, this command has
priority.
2. When both the forward and reverse jog commands are closed for more than 500ms, the
inverter stops according to the stopping method selection (BI-03).
3. Theforward and reverse jog commands can be set independently.

- Fault Reset (setting: “14")
Closing this contact resets a fault after the condition is removed.

- Fast-Stop (Set value = 15)
Open: Theinverter operates normally.
Closed: Theinverter decelerates to stop using deceleration time C1-09 (factory set to 10 sec.). The
run command can remain closed during this period of time. The inverter will not run, from the
external terminals or the digital operator as long asthisinput is closed.
To restart the inverter, the run command must be cycled.

- Motor 2 Select (Set value = 16)
Open: Motor 1 is selected.
Closed: Motor 2 is selected.
When Motor 2 is selected, the following parameters are effective;

The inverter must be stopped to switch motors.
A multi-function digital output may be programmed when motor 2 is selected. Refer to page 88
for more information.

- Fast-Stop (setting: “17") <1110
When thisinput is closed the motor decelerates to a stop using the rate defined by parameter C1-09.

- Timer Function (Set value = 18)

The timer function works independently from the inverter.

The timer input must be on longer than the time in b4-01for the output to close.
The timer input must be off longer than the time in b4-02 for the output to open.

b4-01 is the on-delay time setting (0.0 - 300.0 second)
b4-02 is the off-delay time setting (0.0 - 300.0 second)
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Multi-function Digital
Input: Timer Function

Multi-function Contact | R
Output: Timer Function i .

a b a b

-~ - » . S

a-b4-01 b-b4-02

- PID Disable (Set value = 19)
Open: PID control is enabled.
Closed: PID control is disabled

- Program Lockout (setting: “1B")
Opening this contact prohibits the changing of VS-616G5 parameters.

- TrimCtl Increase (Set value = 1C)
- TrimCtl Decrease (Set value 1D)

Closed: Increases or decreases the output frequency based on the setting of d4-02 (trim control
level). Thisfunction is not available when the reference is set from the digital operator.

- Analog Reference Sample/Hold Selection (setting: “1E")
If the contact input closes for 100ms or longer, the analog frequency reference is sampled once, after
which the analog frequency referenceis held.

~_~ Analog Input

Fref

<~—=100ms ‘<—» 100ms
— Closed

EE— —— Open

1w t3
Figure 34 Sample/Hold Selection - Analog Reference

Note: tl,t3 - Referenceis held at 100ms or longer.
t2 - Referenceis not held at less than 100ms.
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- Terminal 13/14 Selection (setting: “1F")

Open:  Termina 13 isused for the master frequency reference.
Closed: Termina 14 is used for the master frequency reference.

Note: When the set value of Terminal 14 Selection (H3-09) is other than “ 1F” and the contact input
isset for terminal 13/14 selection (H1-__ =“1F"), a setting error (OPE3) occurs.

- External Fault (setting: “20-2F")

Use this contact input to select how the inverter responds to an external fault.

External Fault Selection

Setting

Input Level Selection Detection Method External Fault Action Result

N.O. N.C. Always | During Run | Ramp to Stop | Coast to Stop | Fast-stop | Alarm Only

o} o} o} 20

0O 24

)
o} o 28
o} o} 2C

0O 22

o} 26

0 2A

O G| OGO O O O
O OO O

0O 2E

o} 21

25

o] 29

OO O O
@]

o} 2D

0 23

0O 27

2B

G| OO O O| O O:| O

G| O O O
O

o} 2F

Notes:
1. N.O. = normally open contact; N.C. = normally closed contact
2. Setting “24" isthe factory default.
3. Set up the external fault function according to the following tree:
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Depress the Data/Enter key.

Hl- ="24 —| Input Level Selection |—|: N.O. Contact
N.C. Contact
azplrﬁisey. Detection Method Always
During Run
—| External Fault Action I Ramp to Stop
Coast to Stop
Fast-stop
Alarm Only

- PID Integral reset (Set value = 30)
Open: PID Integral values are added.
Closed: PID Integral valueis set to zero.

- PID Control Integral Hold (Set value = 31) <1110
Closed: Integra value of the PID control is held.

- DC Injection Braking Command (setting: “60")
When a DC injection braking command is input while the inverter is stopped, DC injection braking
operation is activated. When arun command or ajog command isinput, DC injection braking is
released to start operation (operation has priority).

DC Injection Braking Command __ OFF | ON [_OFF
Fwd Run Command  OFF ON OFF
DC Injection DC Injection
Brakin Brakin
J L DC Injection Braking \g
Output Frequency Start Frequency =
(B2-01)

Figure 35 DC Injection Braking Contact Input Timing Diagram
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-Speed Search 1 and Speed Search 2 (Set value = 61 and 62)

m Set values 61 and 62
are only available in the Run

open loop V/f and open Command R
loop flux vector control i

modes. \

Searches from max Motor T
frequency when using RPM

61, and set frequency >
when using 62. Output
-}a/—

Frequency

a = (L2-03) minimum
baseblock time Output
b = (L2-04) voltage

2 Voltage >
recovery time q
=speed searchdecel | = -------o-------o-of--S b3-02
time Output (150%)
d = VI/f pattern reduction | Current »
during speed search Inverter is in o

speed search Inverter is in
mode run mode

- Energy Save Mode (Set value = 63)

After the energy savingsinput is closed and the output frequency is equal to or greater than (b8-02)
energy savings start frequency, the output voltage drops to the value in (b8-01) energy savings gain.
The output voltage increases and decreases based on L2-04 (voltage recovery time).

Run |
Command »t
Energy
saving >t
command
A b8-02
Output
Frequency >t
Output b8-01
Voltage >t
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- Speed Search 3 (Set value = 64)

Speed Search
Command

v

Run
Command

Estimated deceleration Motor \_—-/—

frequency when using RPM

set value 64 i \/—
Output

Frequency

v

\4

a = (L2-03) minimum
baseblock time Output
b = (L2-04) voltage

. Voltage >
recovery time
=speed searchdecel | = -----m-oo-o----o-of-oS b3-02
time Output (150%)
d= V/f pattern reduction Current >
during speed search Inverter is in .

speed search Inverter is in
mode run mode
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- KEB Ridethrough (settings: N.C. =“65", N.O. = “66")
In general applications, the Kinetic Energy Braking (KEB) control circuit attempts to maintain the
DC busvoltage at an optimum level [1.35 x input voltage (E1-01)] during momentary power loss, by
using load inertia to regenerate voltage back to the DC bus. The inverter decelerates at the fast-stop
rate (C1-09), until power isrestored, or until the time runs out and an undervoltage fault (UV)
occurs. The larger the inertia, the longer the decel eration rate can be extended. If the inertiais small,
then the inverter must decelerate quickly to regenerate voltage back to the DC bus, and thus the ride-
through time is shorter. For most applications, set KEB Frequency Constant (L2-06) to “0" (factory
default).

KEB Ridethrough OFF ON OFF
Multi-function Input Contact
(H1-__="65"or “66")

Output Frequency

A
12-06
\r
B C1-09 - \

1.35x E1-01

C1-01

Figure 36 KEB Ridethrough Timing Diagram

Note: Larger model inverters (2022 and above, 4018 and above) require a separate uninterruptible
power supply (UPS) for control power, in order for load inertia ridethrough to be effective.

H2 Digital Outputs
The VS-616G5 has three multi-function contact outputs for the indication of various conditions,
including frequency detection, speed agree, zero speed, overtorque detection, and many others. This
section includes descriptions of these functions.
H2-01 Multi-function Output 1 Selection (terminal 9, 10) Terminal 9 Sel B B B B
H2-02 Multi-function Output 2 Selection (terminal 25, 27) Terminal 25 Sel B B B B
H2-03 Multi-function Output 3 Selection (terminal 26, 27) Terminal 26 Sel B B B B
The following table lists the function selections for the multi-function contact outputs (terminals 9, 25
and 26), and indicates the control modes during which each function can be enabled.
H2-01 Control Method (A1-02)
to 3 Function Open Loop Reference
Setting \ii Vifwl PG Vector Flux Vector Page
0 During run 1 (factory default, H2-01) o] o] o] o]
1 Zero-speed (factory default, H2-02) (@) (@) O O
2 Frequency agree 1 (factory default, H2-03) O O O O
3 Desired frequency agree 1 (@) (@) (@) (@)
4 Frequency detection 1 (@) (@) O O
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H2-01 Control Method (A1-02)
to 3 Function Open Loop Reference
Setting Vif Vifw/ PG Vector Flux Vector Page
5 Frequency detection 2 ) ) ) )
6 Inverter ready ) ) ) )
7 DC bus undervoltage ) ) ) )
8 Baseblock 1 ) ) ) @)
9 Option reference ) ) ) )
A Remote operation ) ) ) )
B Torque detection 1 (N.O.) ) ) ) )
C Loss of reference o) o) o) o)
D DB overheat o) o) o) o)
E Fault o) o) o) o)
F Not used - - - -
10 | Minor fault o) o) @) @)
11 | Reset command active o) o) @) @)
12 | Timer output ) ) ) )
13 | Frequency agree 2 ) ) ) )
14 | Desired frequency agree 2 ) ) ) )
15 | Frequency detection 3 ) ) ) )
16 | Frequency detection 4 ) ) ) )
17 | Torque detection 1 (N.C.) ) ) ) )
18 | Torque detection 2 (N.O.) ) ) ) )
19 | Torque detection 2 (N.C.) ) ) ) )
1A | Reverse direction @) @) @) 0]
1B | Baseblock 2 ) ) ) )
1C | Motor 2 Selection ) ) @) )
1D | Regenerating - - - )
1E | Restart enabled @) ) o) )
1F | Overload (OL1) ) ) ) )
20 | OH pre-alarm ) ) ) )
30 | Current/torque limit - - ) )
31 | Speed limit - - - )
33 Zero servo completion - - - )
37 | During run 2 ) ) ) )

- During Run (setting: “0")
Closes when arun command is input, or when the inverter outputs voltage.

- Zero-speed (setting: “17)
Closes when the inverter output frequency isless than the minimum output frequency (EI-09) during
VIf control with PG feedback. Closes when the motor speed is less than the zero-speed level (B2-01)

during flux vector control.
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- Frequency Agree 1 (setting: “2")
Closes whenever the output frequency “agrees’ with the frequency reference, plus or minus the
speed agree detection width (L4-02). Thisis effective during both forward and reverse operation.

Detection Width 1 (L4-02) <:‘ Frequency Reference

Output Frequency

Frequency Agree 1 Signal OFF ON OFF

Figure 37 Frequency Agree Signal 1 Timing Diagram

- Desired Frequency Agree 1 (setting: “3")
Closes whenever the output frequency “agrees’ with the speed agree detection level (L4-01), plusor
minus the speed agree detection width (L4-02). Thisis effective during both forward and reverse

operation.

Detection Width 1 (L4-02) <:‘ Detection Level 1 (L4-01)

Output Frequency

OFF ON OFF

Desired Frequency
Agree 1 Signal

Figure 38 Desired Frequency Agree 1 Signal Timing Diagram

- Frequency Detection 1 (setting: “4”)
Closes whenever the output frequency is at or below the speed agree detection level (L4-01). During
acceleration from below the detection level, the output frequency increases through the detection
bandwidth (L4-02) before the contact opens again. Thisis effective during both forward and reverse

operation.
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Detection Width 1 (L4-02) \‘

Detection Level 1 (L4-01)
Output Frequency /

Frequency —_—
Detection 1 Signal ON OFF ON

Figure 39 Frequency Detection 1 Signal Timing Diagram

- Frequency Detection 2 (setting: “5”)
Closes whenever the output frequency is at or above the speed agree detection level (L4-01). During
deceleration from above the detection level, the output frequency decreases through the detection
bandwidth (L4-02) before the contact opens again. Thisis effective during both forward and reverse

operation.
. \
Detection Level 1 (L4-01) — Detection Width 1 (L4-02)
Output Frequency / _
Frequency
Detection 2 Signal OFF ON OFF

Figure 40 Frequency Detection 2 Signal Timing Diagram

- Inverter Ready (setting: “6")
Closes when the inverter is ready for operation (no faults or alarms).

- DC Bus Undervoltage (setting: “7")
Closes when the main circuit DC bus voltage or control circuit power supply is drops below thetrip
level, or when the main circuit magnetic contactor (MC) turns OFF.

- Baseblock 1 - N.O. (setting: “8")
Closes when the inverter output shuts OFF.

- Frequency Reference Selection (setting: “9")
Opens when the frequency reference is input from the control circuit terminals or an option.
Closes when the frequency reference isinput from the digital operator.

- Run Command Selection (setting: “A™)
Opens when run command is input from the control circuit terminals or an option.
Closes when run command is input from the digital operator.
- Overtorque Detection 1 - N.O. (setting: “B")
Closes during overtorgque detection 1 (see section L6, Overtorque Detection, on page 113).
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- Loss of Frequency Reference (setting: “C”")

Closes when frequency reference is reduced by 90% within 400ms. The inverter will respond
according to the setting of reference loss selection (L4-05). After referenceloss, if L4-05="1", then
operation continues at 80% of the previous frequency reference, and the contact closes.

Fwd Run Command  OFF

Master Frequency Reference

80%

Output Frequency /

Reference Loss Contact OFF

10%

80% Frequency

Figure 41 Reference Loss Timing Diagram

- Dynamic Braking Resistor Overheat (setting: “D”)

ON OFF
<> / <—>\——
400ms 400ms
ON . OFF ON

Closes during braking resistor overheating or a braking transistor fault.

. Fault (setting: “E”)

Closes when afault occurs (except CPFO0 and CPFO1).

- Alarm (setting: “10”)

Closes while an alarm is displayed.

. Fault Reset (setting: “117)

Closed while fault is being reset.

- Timer Output (setting: “12")

Closes when timer contact input closes (after On-delay time elapses).
Opens when timer contact input opens (after Off-delay time elapses).

- Frequency Agree 2 (setting: “13”)

Closes whenever the output frequency “agrees’ with the frequency reference, plus or minus the
speed agree detection width (L4-04). Thisis used for setting up an alternate detection width.

Detection Width 1 (L4-04) <:\

Output Frequency

Frequency Agree 2 Signal

OFF

ON

Frequency Reference

OFF

Figure 42 Frequency Agree Signal 2 Timing Diagram
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- Desired Frequency Agree 2 (setting: “14")
Closes whenever the output frequency “agrees’ with the speed agree detection level (L4-03), plusor
minus the speed agree detection width (L4-04). Choose forward or reverse operation in L4-03.

Detection Width 1 (L4-04) <:‘ Detection Level 1 (L4-03)

Output Frequency

Desired Frequency OFF ON OFF

Agree 2 Signal

Figure 43 Desired Frequency Agree 2 Signal Timing Diagram

- Frequency Detection 3 (setting: “15")
Closes whenever the output frequency is at or below the speed agree detection level (L4-03). During
acceleration from below the detection level, the output frequency increases through the detection
bandwidth (L4-04) before the contact opens again. Choose forward or reverse operation in L4-03.

T\
Detection Width 1 (L4-04) \‘
Detection Level 1 (L4-03)
Output Frequency /
Frequency
Detection 3 Signal ON OFF ON

Figure 44 Frequency Detection 3 Signal Timing Diagram

- Frequency Detection 4 (setting: “16")
Closes whenever the output frequency is at or above the speed agree detection level (L4-03). During
deceleration from above the detection level, the output frequency decreases through the detection
bandwidth (L4-04) before the contact opens again. Choose forward or reverse operation in L4-03.

, \
Detection Level 1 (L4-03) — Detection Width 1 (L4-04)
Output Frequency / -
Frequency
Detection 4 Signal OFF ON OFF

Figure 45 Frequency Detection 2 Signal Timing Diagram
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- Overtorque Detection 1 - N.C. (setting: “17")
Closes during overtorgque detection 1 (see section L6, Overtorque Detection, on page 113).

- Overtorque Detection 2 - N.O. (setting: “18")
Closes during overtorgque detection 2 (see section L6, Overtorque Detection, on page 113).

- Overtorque Detection 2 - N.C. (setting: “19")
Opens during overtorque detection 2 (see section L6, Overtorque Detection, on page 113).

- During Reverse Run (setting: “1A™)
Closes during a reverse run command.

- Baseblock 2 - N.C. (setting: “1B")
Opens when the inverter output shuts OFF.

- Motor 2 Selection (setting: “1C")
Closed when motor 2 is selected.
Motor 2 may be selected by using a multi-function digital input.

- Motoring/Regenerating Mode (setting: “1D")
Closes during regenerative operation (flux vector control only).

- Automatic Restart (setting: “1E")
Closes during automatic restart operation.

- OL1 Pre-dlarm (setting: “1F")
Closes when the motor-cal cul ated el ectronic thermal overload value increases to 90% of the interna
fault detection level.

- OH Pre-alarm (setting: “20")
Closes when the heatsink temperature exceeds the overheat temperature level (L8-02), or when a
multi-function contact input (H1-__ =“B") closes.

- Current/Torque Limit (setting: “30")
Closes during torgque limit.

- Speed Limit (setting: “31")
Closes when the speed limit level (D5-03) is reached during torque control (flux vector control).

- Zero-Servo Completion (setting: “33”)
Closes when zero-servo operation is completed.

- During Run 2 (setting: “37")
Closes when arun command is input (does not close during baseblock, injection braking or initial
excitation).

94 VS-616G5 Programming Manual



Section H: Control Circuit Terminals
H3 Analog Inputs

H3 Analog Inputs
The VS-616G5 has three anal og inputs (two multi-function and one reference), for the external input
of numerous references and limits, including frequency, torque, PID, and others. This section includes
descriptions of these functions.

H3-01 Terminal 13 Signal Selection Term 13 Signal e | e | 8 | B |

Selects the type of voltage signal input at terminal 13.

Setting Description
0 0 to 10V input (factory default)
1 -10 to +10V input

The resolution of terminal 13 is 11 bit.

H3-02 Terminal 13 Reference % Gain Terminal 13Gain | 8 | 8 | 8 | & |

Setting Range: 0.0 to 1000.0%
Factory Default: 100.0%

Sets the terminal 13 input gain level when the reference voltage is 10V.

H3-03 Terminal 13 Reference +% Bias Terminal 13 Bias e | e | 8 | B |

Setting Range:  -100.0 to 100.0%
Factory Default:  0.0%

Setsthe terminal 13 input bias level when the reference voltage is OV.

+100 4 1000
M Gain (%)
Bias (%) 0
Reference (%) 100
-100

Figure 46 Analog Input Gain and Bias Adjustment
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H3-04 Terminal 16 Signal Selection Terminal 16 Sel e | s | 8 | 8 |

Selects the type of voltage signal input at terminal 16.

Setting Description
0 0 to 10V input (factory default)
1 -10 to +10V input

The resolution of terminal 16 is 11 bit.

H3-05 Terminal 16 Multi-function Selection Terminal 16 Sel e | s | 8 | 8 |

The following table lists the function selections for the multi-function analog inputs (terminals 14 and
16), and indicates the control modes during which each function can be enabled.

Control Method (A1-02)
Settin Function Setting Level
’ Vi VIitw/ PG Op\;.‘gclt.grop VFelgt)ér ’

0 Aux. Frequency Ref. (factory default) ) ) ) o) +100% / 10V
1 Frequency Gain @) @) @) o) 100% / 10V
2 Frequency Bias @) @) @) o) +100% / 10V
4 Voltage Bias (0] (0] - - 100% / 10V
5 Accel/Decel Change ) ) ) o) 100% / 1V
6 DC Injection Braking Current O O ) - 100% / 10V
7 Overtorque Level ) ) ) o 100% / 10V
8 Stall Prevention Level O O - - 100% / 10V
9 Reference Lower Limit 0] 0] 0] o) 100% / 10V
A Jump Frequency ) ) ) o 100% / 10V
B PID Feedback O O ) o +100% / +10V
C PID Reference Bias <1110> o] o] o] o] 10V/Fmax
D Frequency Reference Bias 2 <1110> ) ) ) o 10V/Fmax
10 Forward Torque Limit - - ) o) 100% / #10V
1 Reverse Torque Limit - - 0] o) 100% / #10V
12 Regenerative Torque Limit - - 0] o) 100% / #10V
13 Torque Reference - - - o +100% / 10V
14 Torque Compensation - - - o +100% / £10V
15 Forward/Reverse Torque Limit - - ) o) +100% / 10V
1F Not Used - - - - -
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- Auxiliary Frequency Reference (setting: “0") - Frequency Gain (setting: “1") - Forward/Reverse
- Frequency Bias (setting: “2") - Voltage Bias (setting: “4”) Torque Limit
- PID Feedback (setting: “B”) - DC Injection Braking Current (setting: “6”) (setting: “15”)
- Torque Reference (setting: “13") - Overtorque Level (setting: “7”)
- Torque Compensation (setting: “14”) - Reference Lower Limit (setting: “9) 100%
- Jump Frequency (setting: “A”) 0
100%
100%
0
10V
-10V
-10V
0 10V
0 10v -100%
-100%
- Forward Torque Limit (setting: “10")
- Reverse Torque Limit (setting: “11")
- Accel/Decel Change (setting: “5") - Stall Prevention Level (setting: “8") - Regenerative Torque Limit (setting: “12")
100% 100% 100%
30%
10%
-10v 01v 10V -10v 0 3v 1ov -10v 0 10V
Figure 47 Multi-function Analog Input Selection
H3-06 Terminal 16 Reference % Gain Terminal 16Gain | & | &8 | 8 | & |

Setting Range: 0.0 to 1000.0%
Factory Default:  100.0%

Sets the terminal 16 input gain level when the reference voltage is 10V. See Figure 46, on page 95.

H3-07 Terminal 16 Reference +% Bias Terminal 16 Bias e | s | 8 | 8 |

Setting Range:  -100.0 to 100.0%
Factory Default: 0.0%

Sets the terminal 16 input bias level when the reference voltage is OV. See Figure 46, on page 95.
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H3-08 Terminal 14 Signal Selection Term 14 Signal oA | oA ] A ||

Selects the type of signal input at terminal 14.

Setting Description
0 0to 10V input
1 -10 to +10V input
2 4 to 20mA (factory default)

The resolution of terminal 14 is 10 hit.

Note: Toenableterminal 14 for avoltage signal (settings: “0” or “1”), cut jumper wire J1 on the con-
trol printed circuit board. J1 islocated on the bottom left-hand corner of the control board
directly behind terminal 13.

H3-09 Terminal 14 Multi-function Selection Terminal 14 Sel oA | oA ] A |

Selects the multi-function anal og input function for terminal 14 (see Terminal 16 Multi-function Selec-
tion for details).

H3-10 Terminal 14 Reference % Gain Terminal 14 Gain | A | A | & | a |

Setting Range: 0.0 to 1000.0%
Factory Default:  100.0%

Setsthe terminal 14 input gain level when the reference current is 20mA. See Figure 46, on page 95.

H3-11 Terminal 14 Reference +% Bias Terminal 14 Bias oA | oA ] A |

Setting Range:  -100.0 to 100.0%
Factory Default: 0.0%

Sets the terminal 14 input bias level when the reference current is 4mA. See Figure 46, on page 95.

H3-12 Analog Input Filter Time Constant Filter Avg Time oA | oA ] A |

Setting Range:  0.00 to 2.00s
Factory Default: 0.00s

Sets up adelay filter time constant at terminals 13, 14 and 16. Thisfilter inserts a delay between the
time the command isinput to thetimeit is received by the inverter.

98 VS-616G5 Programming Manual



Section H: Control Circuit Terminals

H4 Analog Outputs

H4 Analog Outputs

The VS-616G5 has two analog outputs, for the external monitoring of drive conditions such as output
frequency, output current, PID feedback and others.

H4-01 Terminal 21 Analog Output Selection

Terminal 21 Sel e | s | 8 | 8 |
Selects the analog output monitors for terminal 21.
Setting Description
1 Frequency reference
2 Output frequency (factory default)
3 Inverter output current
5 Motor speed
6 Output voltage
7 DC bus voltage
8 Output power
9 Torque reference (internal)
15 Terminal 13 input voltage level
16 Terminal 14 input voltage or current level
17 Terminal 16 input voltage level
18 Motor secondary current (1q)
19 Motor excitation current (Id)
20 SFS output frequency
21 ASR input
22 ASR output
23 Speed deviation
24 PID feedback
26 Voltage reference (Vq output)
27 Voltage reference (Vd output)
32 ACR (qg) Output
33 ACR (d) Output
36 PID Input Monitor <1110>
37 PID Output Monitor<1110>
38 PID Setpoint Monitor <1110>
The resolution of terminal 21 is 9 bit plus sign.
Terminal21Gain | s | 8 | 8 | & |

H4-02 Terminal 21 Analog Output Gain
0.00to 2.50

Setting Range:

Factory Default:  1.00

Setstheterminal 21 output gain for the anal og output monitors. To obtain the output level, multiply the
monitor output level by the gain value set in H4-02.
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H4 Analog Outputs
H4-03 Terminal 21 Analog Output Bias Terminal21Bias | & | &8 | 8 | & |
Setting Range: -10.0t0 10.0%

Factory Default:  0.0%

Setsthe terminal 21 output bias for the analog output monitors. To obtain the output level, multiply the
monitor output level by the gain value set in H4-02, then add the bias value set in H4-03.

+10 2.50
Gain
1.00
Bias (%) 0 0

Reference (%)

-10
Figure 48 Analog Output Gain and Bias Adjustment

H4-04 Terminal 23 Analog Output Selection Terminal 23 Sel e | s | 8 | 8 |

Selects the analog output monitors for terminal 23 (see Termina 21 Anaog Output Selection). The
resolution of terminal 23 is 9 bit plus sign.

H4-05 Terminal 23 Analog Output Gain Terminal23Gain | s | 8 | 8 | & |

Setting Range: 0.00 to 2.50
Factory Default:  1.00

Setstheterminal 23 output gain for the anal og output monitors. To obtain the output level, multiply the
monitor output level by the gain value set in H4-05. See Figure 48.

H4-06 Terminal 23 Analog Output Bias Terminal23Bias | & | &8 | 8 | & |

Setting Range: -10.0t0 10.0%
Factory Default:  0.0%

Setsthe terminal 23 output bias for the analog output monitors. To obtain the output level, multiply the
monitor output level by the gain value set in H4-05, then add the bias value set in H4-06. See Figure 48.

H4-07 Analog Output Signal Selection AO Level Select e | e | 8 | B |

Selects the type of voltage signal output at terminals 21 and 23.

Setting Description
0 0to 10V input (factory default)
1 -10 to +10V input
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H5 Serial Communication Set-up

H5 Serial Communication Set-up
The inverter uses communication port 6CN to communicate via MODBUS protocol.

H5-01 Serial Communication Station Address Serial CommAdr | A | A | a | a |

Setting Range:  Oto 1F
Factory Default: 1F

Selects a station address for identification of the inverter during serial communication.

H5-02 Serial Communication Baud Rate Serial Baud Rate oA | oA ] A ||

Selects the baud rate at which the inverter serially communicates with external devices.

Setting Description
0 1200 Baud per Second
1 2400 Baud per Second
2 4800 Baud per Second
3 9600 Baud per Second (factory default)
4 19200 Baud <1110
H5-03 Serial Communication Parity Selection Serial Com Sel oA | oA ] A |

Selects the transmission parity for the 6CN MODBUS port.

Setting Description
0 No parity (factory default)
1 Even parity
2 Odd parity
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H5 Serial Communication Set-up

H5-04 Stopping Method After Communication Error Serial Fault Sel oA | oA ] oA | o

Selects the stopping method after a transmission error is detected.

Setting Description
0 Ramp to stop according to the time set in C1-02.
1 Fast-stop according to the time set in C1-09.
2 Coast to stop
3 Alarm only, continuous operation (factory default)

H5-05 MODBUS Time Out Detection Serial Fault Dtct oA | oA ] A |

H5-05 enables or disables the MODBUS time out detection function. After initial communication
begins, if communication is interrupted for longer than 2 seconds, then a communication fault will
occur.

During a communication fault, the following fault code will be displayed: “ CE Memobus Com Err”.

Setting Description
0 Disabled - Time out detection is disabled.
1 Enabled - Time out detection is enabled.
L Protection Parameters

L1 Motor Overload
The VS-616G5 protects against motor overload with a UL-recognized, built-in electronic thermal
overload function.

L1-01 Motor Protection Fault Selection (OL1) MOL FaultSelect | & | & | & | & |

Selects whether motor overload protection is provided.

Setting Description
0 Motor overload detection is disabled.
1 Motor overload detection is enabled,
motor coasts to stop (factory default).

The electronic thermal overload function estimates motor temperature, based on inverter output cur-
rent and time, to protect the motor from overheating. When the electronic thermal overload relay is
activated, an “OL1” error occurs, shutting OFF the inverter output and preventing excessive overheat-
ing in the motor. Aslong astheinverter is powered up, it continues to cal culate the motor temperature.

When operating with one inverter connected to one motor, an external thermal relay is not needed.
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Section L: Protection Parameters
L1 Motor Overload

L1-02

L2

L2-01

When operating several motorswith one inverter, install athermal relay on each motor. In this case, set
parameter L1-01 to “0”".

Motor Protection Time Constant MOL TimeConst | & | & | & | & |

Setting Range: 0.1 to 20.0 minutes <1110
Factory Default: 8.0 minutes

Sets the amount of time that the motor withstands 150% overload, when the motor is operated continu-
ously at rated current. This value should be set according to the overload resistance of motors used.

10 \\
; \

\ ——"Cold” Start

min

Operating 3
Time
(when L1-02 =“1.0")
T~ “Hot” Start
0.4
- %
0 100 150 200

Motor Rated Current (E2-01)

Figure 49 Electronic Thermal Overload Curve
Notes:
1. If the motor isrunning at 100% output current or less, the electronic thermal overload relay
will not trip. (continued next page)
2. If the motor isrun continuously at 150% output current, the electronic thermal overload relay
will trip after one minute if the motor is started “hot”, and after eight minutes if the motor is
started “cold”.

Power Loss Ridethrough
When momentary power 10ss occurs, operation can restart automatically, according to the setting of

the following parameters.

Momentary Power Loss Ridethrough Selection ~ PwrL Selection e | e | 8 | B |

Selects whether the inverter stops when power loss is detected or “rides through” a momentary power
loss. When ridethrough operation is selected, speed search starts from the current output frequency.

Setting Description

0 Momentary power loss ridethrough is disabled (factory default).
When momentary power loss is detected, a fault contact trips,
stopping the inverter.

1 Momentary power loss ridethrough is enabled, for the time set in
L2-02. When momentary power loss is detected, a fault contact
does not trip. If power is not restored within the time set in L2-02, a
fault contact trips, stopping the inverter.
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L2 Power Loss Ridethrough

Setting Description

2 Momentary power loss ridethrough is enabled, within the control
logic time, regardless of the time set in L2-02. The control logic
time differs depending on inverter capacity.

L2-02 Momentary Power Loss Ridethrough Time PwrL RideThrut | & | & | & | & |

Setting Range: 0.0t0 2.0s
Factory Default:  Inverter model dependent

Sets the ridethrough time allowed before the inverter trips, after momentary power loss. This setting is
activated when L2-01 isset to “1”. If power is restored within this time, operation restarts automati-
cally. If power is not restored within this time, afault contact trips, stopping the inverter.
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L2 Power Loss Ridethrough

L2-03 Minimum Baseblock Time PwrL Baseblockt | & | & | 8 | & |

Setting Range: 0.1t05.0s
Factory Default:  Inverter model dependent

After momentary power |0ss has occurred, the motor may have residual voltage. This can cause excess
current to be drawn by the motor when operation restarts, and can trip the inverter. The minimum base-
block time allows the inverter to wait for thisresidual voltage to dissipate before restarting. Thisis
only effective when L2-02 issetto“1"or “2".

After momentary power |oss:

- If the minimum baseblock time (L2-03) is greater than the power loss ridethrough time (L2-02 or con-
trol logic time), then operation restarts after the minimum baseblock time el apses.

- If the minimum baseblock time is less than the power 1oss ridethrough time, then operation restarts
after the power loss ridethrough time elapses.

L2-04 Voltage Recovery Time PwrLV/fRampt | a | a | a | a |

Setting Range: 0.0t05.0s
Factory Default:  Inverter model dependent

When operation restarts after momentary power loss, speed search is activated in order to detect the
motor speed. After speed search is complete, the time for the output voltage to increase to its previous
level (before power loss) is defined by the voltage recovery time.

L2-05 Undervoltage Detection Level PUV Det Level oA | oA ] A |

Setting Range: 150 to 210V (230V class), 300 to 420V (460V class), 431 to 603V (575V class)
Factory Default: 190V (230V class), 380V (460V class), 546V (575V class)

Sets the inverter main circuit DC bus undervoltage level.

When setting this value less than the factory default, it is necessary to install an AC reactor on the input
side. The AC reactor reduces peak current input to the inverter and smooths out the DC bus current rip-
ple when operating at low voltages.

L2-06 Kinetic Energy Braking Frequency Constant KEB Frequency oA | oA ] A | o

Setting Range: 0to 100%

Factory Default: 0%

This parameter allows for setting the load inertia ridethrough level, as a percentage of output fre-
guency. This setting is used in conjunction with multi-function contact inputs set for KEB ridethrough
(H1-__ ="65" or “66"), after momentary power loss. When the KEB frequency constant is set to “0”,
KEB ridethrough functions as normal, to maintain a controlled decel eration rate for the longest time
possible, during a momentary power l0ss (see section H1, Digital Inputs, on page 76 for more details).
When the KEB fregquency constant is set to any value other than “0”, KEB ridethrough for systems use
is enabled.
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L2 Power Loss Ridethrough

KEB Ridethrough OFF ON OFF
Multi-function Input Contact
(H1-__="65"or “66")

Output Frequency

\
L2-06
C1-01
\r

L2-02 (common bus) \
Fout (1 - L1206
100%

Figure 50 KEB Ridethrough Timing Diagram

In system applications requiring multiple drives with acommon DC bus, KEB ride-through functions
differently. The inverter decelerates from the output frequency to the KEB frequency level, according
to the momentary power loss ridethough time (L2-02). The KEB freguency constant (L2-06) is set
according to the following equation:

- L2-06
KEB Frequency Level = Output Frequency (1 W)
Thismethod isideal when helper drives are being used on afilm line, and aloss of power might cause
aline break. This method will allow synchronized deceleration for all of the common-bus drives, to
prevent speed deviation and thus a possible line break. |If power is restored within the recovery time
(L2-02), then the inverter accelerates to the previous frequency reference according to acceleration
time 1 (C1-01).
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L3 Stall Prevention / Current Limit

KEB Ridethrough OFF ON OFF

Multi-function Input Contact
(H1-__ ="65"or “66")

Motor 1 Output L2-02
Frequency (F1) y
- Iigogf)lnverterl

Motor 2 Output °
Frequency (F2

quency (F2) - Iiébg/f)lnverterz
Motor 3 Output
Frequency (F3 X

quency (F3) - L206)Inverter3

100%

Figure 51 KEB Ridethrough - Common DC Bus Applications

Note: Enabling KEB ridethrough overrides the momentary power loss ride-through selection (L2-01).

L3 Stall Prevention/Current Limit

This function automatically adjusts the output frequency, acceleration and/or deceleration ratesin

order to continue operation without tripping or “stalling” the inverter.

L3-01 Stall Prevention Selection During Acceleration

StallP Accel Sel

s le s |-

Enables/disables stall prevention/current limit during accel eration.

Setting

Description

0

Stall prevention/current limit during acceleration is disabled. The inverter increases
the output frequency at the set acceleration rate. If the acceleration rate is too fast for
the load condition, the inverter may trip on overcurrent (OC) or overload (OL).

Stall prevention/current limit during acceleration is enabled (factory default).

The acceleration rate is automatically reduced according to motor current to prevent
stalling during acceleration. The acceleration time may be longer than the set value
(C1-01).

Stall prevention/current limit during acceleration is enabled, with an intelligent accel-
eration mode. By monitoring motor current, the acceleration rate is automatically
adjusted so that acceleration can be completed in the shortest amount of time,
regardless of the set acceleration time.
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L3 Stall Prevention / Current Limit

L3-02 Stall Prevention Level During Acceleration
Setting Range: 0 to 200%

L3-03 Stall Prevention Limit (constant output area)

Factory Default:  150%

StallP Accel Lvl e | 8 | & |

The stall prevention/current limit level during acceleration is set as a percentage of inverter rated cur-
rent. A setting of 200% disables current limit during acceleration. During acceleration, if the output
current exceeds this current limit level (L3-02), acceleration stops and frequency is maintained. When
the output current decreases below this current limit level (L3-02), acceleration restarts.

Motor Current

L3-02

Output Frequency

*

Time

» Time

* Controls the acceleration rate to
prevent the inverter from tripping.

Figure 52 Stall Prevention/Current Limit During Acceleration

StallP CHP Level | a | & | 4 |

When a motor is used in the constant output area (constant HP), output frequency 3 max. voltage out-
put frequency (E1-06). In this area, the stall prevention/current limit level during acceleration is auto-
matically reduced for smoother acceleration. This parameter limits the stall prevention/current limit
level during acceleration in the constant output area so that it does not decrease unnecessarily. The
current limit level during acceleration is changed according to the following equation:

Current Limit Level During
Accel in Constant Output Area

Current Limit Level During
Acceleration (L3-02)

Max. Voltage Output Frequency (E1-06)

Output Frequency
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L3 Stall Prevention / Current Limit

L3-04 Stall Prevention Selection During Deceleration  StallP Decel Sel e | e | 8 | B |

If deceleration times are set too short for load conditions, the inverter automatically extends the decel-
eration time according to the main circuit DC bus voltage level. When using an optional braking resis-
tor for the VS-616G5, set parameter L3-04to "0".

Setting Description
0 Stall prevention during deceleration is disabled. An excessively short deceleration
time will generate an overvoltage fault (OV), and the inverter will stop.
1 Stall prevention during deceleration is enabled (factory default).

The DC bus voltage level is monitored, and the deceleration rate is automatically
extended to prevent an overvoltage condition. This deceleration rate may be longer
than the set value (C1-02).

2 Stall prevention during deceleration is enabled, with an intelligent deceleration mode.
By monitoring DC bus voltage, the deceleration rate is automatically adjusted so that
deceleration can be completed in the shortest amount of time, regardless of the set
deceleration time.

3 Overvoltage (OV) countermeasure during deceleration (with braking resistor

installed). Improves stall prevention during deceleration.

Overvoltage (OV) sometimes occurs even under settings 1 or 2 above. The rising of

the DC bus voltage is limited during fast deceleration of the motor. This feature

allows a faster than normal decel time.

Note: When in vector mode setting 3 cannot be used with braking resistor and with
stall prevention.

Frequency

Adjusts the deceleration time to

/ prevent overvoltage fault (OV).

Time

-~

Set Deceleration Time

Figure 53 Stall Prevention During Deceleration

Note: Intelligent stall prevention during deceleration (L3-04 = “2") cannot be set in the vector con-
trol modes (when A1-02 =“2" or “3").
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L3 Stall Prevention / Current Limit

L3-05 Stall Prevention Selection During Running StallP Run Sel R

Sets afunction to prevent stalling during an overload condition while running at constant speed.

Setting Description
0 Stall prevention/current limit during running is disabled. An excessively short deceler-
ation time will generate an overvoltage fault (OV), and the inverter will stop.
1 Stall prevention/current limit during running is enabled (factory default).

When the inverter output current exceeds the current limit level (L3-06) for more than
100ms during speed agree, the output frequency is decreased according to deceler-
ation time 1 (C1-02), and this can prevent stalling. When the load condition is stabi-
lized, the inverter accelerates to the previous frequency.

2 Stall prevention/current limit during running is enabled as in setting “1", however the
output frequency is decreased according to deceleration time 2 (C1-04).

L3-06 Stall Prevention Level During Running StallP Run Lvl R

Setting Range: 30 to 200%
Factory Default:  160%

The stall prevention/current limit level during running is set as a percentage of inverter rated current. A
setting of 200% disables current limit during running. During speed agree, if the output current
exceeds this current limit level during running, then deceleration starts.

When the output current exceeds this current limit level (L3-06), deceleration continues. When the
output current decreases below this current limit level (L3-06), acceleration starts, up to the set fre-
quency.

Motor Current
y

n072

Time
Output Frequency
/

—

» Time

-— * Decreases frequency to prevent
* the inverter from tripping.

Figure 54 Stall Prevention/Current Limit During Running
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Section L: Protection Parameters
L4 Reference Detection

L4 Reference Detection
The VS-616G5 utilizes three different functions for detecting output frequency:

- When frequency agree is enabled at the multi-function contact outputs (H2-__ =*"2" or “13"), the
contact closes whenever the output frequency “agrees’ with the frequency reference, plus or minus
the speed agree detection width.

- When desired frequency agree is enabled at the multi-function contact outputs (H2-__ =“3" or
“14”), the contact closes whenever the output frequency “agrees’ with the speed agree detection
level, plus or minus the speed agree detection width.

- When frequency detection is enabled at the multi-function contact outputs (H2- _ =“4",“5",“15"
or “16"), the contact closes whenever the output frequency isless than or more than the speed agree
detection level, depending on which detection is selected.

Refer to section H2, Digital Outputs on page 88, for more detailed information on setting these func-
tions.

L4-01 Speed Agree Detection Level (without sign) Spd Agree Level e | e | 8 | B |

Setting Range: 0.0 to 400.0Hz
Factory Default:  0.0Hz

Sets the detection level for the desired frequency agree 1 and frequency detection 1 and 2 functions.
The set detection level is effective during both FWD and REV operation.

L4-02 Speed Agree Detection Width SpdAgreeWidth | s | s | & | & |

Setting Range: 0.0to 20.0Hz
Factory Default:  2.0Hz

Setsthe detection width for frequency and desired frequency agree 1 and frequency detection 1 and 2 func-
tions.

L4-03 Speed Agree Detection Level (with sign) Spd Agree Lvl+- oA | oA ] A |

Setting Range: 0.0 to £400.0Hz
Factory Default:  0.0Hz

Sets the detection level for the desired frequency agree 2 and frequency detection 3 and 4 functions.
The set detection level is effective during either FWD or REV operation, depending on the set detec-
tion level (positive value for FWD operation, negative value for REV operation).

L4-04 Speed Agree Detection Width Spd Agree Width+- | & | a | a | a |

Setting Range: 0.0to 20.0Hz
Factory Default:  2.0Hz

Setsthe detection width for frequency and desired frequency agree 2 and frequency detection 3 and 4 func-
tions.
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L5 Automatic Restart

L4-05 Operation When Frequency Reference Loss Ref Loss Sel \ A \ A \ A \ A \
Selects operation when the frequency reference from the control circuit terminal is reduced by 90%
within 400ms.

Setting Description
0 Stop (factory default).
1 Run at 80% of the previous frequency reference.

L5 Automatic Restart
After afault occurs, the inverter and its fault detection circuit can be reset. The automatic restart func-
tion alows the inverter to continue operation after certain faults.

L5-01 Number of Automatic Restart Attempts Num of Restarts e | e | 8 | B |
Setting Range: 0to 10
Factory Default: 0
Sets the number of automatic restart attempts. Setting to “0” disables this function.

Automatic Restart Operation

- When afault is detected, the inverter output shuts OFF for the minimum baseblock time (L2-03).
The digital operator displays the fault while the inverter output is shut OFF.

- While the minimum baseblock time elapses, the fault is reset automatically and speed search starts
from the previous output frequency before the fault occurred.

- When the total number of faults exceeds the number of automatic restart attempts, the faults are not
reset automatically and the inverter output remains OFF. At thistime, afault contact output is acti-
vated.

The inverter can be set to automatically restart after the following faults occur:

- Overcurrent (OC)

- Overvoltage (OV)

- Undervoltage PUV (UV1)

- Ground fault (GF)

- Regenerative transistor fault (rr)

However, automatic restart is not available for the following faults:

- Control circuit undervoltage (UV2) - Excessive speed deviation (DEV)

- MC answer-back fault (UV3) - PG disconnection (PGO)

- Load short-circuit (SC) - Parameter setting error (OPR)

- Heatsink overheat (OH) - Communication error (CE)

- Run command fault (EF) - External fault (EF3 to EF8)

- Overspeed (0S)

The number of restart attemptsis reset to O when:

- A fault does not occur for more than 10 minutes after restart.

- A fault reset command is input from the control circuit terminal or the digital operator.

- Power iscycled.
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L6 Torque Detection

L5-02 Automatic Restart Operation Selection Restart Sel e | e | 8 | 8 |

Selects whether afault contact output is activated during automatic restart.

Setting Description

0 No fault relay (factory default)
1 Fault relay active

L6 Torque Detection
The overtorque detection circuit activates when the motor load causes the motor current (or torque dur-
ing vector control) to exceed the overtorque detection level (L6-02). When an overtorque condition is
detected, alarm signals are sent to multi-function output terminals 9, 25 and 26.
To output an overtorque detection signal, select torque detection 1 at either of the multi-function con-
tact outputs (H2-__ =“B” or “17"). Refer to section H2, Digital Outputs on page 88, for more details.

Inverter Rated Current
Motor Current

L6-02 /@/ ’/*-A
_ g ~i

» Time

Multi-function Contact
Output Signal ON ON
(Overtorque Detection Signal) —| L6-03 -—| L6-03
Terminal 9, 25, 26

* Release width (hysteresis) during overtorque detection is 5% of the inverter rated current level.

Figure 55 Overtorque Characteristics Timing Diagram

L6-01 Overtorque Detection 1 Selection Torq Det 1 Sel e | e | 8 | B |

Activates overtorgque detection, and sel ects whether detection generates an alarm or afault.

Setting Description
0 Overtorque detection is disabled (factory default).

1 Overtorque detection is enabled whenever at the speed agree level (when inverter is not
accelerating or decelerating). Continue running after detection (OL3 alarm).

Overtorque detection is enabled always. Continue running after detection (OL3 alarm).

Overtorque detection is enabled whenever at the speed agree level. Coast to a stop after
detection (OL3 fault).

4 Overtorque detection is enabled always. Coast to a stop after detection (OL3 fault).

L6-01 Notes:

1. To detect torque during acceleration or deceleration, set to “2” or “4”.

2. To continue operation after overtorque detection, set to “1” or “2”. During detection, the digital
operator displaysan “OL3” alarm (blinking).

3. To stop theinverter after an overtorque detection fault, set to “3” or “4”. During detection, the dig-
ital operator displaysan “OL3” fault.
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L6 Torque Detection

L6-02 Overtorque Detection 1 Level Torq Det 1 Lvl e | e | 8 | B |

Setting Range: 0 to 300%
Factory Default:  150%

Sets the overtorque detection level as a percentage of inverter rated current, during V/f control, and
motor rated torque, during vector control.

L6-03 Overtorque Detection 1 Time Torq Det 1 Time e | e | 8 | B |

Setting Range: 0.0to0 10.0s
Factory Default:  0.1s

The overtorque detection delay time inserts a delay, between the time motor current (or torque)
exceeds the overtorque detection level (L6-02) and when the overtorque detection function is enabled.
The digital operator then displays“OL3".

L6-04 Overtorque Detection 2 Selection Torq Det 2 Sel oA | oA ] A |

Activates overtorgue detection 2, and selects whether detection generates an alarm or afault.

Setting Description
0 Overtorque detection is disabled (factory default).
1 Overtorque detection is enabled whenever at the speed agree level (when inverter is not

accelerating or decelerating). Continue running after detection (OL4 alarm).
Overtorque detection is enabled always. Continue running after detection (OL4 alarm).

Overtorque detection is enabled whenever at the speed agree level. Coast to a stop after
detection (OL4 fault).

4 Overtorque detection is enabled always. Coast to a stop after detection (OL4 fault).

Overtorque detection 2 functions the same as overtorque detection 1 (L6-01), except that “OL4” isdis-
played on the digital operator instead. This function is used when two types of detection are output to
the multi-function output terminals.

L6-05 Overtorque Detection 2 Level Torq Det 2 Lvl oA | oA ] A |

Setting Range: 0 to 300%
Factory Default:  150%

Sets the second overtorque detection level as a percentage of inverter rated current, during V/f control,
and motor rated torque, during vector control.
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L7 Torque Limit

L6-06

L7

L7-01

L7-02

L7-03

L7-04

Overtorque Detection 2 Time Torq Det 2 Time oA | oA ] oA | o

Setting Range: 0.0to0 10.0s
Factory Default:  0.1s

The overtorque detection 2 delay time inserts a delay, between the time motor current (or torque)
exceeds the overtorque detection level (L6-05) and when the second overtorque detection function is
enabled. The digital operator then displays“OL3".

Torque Limit
The torque limit function limits the amount of motor torque in all four quadrants of vector control
operation:

- Forward Motoring - Forward Regenerating
- Reverse Motoring - Reverse Regenerating

Torque limit is activated in both the speed and torque control modes.

Forward Torque Limit Torq Limit Fwd ] - e | 8|

Setting Range: 0 to 300%
Factory Default:  200%

Sets the motoring side torque limit value during FWD run.

Reverse Torque Limit Torq Limit Rev - - e | 8|

Setting Range: 0 to 300%
Factory Default:  200%

Sets the motoring side torque limit value during REV run.

Regenerative Forward Torque Limit TorgLmtFwdRgn | - | - | 8 | & |

Setting Range: 0 to 300%
Factory Default:  200%

Sets the regenerating side torgque limit value during FWD run.

Regenerative Reverse Torque Limit Torg Lmt Rev Rgn \ - \ - \ B \ B \

Setting Range: 0 to 300%
Factory Default:  200%
Sets the regenerating side torgque limit value during REV run.
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Section L: Protection Parameters
L8 Hardware Protection

Positive Torque Reference

REV Run Regen

Torque Limit (L7-04) FWD Run Motor

Torque Limit (L7-04)

REV Motor Rotation FWD Motor Rotation

FWD Run Regen
REV Run Motor Torque Limit (L7-03)
Torque Limit (L7-02)

Negative Torque Reference
Figure 56 Torque Limit - 4 Quadrant Operation

L8 Hardware Protection
The VS-616-G5 comes equipped with a number of built-in functions designed to protect the inverter

and its components from damage. This section describes the set-up of these functions.

L8-01 Protection Selection for Internal DB Resistor DB Resistor Prot \ B \ B \ B \ B \

When a Yaskawa dynamic braking resistor is used, protection against overheat is enabled with this func-
tion. The duty cycle of the braking resistor is monitored in software so that it does not exceed 3%.

Setting Description
0 DB resistor overheat protection is not provided (factory default).
1 DB resistor overheat protection is provided.

If the duty cycle exceeds 3%, a DB overheat fault (RH) occurs, and the inverter coasts to stop.

L8-02 OH Pre-Alarm Level OHPre-Alarmlvl | & | a | a | a |

Setting Range: 0to 100°C
Factory Default:  100°C

Sets the heatsink temperature level for protection against overheat (OH).
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L8 Hardware Protection

L8-03 Stopping Method Selection After OH Pre-Alarm  OH Pre-AlarmSel | a | a | a | a |
Selects the stopping method when heatsink overheat is detected.
Setting Description
0 Ramp to stop according to C1-02 setting.
1 Coast to stop
2 Ramp to stop according to C1-09 setting (fast-stop).
3 Operation continues, alarm only (factory default).
L8-05 Input Phase Loss Protection Ph Loss In Sel oA | oA ] A |

The input phase loss detection circuit monitors the DC bus current ripple and activates when the one of
the input phases are lost. The detection circuit calcul ates the maximum and minimum values of the DC
bus voltage in one second intervals, and compares the difference (DV) between these values with an inter-
nal detection level. If DV reaches or exceedsthe detection level, then after 0.5 second, input phaselossis
detected; a PF fault occurs, and the motor coaststo stop.

Setting

Description

0

Input phase loss protection is disabled (factory default).

1

Input phase loss protection is enabled.

Input phase loss detection is disabled in the following cases:

- A Stop command is input.
- Magnetic Contactor (MC) shuts OFF.
- CPU A/D converter fault (CPF5).

- During deceleration.

- Output current £ 30% of Inverter rated current.
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Section L: Protection Parameters
L8 Hardware Protection

L8-07 Output Phase Loss Protection Ph Loss Out Sel oA | oA ] A |
The output phase loss detection circuit monitors the DCCT and activates when one of the output
phases are lost. The detection circuit calculates the RMS current value (I gys) for each of the phases
and comparesit with aninternal output detection level. If 1z,s decreasesto or below the detection level
for 10 seconds, an output phase loss (LF) fault occurs, and the motor coasts to stop.

Setting Description
0 Output phase loss protection is disabled (factory default).
1 Output phase loss protection is enabled.

L8-10 Ground Fault Protection GroundFaultSel | & | a | a | a |
The ground fault detection circuit monitors the output current and activates when one of the output
phases is connected to ground.

A ground fault will occur when the inverter output grounding current has exceeded 50% of the inverter
rated current.
When a ground fault condition occurs, the following fault code will be displayed: “ GF Ground Fault”.
Setting Description
0 Disabled - Ground fault protection is disabled
1 Enabled - Ground fault protection is enabled. (factory default).
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L8 Hardware Protection

L8-17 IGBT Protection at Low Speed Prtct@L-Spd oA | oA ] A | -

This parameter assistsin protecting the IGBT from overheating of the transistor junction when the out-
put current is high and the output frequency islow. The settings are as follows:

Setting Description
0 Conventional Method (No change in carrier), inverter relies on L8-19 protection (same as 1042
software).
1 Lower fc - When output current is greater than 100%, and output frequency is less than or equal to

10Hz, the carrier frequency is automatically decreased to the L8-18 setting (between 8 and 2 kHz
depending on model). The carrier will automatically return to the normal value after the load is
reduced. (factory default)

2 Short term OL2 - OL occurs in 2 seconds when at low output frequencies (6Hz or less) and in hard
current limit.
3 I-Limit=150% - Current limit is 150% of inverter rated current. The IGBT junction temperature

should be below any critical level provided the output current is less than 150%. <110

L8-19 OL2 Characteristics at Low speed <1110> OL2 Chara@L-Spd | A | & | a | a |

This parameter allows the selection of normal or fast OL 2 protection below 6 or 10 Hz. It is recom-
mended that this parameter be enabled at all times. In some instances fast OL 2 protection (L8-19=1)
may not be desired, such as when operating in flux vector at zero speed. If L8-19 is set to O (disabled)
L8-17 must be set to 1,2, or 3.

Setting Description

0 Disabled -OL2 protection is disabled at low speed. This OL2
protection is the same at high speed and low speed. (factory
default).

1 Enabled - A current limiting function is performed at low
speed, the inverter OL2 protection responds quickly at 6 Hz or
less.

Caution: When disabling OL 2 protection, (L8-19=0) verify that the motor current will not go beyond
the current limit level when operating below 10 Hz. Or set the carrier frequency equal to or
lessthan 2 kHz.
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Section L: Operator Parameters
01 Monitor Selection

@) Operator Parameters
01 Monitor Selection

01-01 Monitor Selection

User Monitor Sel

s e s s

Thetop level in the operation menu allows the viewing of four monitor variables. These are Fygf , Fout »
l ot » @nd a user-selected monitor. This function can replace the output voltage monitor with another
monitor in the operation mode. Choose one of the monitors U1-04 to U1-39 in this parameter.

Setting Description
4 Control method
5 Motor speed
6 Output voltage (factory default)
7 DC bus voltage
8 Output power
9 Torque reference (internal)
10 Input terminal status
11 Output terminal status
12 Internal control status 1
13 Elapsed time
14 FLASH ID number
15 Terminal 13 input voltage level
16 Terminal 14 input voltage or current level
17 Terminal 16 input voltage level
18 Motor secondary current (Iq)
19 Motor excitation current (Id)
20 SFS output frequency
21 ASR input
22 ASR output
23 Speed deviation
24 PID feedback
25 DI-16H reference
26 Voltage reference (Vq output)
27 Voltage reference (Vd output)
28 CPU ID number
32 ACR (q) Output
33 ACR (d) Output
34 OPE Detected
35 Zero Servo Pulse
36 PID Deviation
37 PID Output Monitor
38 PID Setpoint
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01 Monitor Selection

01-02 Monitor Selection After Power-up

Power-OnMonitor | & | & | & | & |

Selects the monitor to be displayed on the digital operator immediately after the power supply isturned

ON.
Setting Description
1 Displays frequency reference (factory default).
2 Displays output frequency.
3 Displays output current.
4 Displays the monitor set in 01-01.
01-03 Scale for Setting and Monitoring Frequency Display Scaling e | e | 8 | B |

Units for parameters and monitors related to frequency can be scaled as shown below.

(user-selected units)

Setting Description
00000 Unit; 0.01Hz (factory default)
00001 Unit: 0.01%

00002 to 00039 | Unit: rpm (0 to 3999)

00040 to 03999  |Digits:  5th 4th 3rd 2nd Lst

0 0 0 0 0
The 1st thru 4th digits determine the set value at 100% output frequency.

Decimal point position is set by the 5th digit as follows:
5th digit = 0: displayed as 0000
5th digit = 1: displayed as 000.0
5th digit = 2: displayed as 00.00
5th digit = 3: displayed as 0.000
Example 1
If 100% output frequency is equal to 200.0 units:
Set 01-03 ="12000"; 100% of this reference is displayed as 200.0 and 60%
of this reference is displayed as 120.0.

Example 2
If 100% output frequency is equal to 65.00:
Set 01-03 = “26500"; 60% of this reference is displayed as 39.00.
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Section L: Operator Parameters
02 Key Selections

01-04 Display Units for Speed-Related Parameters Display Units -] - ] e

Setsthe display units for parameters and monitors related to frequency, in the flux vector control mode.

Setting Description
0 Displays frequency in Hz (factory default).
1 Displays frequency in rpm.
01-05 Parameter Selection AddressDisplay | & | A | & | A |

Selects how the parameter addresses are displayed on the digital operator.

Setting Description
0 Displays parameter number (factory default).
1 Displays MODBUS address.
02 Key Selections
02-01 Local/Remote Key Local/RemoteKey | & | & | & | & |

Enables/disables the digital operator LOCAL/REMOTE key.

Setting Description
0 Local/Remote key is disabled.
1 Local/Remote key is enabled (factory default).

Depressing the Local/Remote key switches operation commands
between the digital operator and the settings of B1-01 and B1-02.

02-02 STOP Key During External Terminal Operation ~ Oper STOP Key e | e | 8 | B |

Enables/disables the digital operator STOP key, during operation from the external terminals and dur-
ing serial communication.

Setting Description
0 The digital operator STOP key is disabled when Run command does not come from the dig-
ital operator.
1 The digital operator STOP key is always enabled (factory default).
The STOP key is enabled even during external terminal operation and serial communication.
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Section L: Operator Parameters
02 Key Selections

02-03 User-Defined Default Value Setting User Defaults e | e | 8 | B |

02-04

02-05

Parameters set by user can be stored in the inverter as user default values.

Setting Description
0 No change (factory default)
1 Sets user-specified values as defaults.

Each parameter’s set values are stored as user defaults. Even if
the values are changed after this parameter is set, user defaults
can be restored by setting A1-03 = “1110" (user initialization). Up to
50 changed values can be stored.

2 Clears user defaults.

Inverter Model Selection Inverter Model # oA | oA ] A |

Setting Range: 23P7 to 2075, 43P7 to 4300
Factory Default:  Inverter model dependent

Setsthe inverter capacity, according to model number. Control parameters with defaults specific to the
inverter capacity are set automatically (i.e. carrier frequency, motor data, etc.). This parameter does not
need changing, unless the control board is replaced.

Digital Operator M.O.P. Mode Selection Operator MOP. | & | & | a | a |

Selects whether the ENTER key is used when the frequency referenceis set by the digital operator.
The digital operator can simulate a motor operated potentiometer (M.O.P) by setting this parameter.

Setting Description
0 The digital operator M.O.P. mode is disabled (factory default). The inverter accepts the fre-
quency reference command when the ENTER key is depressed.
1 The digital operator M.O.P. mode is enabled. The inverter accepts the frequency
reference command as soon as changes are made with the arrow keys, without the
ENTER key being depressed.
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Section L: Operator Parameters

02 Key Selections

02-06 Digital Operator Disconnection Detection Oper Detection \ A \ A \ A \ A ‘

If the digital operator is disconnected from the inverter, this parameter selects whether the inverter
detects this condition.

Setting Description
0 Detection is disabled. Operation continues (factory default).
1 Detection is enabled. When the inverter detects that the digital operator has been discon-

nected while running, the inverter coasts to stop and the error message “OPR Operator
Disconnected” is displayed on the digital operator, after it is connected again.

This function can only be activated when the run command comes from the digital operator.

02-07 Operation Time Setting Elapsed TimeSet | a | a | a | a |
Setting Range: 0 to 65535 Hours
Factory Default: O Hours
Setstheinitia value for the cumulative operation time. Operation time starts accumulating from the set
value. Thisisvery useful for preventive maintenance purposes.
02-08 Cumulative Operation Time Selection Elapsed TimeRun | a | a | a | a |
Defines the operation time that accumulatesin the timer.
Setting Description
0 Power-On time is the accumulated time (factory default).
The timer counts the time while the inverter power supply is turned ON as operation time.
1 Running time is the accumulated time. The timer counts the time while the inverter is running
as operation time.
02-09 Initialization Mode Selection Init Mode Sel oA | oA ] A |
Sets factory defaults to worldwide specifications.
Setting Description
0 Japanese specifications
1 American specifications (factory default)
2 European specifications
3 OMRON specifications
After changing this setting, reinitialize the inverter in parameter A1-03. Thisinitialization affects mar-
ket-driven parameter settings (motor-related parameters, carrier frequency, inverter rated current, etc.)
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Section: Auto-Tuning
Auto-Tuning Procedure

Main Menu: Auto-Tuning <ENTER>
Adaptation to most all 3 phase induction motors manufactured worldwide is possible with the VS-
616G5’ s automatic tuning function. Available in both open loop vector and flux vector control modes,
the inverter asks the user for minimal motor information, then guides the user through a quick, simple
tuning process. Below is the motor data required for automatic tuning in the quick-start mode:

Motor Rated Voltage Sets motor rated voltage in VAC. - - Q Q
Motor Rated Current Sets motor rated current in A. - - Q Q
Motor Rated Frequency Sets motor rated frequency in Hz. - - Q Q
Motor Rated Speed Sets motor rated speed in rpm. - - Q Q
Number of Motor Poles Sets the number of motor poles. - - Q Q
Motor Selection Chooses connected motor as 1st or 2nd motor.| - - Q Q

After scrolling through tuning parameters using the U key, depress the Run key to begin auto-tuning.
During tuning, “Tune Proceeding” flashes on the digital operator display. After complete, “ Tune Suc-
cessful” is displayed.

Note: If the Stop key is depressed during tuning, auto-tuning is interrupted and the motor coaststo
stop. The data changed during tuning returnsto its original values.

After tuning is complete, depress the Menu key to exit the auto-tuning mode.
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Appendix

VS-616G5 Parameter List A1-A2 Initialize

1. Parameter List

Change Parameter Access Level
Name ' ' during
: Display) g g | (Digital Op Play) | CEnabed| V| wl | Loop Vector g
x Disabled PG | Vector
0: English
1. Japanese
Language 1 2: Deutsch <1110>
A1-00 |[Selection 0.1 1 (Noted) 3: Francais <1110> 0 Q Q Q Q
(Select Language) 4. ltaliano <1110>
5. Espanol <1110>
6: Portugues <1110>
0: Operation Only
Access Level 1 Us_er Level (Note 5)
Al1-01 (Access Level) 0~4 1 2 |2: Quick-Start [Q] 0 Q Q Q Q
3: Basic Level [B]
s 4. Advanced Level [A]
E Control Method 0: VIF Control
S | AL02 |Selection 0~3 1 0 |1 VIF wiPG Fabk X Q Q Q Q
Q = (Control method) (Notel) |2: Open Loop Vector
= 3: Flux Vector
s 0 0 : Nolnitialize
Initialize 1110 1110: User Initialize (Note 7)
AL-03 (Init Parameters) 2220 N/A 0 2220: 2-Wire Initialize X Q Q Q Q
3330 3330: 3-Wire Initialize
Password protection for:
A1-01 Access Level
Password 1 * 0000~ A1-02 Control Method
AL-04 (Enter Password) 9999 ! 0000 A1-03 Initialization X Q Q Q Q
A2-01 to A2-32 User Parame-
ters (If selected)
%)
L .
% AZ01L |User Setting User Parameter 1 to
e ~ Parameters — — — User Parameter 32 X A A A A
% A2-32 |(Function A2)
3
Note 1 Not initialized. (Domestic standard specifications: A1-01 =1, A1-02 =2)
Note 2 Setting range is only 0 and 1 when the control method is set to flux vector control (A1-02 = 3)
Note 5 Selection “1: User Level” is only available after selecting setting 4: Advanced Level and then entering a user parameter in A2-01.
Note 7 Setting 1110: User Initialize is only available after setting Parameter No. 02-03 to 1.
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Appendix
VS-616G5 Parameter List B Application

Change Parameter Access Level
Name . . during
o " g g | SO0 S DO ey O Vo g | e
: Display) g g | (Digital Op Play) | CEnabed| V| w/ | Loop Vector g
x Disabled PG | Vector
0: (Operator)
1: (Terminals)
Reference Selec- 2: Communication (Serial
B1-01 |tion 0~4 1 1 Com) X Q Q Q Q
(Reference Source) 3: (Option PCB)
4. (EWS) Reference from CP-
717 <1110>(Note 8)
0: (Operator)
1: (Terminals)
Operation Method 2: Communication(Serial
B1-02 |Selection 0~4 1 1 Com) X Q Q Q Q
(Run Source) 3. (Option PCB)
4. (EWS)Runfrom CP-717
<1110> (Note 8)
0: (Ramp to Stop)
Stopping Method 0~3 ;: (ggaif;et(c)ts)tr? ?()) stop
B1-03 |Selection 1 0 ' ; X Q Q Q Q
- g (Stopping Method) (Note 2) '(DC|n| to Stop) o
% q’::, 3: Coast to stop with timer
S| g (Coast w/Timer)
§ 2 Reverse Operation i
@ |2 | BL04 |Prohibit 0,1 1 o |0 (Reverse Enabled) X B B B B
=) 1: (Reverse Disabled)
3|8 (Reverse Oper)
o7 0: Run at frequency reference
Operation Selec- (Run at Freq Ref)
tion for Setting of 1: (STOP)
BL05 1£1.00 or less 0-3 ! O |2: Run at minimum frequency X i i i A
(Zero-Speed Oper) (RUN at Min Freq)
3. (RUN at Zero RPM)
Digital Input Scan .
B1-06 |Time 0,1 1 1 2; ESmeSS_'ZZSSC?]T)) X A A A A
(Cntl Input Scans) '
Operathn s_elect|on 0: Cycle external run
after switching to (Cycle Extern RUN)
B1-07 |remote mode 0,1 1 0 1: Accept external run X A A A A
(LOC/REM RUN (Accept Extern RUN)
Sel)
Run command
B1-08 acceptance while 0: Disabled
<1110> ) 0,1 1 0 : X A A A A
being programmed 1: Enabled
(RUN CMD at PRG)

Note 2  Setting range is only 0 and 1 when the control method is set to flux vector control (A1-02 = 3)
(Tentative) Setting parameter B1-01 or B1-02 to 4 allows reference and/or run source from CP-717 when either CP-916 or CP-216 option cards are

Note 8
installed.

Note 9 Drive can be switched between local and remote mode while continuing to run. When switching from remote to local the last remote speed command will
be set as the local speed for a bumpless transition.
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VS-616G5 Parameter List B Application

Change Parameter Access Level
Name . . during
Fucton 7 oigal Operaor | EE0CR TS VR it Operator Disply) | 0PN WO i | s
d Dlsplay) g g g p play o: Enabled VIt w/ LOOp Vector g
x Disabled PG | Vector
DC Injection
poop |rakngStaring 00~ g4, | g — X B | B | B | B
Frequency 10.0
(DClnj Start Freq)
o DC Injection
< | B2-02 |Current 0~100 1% 50 — X B B B
@ (DClnj Current)
2 DC Injection Time
2 at Start 0.00~
= " —
S B2-03 (DClnj Time 10.00 0.01s | 0.00 X B B B B
S‘ @Start)
g DC Injection
2 Braking Time at 5 . _ '
€ | B204 |Stop 26080 0.01s | 0.50* thWhet”t.Oz .090‘0(1) (Agilca”)’ X B B B B
T (DCInj Time . e setting is 0.00s.
@Stop)
Magnetic Flux Com- .
5 B2-08 engsation Capacity | 0~500 1% 0 100% is no-load current value « A A
s <1110> pF. dC pacty at Min. frequency (E1-09)
= (FieldComp)
g 0: Disabled
o .
S Speed Search 3 .F;Ecrlz?lesdettin defaults to 0:
e B3-01 |SelectionatStart | 0,1 1 or | acloryseting : X A A A A
(SpdSrch at Star) Disabled except when (Al-
P 02=1) (VIF wIPG Fdbk) or 3
= (Flux Vector).
% Speed Search * Factory setting defaults to 150
B | B3-02 |Operation Current | 0~200 | 10 | 150+ |"henAL-02=0 (v/F Control) X A A
=3 (SpdSrch Current) When A1-02=2 (Open Loop
Vector), the default is 100.
Speed Search
Deceleration Time 0.1~
B3-03 (SpdSrch Dec 10.0 0.1s 2.0 — X A A
Time)
o Timer Function 0.0~
2 § B4-01 |On-delay Time 3600 0.1s 0.0 — X A A A A
_lg né (Delay-ON Timer) '
z9 Timer Function 0.0~
& § B4-02 |Off-delay Time 3000 | 01s | 00 — X A A A A
o (Delay-OFF Timer) '
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VS-616G5 Parameter List B Application

Change Parameter Access Level
Name . . during
o " g g | SO0 S DO ey O Vo g | e
d Dlsplay) g g g p play, o Enabled Vi w/ LOOp Vector g
x Disabled PG | Vector
0: (Disabled)
1. (Enabled D=Fdbk)
2: Enabled D = Feed-For-
ward (Enabled D=Fdfwd)
PID Control Mode 3. Reference = Frequency
B5-01 |Selection 0~4 1 0 Reference + PID Output X A A A A
(PID Mode) (Fref+PID D=Fdbk)
4: Reference = Frequency
Reference + PID Output
D is feed-forward
(Fref+PID D=Fdfwd)
Proportional Gain 0.00~ 0
B5-02 |(P) 25,00 0.01 1.00 — A A A A
(PID Gain) '
Integral (I) Time 0.0~ 0
B5-03 (PID | Time) 360.0 0.1s 1.0 — A A A A
Integral (I) Limit 0.0~ 0 0
B5-04 (PID | Limit 1000 0.1% | 100 A A A A
s Derivative (D) Time | 0.00~ 0
% § B5-05 (PID D Time) 10.00 0.01s | 0.00 — A A A A
2la PID Limit 0.00~ 0
= " 0 i
<& T B5-06 (PID Limif) 1000 0.1% | 100.0 A A A A
o o
PID Offset
o o _ ~
3| < | B507 |Adjustment 338600 01% | 00 — 0 A A A A
@5 (PID Offset) :
PID Primary Delay 0.00~ 0
B5-08 |Time 16 00 0.01s | 0.00 — A A A A
(PID Delay Time) '
s509 [P0 0u o Y
7 | Selection 0,1 1 0 ) X A A A A
<1110> (Output Level Se) 1. PID Reverse Output [X-1]
(Rev Character)
B5-10 |PID Output Gain 0.0~
<1110~ |(Output Gain) 25.0 1 10 B X A A A A
0: When PID output is nega-
tive, motor direction is not
changed, PID output is lim-
B5-11 |PID Output Reverse ited to 0.
<1110> |Selection 0,1 1 0 (O limit) X A A A A
(Output Rev Sel) 1. When PID output is nega-
tive, motor reverses direc-
tion.
(Reverse)
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VS-616G5 Parameter List B Application

Change Parameter Access Level
Name . . during
Funcion| | @it Operaor | (20 S0 gt OperatorDisplay) | O WO | Saan
d Dlsplay) g g g p play o: Enabled VIf w/ LOOp Vector g
x Disabled PG | Vector
. PID feedback missing
detection disabled. (Dis-
abled)
. PID feedback missing
detection enabled. (Alarm)
B5-12 ErleDnEg?\;ljizzic: Ref- Operation continues after
) . g . 0~2 1 0 detection, “Fbl" alarm is dis- X A A A A
<1110> |Detection Selection played
_ (Fb Los Det Sel) . PID feedback missing
I= detection enabled. (Fault)
S Inverter output is shut off
a after detection, “Fbl" is dis-
o played.
PID Feedback Ref-
BS-13 lerence Missing | o 150 | 196 | o B X Al A A | A
<1110> |Detection Level
(Fb los Det Lvl)
- PID Feedback Ref-
S B5-14 |erence Missing 0.0~ —
8 <1110> | Detection Time 255 | 018 | 10 X A A A A
;(& (Fb los Det Time)
= Dwell Frequency at 0.0~
3 B6-01 |Start 460 0 0.1Hz | 0.0 — X A A A A
(O (Dwell Ref @Start) '
ﬁ Dwell Time at Start 0.0~
§ B6-02 |(Dwell Time @ 1'0 0 0.1s 0.0 — X A A A A
g Start) '
* Dwell Frequency at 0.0~
S | B6-03 |Stop 40'0 0 0.1Hz | 00 — X A A A A
.§ (Dwell Ref @ Stop)
3 Dwell Time at Stop |~
B6-04 |(Dwell Time @ 16 0 0.1s 0.0 — X A A A A
Stop) '
° Droop Control Gain | 0.0~ 0
g Br-01 (Droop Quantity) 1000 | 0% | 00 0 A
© (=]
=
S g
59 Droop Control 0,03~
S g B7-02 |Delay Time 2 00 0.01s | 0.05 — 0 A
§ a (Droop Delay Time) '
e
T
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VS-616G5 Parameter List B Application

Change Parameter Access Level
Name . . during
o) | (g g | S S0 oty R ommn W o |
d Dlsplay) g g g p play, o Enabled Vi w/ LOOp Vector ]
x Disabled PG | Vector
Bg.0 |TerSAINgGaN o 105 | g9 | go - X AL oA |- -
(Energy Save Gain)
Energy-saving 0.0~
2 | B8-02 |Frequency . 0.1Hz | 0.0 — X A A - -
= 400.0
s 3 (Energy Save Freq)
‘S | z | B8-03 |Energy -saving 0.1 1 o |0 (Disabled) ) ] ERECRREG
§ @ | <1110> |Mode Selection ' 1. (Enabled) Note | Note
< o Enerav-saving Con- *When control mode Al-
o2 | Ba.O4 | D SeVINg 0.0~ . 02=3, default factory F | F
3|8 trol Gain (Energy 0.1 0.7 . 0 - -
518 <1110> . 10.0 setting becomes1.0 Note Note
= Save Gain)
LL
Energy-saving Con- 5 *When control mode Al-
?ﬁlgf trol Time Constant 20080 0.01s | 0.50* |02 =3, default factory 0 - - il(()/:;a) il(()/:;a)
(Energy Save F.T) ' setting becomes.01
Zero-servo gain R
= B9-01 (Zero Servo Gain) 0100 1 S - X A
[<5)
P Zero-servo 0~
E B9-02 |Completion Width 16383 1 10 — X - - - A
(Zero Servo Count)
Note: USA (02x09=1) and EUR. (02x09=2) are
Advanced, others are Factory setting.
Acceleration Time 1
clol (Accel Time 1) 100 B 0 Q Q Q Q
Deceleration Time 1
c1-02 (Decel Time 1) 100 - 0 Q Q Q Q
Acceleration Time 2
C1-03 (ACCE' Time 2) Depends Seoen 10.0 — 0 B B B B
Deceleration Time 2| " penas
C1-04 (Decel Time 2) C1-10 on 10.0 — 0 B B B B
Acceleration Time 3 CL10
C1-05 ) 10.0 — X A A A A
_ (Accel Time 3) 0,00~
o & | c1o6 DDece'le?“O”,o,T me 3| 600,00 100 - X Al A A | A
s 3 ,(A eCT |me T) i or 0.01sor
2 8 | croy |feceeraloniimed g0 015 | 99 - X Al A A | A
o= (Accel Time 4) -
s|Q Deceleration Time 4| 6000.0
S| g | C1-08 . : 10.0 — X A A A A
CRIE= (Decel Time 4)
L% Emergency Stop
C1-09 [Time 10.0 — X B B B B
(Fast Stop Time)
Accel/Decel Time 0 g%tlusmg) foeicgteelégﬁgzl)tlme s
C1-10 ([Set Unit 0.1 1 1 e I X A A A A
(Acc/Dec Urits) 1: Set unit of accel/decel time is
0.1s. (0.1 Seconds)
Accel/Decel Time
Switching 0.0~
Cl-11 Frequency 400.0 01Hz | 0.0 — X A A A A
(Acc/Dec SW Freq)
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Change Parameter Access Level
Name ' ' during
: Display) g g | (Digital Op Play) | CEnabed| V| wl | Loop Vector g
x Disabled PG | Vector
S-Curve Character-
istic Time at Accel- | 0.00~
g C2-01 eration Start 550 0.01s | 0.20 — X A A A A
E (SCrv Acc@ Start)
o S-Curve Character-
=i istic Time at Accel- | 0.00~
8 C2-02 eration End 250 0.01s | 0.20 — X A A A A
3} (SCrv Acc@ End)
S S-Curve Character-
= istic Time at Decel- | 0.00~
T | C2-03 eration Start 550 0.01s | 0.20 — X A A A A
(SCrv Dec @ Start)
* Default factory setting is 0.0
Slip Compensation when A1-02=0 [V/F mode].
C3-01 |Gain 0.0~25| 0.1 1.0*  |When A1-02=2 [Open Loop 0 B B B
(Slip Comp Gain) Vector] or 3 [Flux Vector]
default factory setting is 1.0
* Default factory setting is
o Slip Compensation 2000ms when A1-02=0 [V/F
S C3-02 |(Primary Delay Time |{0~10000/ 1ms | 200* |mode]. When A1-02=2 [Open X A A
O (Slip Comp Time) Loop Vector] default factory
% § setting is 200ms.
5|8 Slip Compensation
g | C3-03 |Limit 0~250 | 1% 200 — X A A
§ (Slip Comp Limt)
= Slip Compensation
v Selection durin 0 : Disabled
2 €304 Regeneration ’ 0.1 ! 0 1: Enabled X A A
E (Slip Comp Regen)
Lc’ 0 : Magnetic flux is calculated
2 by output frequency after
c . .
T C3.05 Flux Calculation ::r?CrlrL%eer:js)atlon. (Slip
) Method 0,1 1 0 ] ) . X A
<1110> ( Flux Select) 1 : Magnetic flux is calcu-
lated by output frequency
before compensation.
(Slip Excluded)
306 Output Voltage
’ Limit Operation 0 : Disabled (Note 10
<0 SeIecticE)n 0.1 ! 0 1: Enabled ENote 11)) X A A

(Output V limit)

Note 10 When this parameter is “0" slip compensation will be disabled when the motor is operating above its base speed. The motor voltage will not be reduced above base

speed.

Note 11  Open Loop Vector: When this parameter is set to “1" the motor voltage will be reduced slightly when the motor is operating above 90% base speed. Slip Compensa-
tion is enabled. Speed control accuracy is improved. This may prevent speed instabilities due to motor voltage saturation. This setting may improve speed regulation
however motor torque/amp will be reduced by up to 10% due to motor voltage reduction above base speed. Flux Vector: Torque linearity is improved.
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Change Parameter Access Level
Name . . during
Funcion |~ ™| (Digital Operator gettmg SEtn_rt\g l;aitt_o i Dicital g ematrksD_ | Operation VIt Open | o o Suft.er
. Display) ange ni etting |  (Digital Operator Display) o Enabed | VI W Loop Vector etting
x Disabled PG | Vector
Torque Compensa- 0.00~
C4-01 [tion Gain 2 50 0.01 1.00 — 0 B B B -
(Torq Comp Gain) '
*When A1-02=2 [Open Loop
Torque Compensa- Vector] factory default setting is
C4-02 |tion Time 0~10000| 1ms 20* |20 ms. When A1-02=1or 3 [V/ X A A A -
- (Torq Comp Time) F or VIF w/PG] factory default
% setting is 200 ms.
% Functions only when starting a
g Forward Torque motor. Torque reference and
S | c403 Compensation 0.0~ 0.1% 0.0 motor flux can be ramped up X i i A i
‘é <1110> [Value @ Start 200.0 4 ' quickly to improve speed
ks (F TorgCmp @start) response during start. A set-
S ting of 0.0 disables this feature.
S Functions only when starting a
= Eg‘ﬁ;ﬁ;;ﬁ:e motor. Torque reference and
)
T | C4-04 Value @ Start, 200.0~ 0.1% 0.0 mqtor flux_can be ramped up X i i A i
<1110> (R TorqCmp @ 0.0 quickly to improve speed
start) amp response during start. A set-
ting of 0.0 disables this feature.
C4-05 Torque Compensa- When 0~4ms is set, it is oper-
} tion Time Constant | 0~200 | 1ms 10 |ated without filter. Functions X - - A -
<1110>
= (TorgCmp Delay T) with C4-03 and C4-04.
g , When A1-02=1 [V/f w/PG] fac-
5 501 ,(Aps)lzzirr:)piomonal 000~ | o1 | 5oqq+ 10TV default setting is .20, . ) 8 ) 8
=3 . 300.00 ' ' When A1-02=3 factory default
S (ASR P Gain 1) S
5 setting is 20.00.
When A1-02=1 [V/f w/PG] fac-
A.S R Integral (1) 0.000~ tory default setting is .200.
C5-02 |Time 1 0.001s | 0.500* - 0 - B - B
(ASR 1 Time 1) 10.000 When A1-02=3 factory default
setting is .500
. When A1-02=1 [V/f w/PG] fac-
> ASR P_r oportional 0.00~ tory default setting is .02 When
£ | C5-03 |(P)Gain2 0.01 | 20.00* - : 0 - B - B
= . 300.00 A1-02=3 factory default setting
2 (ASR P Gain 2) i< 20.00
- .00.
2 When A1-02=1 [V/f w/PG] fac-
5 C5.04 ?ni]i Igtegral M 0.000~ 0.001s | 0500% tory default setti[r:g is .050]. 0 i B i B
5 (ASR 1 Time 2) 10.000 | & ' When A1-02=3 factory default
= setting is .500.
Z ASR Limit 0.0~
- : 0 — - - -
C5-05 (ASR Lim) 20,0 0.1% 5.0 X A
ASR Primary Delay 0,000~
C5-06 |[Time 0 500 0.001s | 0.004 — X - - - A
(ASR Delay Time) '
ASR Switching 0.0~
C5-07 |Frequency 460 0 0.1Hz | 0.0 — X - - - A
(ASR Gain SW Freq) '
C5-08 aSSRR'?ﬁg:;‘)' M oa00 | 1| 400% - X N
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Change Parameter Access Level
Name . . during
Fucion| "0 | il Operaor | 8 S E Operar iply) | 0P o | e
d Dlsplay) g g g p play o: Enabled VIf w/ LOOp Vector g
x Disabled PG | Vector
> Carrier Frequency 0.4
= _— i e
g | C6-01 |UpperLimi 15,00 | 0-1KHZ| 15.0 |\when control mode is vector X B B B B
& (Carrier Freq Max) control (A1-02=2, 3), the setting
- Carrier Frequency 0.4~ range of C6-01 and C6-02 is
E | C6-02 I_.ower Limit. (Car- 1'5_0 0.1kHz | 15.0* |20 ~15.0. X A A
bt rier Freq Min) ** Setting range and factory
2 Carrier Frequency setting differ depending on
| g | C6:03 |Proportional Gain | 00-99* | 1 | 00 | inverter capacity. X A A
5 5 (Carrier Freq Gain)
O = Hunting Prevention .
S % C7-01 |Selection 0,1 1 1 23 gf;é’lfg X A A
O3 (Hunt Prev Select) '
a
g
IS . .
2 Huntlng Prevention 0.00~
> | C7-02 |Gain 550 001 | 1.00 — X A A
s (Hunt Prev Gain) '
g
T
AFR Gain 0.00~
o C8-08 (AFR Gain) 10.00 001 | 1.00 — X A
g _ AFR Time Constant | .
o ; C8-09 (AFR Time) 0~2000 | 1ms 50 X A
§ £ 0: Carrier frequency is
o & Carrier 2 kHz.
§ 3 8-30 Frequency 1: Carrier frequency depends A A
G| § | i |Selection during 0~2 1 0 on C6-01. X
= Auto-tuning 2. Carrier frequency is
i (Carrier in tune) 5kHz. (185~300 kW: 2.5
kHz)
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Change Parameter Access Level
Name . . during
o) " (g g | S S0 oty R onmn W o |
d Dlsplay) g g g p play, o Enabled Vi w/ LOOp Vector ]
x Disabled PG | Vector
Frequency 0.00~
D1-01 |Reference 1 460 00 0.01Hz | 0.00 — 0 Q Q Q Q
(Reference 1) '
Frequency 0.00~
D1-02 |Reference 2 40'0 00 0.01Hz | 0.00 — 0 Q Q Q Q
(Reference 2) '
Frequency 0.00~
D1-03 |Reference 3 40'0 00 0.01Hz | 0.00 — 0 Q Q Q Q
(Reference 3) '
) Frequency 0.00~
& | D1-04 |Reference 4 460 00 0.01Hz | 0.00 — 0 Q Q Q Q
2 (Reference 4) '
o
= Frequency 000~
& | D1-05 |Reference 5 400.00 0.01Hz | 0.00 — 0 B B B B
% (Reference 5) '
s Frequency 0.00~
‘S | D1-06 |Reference 6 40'0 00 0.01Hz | 0.00 — 0 B B B B
T (Reference 6) '
g Frequency 0.00~
S D1-07 |Reference 7 . 0.01Hz | 0.00 — 0 B B B B
o 400.00
2 (Reference 7)
o Frequenc
© quency 0.00~
= D1-08 | Reference 8 0.01Hz | 0.00 — 0 B B B B
2 400.00
5 (Reference 8)
Jog Frequency 0.00~
D1-09 |Reference 40'0 00 0.01Hz | 6.00 — 0 Q Q Q Q
(Jog Reference) '
o Frequency Refer-
o ‘S D2-01 [ence UpperLimit |0.0~1100| 0.1% | 100.0 — X B B B B
S m (Ref Upper Limit)
S g Frequency Refer-
T £ D2-02 [ence Lower Limit |0.0~1090| 0.1% 0.0 — X B B B B
o (Ref Lower Limit)
8 | paop [JUmpFrequencyl o4 s000| 01Hz | 00 — X B B B B
2 (Jump Freq 1)
=)
S | Do |JUMPFreuency2 14, a0 0.4Hz | 0.0 _ X B B B B
i (Jump Freq 2)
o
E | pao3 [VUMPFrEAUNey3 160 4000| 0.4Hz | 0.0 — X B B B B
2 (Jump Freq 3)
g Jump Frequency
5 | D3-04 |Width 0.0~20.0/ 0.1Hz | 1.0 — X B B B B
5 (Jump Bandwidth)
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Change Parameter Access Level
Name . . during
.| Parameter( . . Setting | Setting | Factory Remarks ; User
Funcion| ", | (Digital Operator Range | Unit | Setting | (Digital Operator Display) Operation i V//f PN i Setting
' Display) 0. Enabled |V’ wi [ Loop |y or
x Disabled PG | Vector
° 0: (Disabled)
% Frequency Refer- No hold frequency is memo-
=1 1 |ence Hold Function rized.
& | P+ Iselection 0.1 ! 0 1 (Enabled) X A A A A
3 (MOP Ref Memory) Hold frequency is memo-
§ rized.
2 +Speed Limits *When 02-09=1 [USA], the unit
> _ - ~ 0 * '
T | D02 (Trim Control Lvl) 0-100 | 1% 25" s 1006, <24> X A A A A
Torque Control .
D5-01 |Selection 0,1 1 0 2: E?gfi‘l%%rml)) X A
§ (Torg Control Sel) ' a
% Torque Reference
& = D5-02 |Delay Time 0~1000 | 1ms 0 — X A
E= (Torque Ref Filter)
3|3 Speed Limit 1: (Analog Input) terminal 13,
© 13 | D503 |Selection L2 | 1 1 14 X A
S (Speed Limit Sel) 2: (Program Setting)
3 Speed Limit -120 ~ 0
5 D5-04 (Speed Lmt Value) | +120 1% 0 o X A
e Speed Limit Bias 0
T | D5-05 (Speed Lmt Bias) 0~120 | 1% 10 — X A
Speed/torque
D506 |COMOISWIENING 101000 1ms | o - X A
Timer
(Ref Hold Time)
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Change Parameter Access Level
Name . . during
i " g g | SO S DO e OO g | e
d Dlsplay) g g g p play, o Enabled Vi w/ LOOp Vector g
x Disabled PG | Vector
Input Voltage 125555 (l%l(())(t)e When 02-09=1 [USA], the
E1-01 |[Setting (Note 1V 13) value is 1.15 times of Japanese X Q Q Q Q
(Input Voltage) 13) spec., which is 230/200
. 0: (Std Fan-Cooled)
E1.0p |MOWrSeleCtion © o451 1 | 0 |1 (tdBlower-Cooled) x 1ol o] | q
(Motor Selection) :
2. (Vector Motor) <1110>
VIf pattern selection
0: 50Hz
1: 60Hz Saturation
2: 50Hz Saturation
3:72Hz
4; 50Hz Variable Torque 1
5: 50Hz Variable Torque 1
c Vif Pattern 6: 60Hz Variable Torque 1
L | E1-03 [Selection 00~0F 1 OF |7: 60Hz Variable Torque 2 X Q Q Q Q
g & (VIF Selection) 8: 50Hz High Starting Torque 1
s \5 9: 50Hz High Starting Torque 2
- o A: 60Hz High Starting Torque 1
3l c B: 60Hz High Starting Torque 2
o |2 C: 90Hz
L% D: 120Hz
E: 180Hz
F: User-defined V/f pattern
*Factory setting differs depend-
Max. Output 40.0~40 60.0* |ing on the inverter capacity 02-
E1-04 |(Frequency 0.0 0.1Hz | (Note |04. X Q Q Q Q
(Max Frequency) 13) |When 02-09=2 [EUR.], the
value is 50.0Hz.
*Factory setting differs depend-
0.0~ 200.0 |9 oN the inverter capacity (02-
Max. Voltage 2550 (Note 04).
E1-05 (Ma>.< Voltage) (Note | 0.1V 13)° X Q Q Q Q
13) When 02-09=1 (USA), the
value is 1.15 times of Japanese
spec., which is 230/200
Note 13: This value is for the 200V class. For 400V class, the value is twice that of 200V class. For 575V class, then modify the values by 575/200
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Change Parameter Access Level
Name ' ' during
: Display) g g | (Digital Op Play) | CEnabed| V| wl | Loop Vector g
x Disabled PG | Vector
*Factory setting differs depend-
Max. Voltage 0.0~ 60.0* |ing on the inverter capacity (02-
E1-06 |Frequency 460 0 0.1Hz | (Note |04). X Q Q Q Q
(Base Frequency) ' 13) | When 02-09=2 (EUR.), the
value is 50.0Hz.
*Factory setting differs depend-
ing on the inverter capacity (02-
) 3.0* |04).
Mid. Output 0.0~ (Note | When 02-09=2 (EUR.), AL-
ELO7 (Fn;?((j]ﬁgaﬁency p | 4000 01Hz | "13) |02=0, and E1-03=0F thevalue | Q Q A F
is 5/6 times that of Japan
spec.[for a V/F pattern with a
50Hz base frequency]
*Factory setting differs depend-
Mid. Output 25?30;) 110 g}f) on the inverter capacity (02-
LG |reency Volage | e | 01V 008 Nwnenopogsi s e * @ @ AT
13) value is 1.15 times of Japanese
spec., which is 230/200 .
5 B *Factory setting differs depend-
% § Min. Output . . 31‘% on the inverter capacity (02-
o| g | E1-09 |Frequency X 0.1Hz ' ’ _ X Q Q Q A
3| g (Min Frequency) 400.0 (Note |When 02-09=2 (EUR.), Al-
O~ 13) |02=0, and E1-03=0F, the value
is 5~6 times of Japan.
*Factory setting differs depend-
Min. Output 205.gl~0 20 g;(;;) .on the inverter capacity (02-
E1-10 (F,\r/ﬁﬂ‘:f:“cgg\é)c’“age Note | OV (i\';)’ie When 02-09=1 (USA), the X Q Q A F
13) value is 1.15 times of Japanese
spec., which is 230/200.
Mid. Output Fre- 0.0~
E1-11 [quency 2 40'0 0 0.1Hz 0.0 — X A A A A
(Mid Frequency B) '
0.0~
Mid. Output Fre- 255.0 *When 02-09=1 (USA), the
E1-12 |quency Voltage 2 (Note | 0.1V 0.0 |valueis 1.15times of Japanese X A A A A
(Mid Voltage B) 13) spec., which is 230/200.
*
Base Voltage ZOF;g 0 ?ﬁgtg *When 02-09=1 (USA), the
E1-13 (Base Voltage) (Noie 0.1v 13) value is 1.15 times of Japanese X A A Q Q
13) . |spec., which is 230/200.

Note 13: This value is for the 200V class. For 400V class, the value is twice that of 200V class. For 575V class, then modify the values by 575/200
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Change Parameter Access Level
Name . . during
i " g g | S0 S DO e O Vo g |
: Display) g g | (Digital Op Play) | CEnabed| V| w/ | Loop Vector g
x Disabled PG | Vector
Motor Rated
E2-00 (Motor Rated ) o o o X i i i i
Motor Rated 0.1~
E2-01 |Current 15'00 0 0.1A* | 1.9+ X Q Q Q Q
(Motor Rated FLA) '
E2-02 xﬂ";gf;;f:dss"ﬁp) %’80 001Hz | 290% |+ When invertercapaciy is X Al A Q| Q
7.5 kW or less, min. setting
Motor No-load 0.00~ unit becomes 0.01 A
E2-03 |Current 15'00 0 0.01A* | 1.20* R X A A Q Q
(No-Load Current) ' " N
Factory setting differs
Number of Motor depending on inverter
E2-04 (Poles 2~48 | 1pole 4 capacity (02-04). X - Q - Q
(Number of Poles)
Motor Line-to-line
o | E2:05 |Resistance 0.000~ | 0.001 | g ges X A A A A
=2 X 65.000 w
.3 (Term Resistance)
2ls Motor Leak 0.0~
= |2 | E206 |Inductance 300 | 0% | 1827 X - - A A
= .
2| i (Leak Inductance)
5|8 Motor Iron-core
§ Saturation Coeffi- 0.00~
L | E2-07 |cientl 650 0.01 0.50 — X - - A A
(Saturation Comp '
1)
Motor Iron-core
Saturation Coeffi- 0.00~
E2-08 |cient2 675 0.01 0.75 — X - - A A
(Saturation Comp '
2)
Motor Mechanical 0.0~
E2-09 |Loss 1'00 0.1% 0.0 — X - - - A
(Mechanical Loss) '
Motor Iron Loss of
Torque Compensa- 0~ Access level is changed from
E210 1ion (Tcomp Iron 65535 | W Y% TEoA <o X A A . .
Loss)
VS-616G5 Programming Manual 139




Appendix

VS-616G5 Parameter List E Motor

Change Parameter Access Level
Name . . during
Funcion| | @it Operaor | (20 S0 g OperatorDisplay) | O WO | o
d Dlsplay) g g g p play o: Enabled VIf w/ LOOp Vector g
x Disabled PG | Vector
=}
:%
(3]}
= 0: (V/F Control)
o .
£ Motor 2 Control 1: (VIF wiPG Fdbk)
S | E3-01 |Method Selection 0~3 1 2 : X A A A A
™ (Control Method) 2: (Open Loop Vector)
w 3: (Flux Vector)
S
g
T
Motor 2 Max. Out- 400~ A A A A
E4-01 |put Frequency 40'0 0 0.1Hz | 60.0 — X (Note | (Note | (Note | (Note
(Max Frequency) ' 14) 14) 14) 14)
Motor 2 Max. zoégo 200.0 A A A A
E4-02 | Voltage (Noie 0.1V | (Note — X (Note | (Note | (Note | (Note
5 ( Max Voltage) 13) 13) 14) 14) 14) 14)
2 Motor 2 Max. 0.0- A A A A
= o | E403 Voltage Frequency 40'0 0 0.1Hz | 60.0 — X (Note | (Note | (Note | (Note
8| ¢ (Base Freguency) ' 14) 14) 14) 14)
© % Motor 2 Mid. 0.00~ * Factory setting differs A A A F
& E4-04 |Output Frequency 1 4'00 0 0.1Hz | 3.0* |depending on the control X (Note | (Note | (Note | (Note
= (Mid Frequency) ' method [E3-01] 14) 14) 14) 14)
<t 0
uccj g/lgttolrjf F’\r/leld.uenc 20&';2~0 11.0 |* Factory setting differs A A A F
§ E4-05 Voltgge 1 quency (Noie 0.1V | (Note |depending on the control X (Note | (Note | (Note | (Note
> * |
T (Mid Voltage) 13) 13)*  |method [E3-01] 14) 14) 14) 14)
Motor 2 Min. 0.0~ * Factory setting differs A A A A
E4-06 |Output Frequency 40'0 0 0.1Hz | 0.5* |depending on the control X (Note | (Note | (Note | (Note
( Min Frequency) ' method [E3-01] 14) 14) 14) 14)
g/lgttolrjtZ F’\r/lem.uenc 0.0~ 2 0¥ * Factory setting differs A A A F
E4-07 Voltg o auency | 2850 | 0.av (NoielS) depending on the control X (Note | (Note | (Note | (Note
rag (Note method [E3-01] 14) 14) 14) 14)
(Min Voltage) 13)

Note 13: This value is for the 200V class. For 400V class, the value is twice that of 200V class. For 575V class, then modify the values by 575/200
Note 14: Control mode is determined by E3-01.
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Change Parameter Access Level
Name . . during
o " g g | SO0 S DO e O Vo g | e
d Dlsplay) g g g p play, o Enabled Vi w/ LOOp Vector g
x Disabled PG | Vector
Motor 2 Rated 0.00~ A A A A
E5-01 |Current 1500 0 0.1A* | 1.9+ X (Note | (Note | (Note | (Note
(Motor Rated FLA) ' 14) 14) 14) 14)
. A A A A
E5-02 (MMOé?c:rZRF:l?(;ZdSﬁ“? gé’ga 0.01Hz | 2.90** X (Note | (Note | (Note | (Note
o P ' 1) | 14) | 14 | 19)
S Motor 2 No-load R R o A A A A
s | & | E503 |Current 10588 0 0.01A* | 1.20* ISetp;gsukrv\t/ 1S ?'OlA for mod- X (Note | (Note | (Note | (Note
S s (No-Load Current) ' eis ot oKW oriess. 14) | 14) | 14) | 1)
o
w | = Motor 2 Number of . I - A - A
% 2 | E5-04 |poles 2~48 | 1pole 4 de F;fé?riy Z?]ttilr?\?e?tfre; acity X (Note | (Note | (Note | (Note
5|5 (Motor 2 # Poles) (02p- o1 g P 14) | 14 | 14 | 19
g Motor 2 Line-to-line ' A A A A
Lo i o~
E5-05 Resistor 0.000~ 0,001 9.842** X (Note | (Note | (Note | (Note
(Motor 2 term 65.000 W 14) 14) 14) 14)
Ohms)
Motor 2 Leak Induc- 0.0~ A - A A
E5-06 |tance 3'0 0 0.1% | 18.2** X (Note | (Note | (Note | (Note
(Motor 2 Leak) ' 14) 41) 14) 14)
Note 13: This value is for the 200V class. For 400V class, the value is twice that of 200V class. For 575V class, modify the values by 575/200
Note 14: Control mode is determined by E3-01.
PG Constant 0~ . [*When 02-09=1 (USA), 2
F1-01 (PG Pulses/Rev) | 60000 ! 600 (EUR.), factory setting is 1024 X i Q i Q
Operation Selec- 0: (Ramp to Stop)
) tion at PG Open " 1: (Coast to Stop) i i
F1-02 Circuit 0-3 ! ! 2. (Fast-Stop) X B B
(PG Fdbk Loss Sel) 3: (Alarm Only)
Operation Selec- 0: (Ramp to Stop)
tion at Overspeed " 1: (Coast to Stop)
F1-03 (PG Overspeed 0-3 ! ! 2: (Fast-Stop) X B B
o Sel) 3: (Alarm Only)
> B
3 Operation Selec- 2: E(Figgns[: ttg gttgp))
‘@ | 5 | F1-:04 |tion at Deviation 0~3 1 3 : P X - B - B
S| g PG Deviation Sel 2. (Fast-Stop)
gi O ( eviation Sel) 3. (Alarm Only)
w g 0: Counter-clockwise
S PG Rotation (Fwd = C.C.W)
(=} - e - -
5|8 F1-05 (PG Rotation Sel) 0.1 ! O 1. Clockwise X B B
= (Fwd = C.W)
- PG Division Rate Effective only when control cir-
F1-06 |PG --Pulse monitor | 1-132 | 1 L | ot bond P82 & ueed X . B . B
(PG Output Ratio) '
Integral Value
during Accel/decel 0: (Disabled)
FLO7 | enapleldisable 0.1 ! 0 1 (Enabled) X i B i i
(PG Ramp PI/I Sel)
Overspeed
F1-08 [Detection Level 0~120 1% 115 — X - A - A
(PG Overspd Level)
* When access level is BASIC (A1-03), constant is not displayed unless the option is connected.
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Change Parameter Access Level
Name ' ' during
Fucton 705 oigal Operaor | EE0CR TS RV i Operator Disly) | 0PN WO i | s
d Dlsplay) g g g p play o: Enabled VIt w/ LOOp Vector g
x Disabled PG | Vector
Overspeed * When A1-02=1 [V/f w/PG] fac-
DetectFijon Dela tory setting is 1.0. When Al-
F1-09 Time y 0.0~20 | 0.1s 0.0* |02=3 [ Flux Vector] factory set- X A A
(PG Overspd Time) ting s 0.0.
Excessive Speed
FLd0 |OValONDEEON | o501 10 _ X A A
% (PG Deviate Level)
b Excessive Speed
2 Deviation detection | 0.0~
& F1-11 Delay Time 100 0.1s 0.5 — X A A
g (PG Deviate Time)
* I Number of PG Gear
5|8 Teeth 1
g Lg; F1-12 (PG # Gear Teeth 0~1000 1 0 — X A
| 1)
o
3 Number of PG Gear
o
F1-13 (Tﬁétizeear Teety | 01000 1 0 — X A
2)
PGO Detection
F1-14 [Time 0~10.0 | 0.1s 2.0 — X A A
(PGO Detect Time)
Ey
(b
w
3 Al-14B Card Input -
< | F2-01 |Selection 01 | 1 0 2; gcilhggﬂ'l‘t’lf:)a') X Al A A A
“g- (Al-14 Input Sel)
g
T

* When access level is BASIC (A1-03), constant is not displayed unless the option is connected.
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VS-616G5 Parameter List F Options

Function

Name
(Digital Operator
Display)

Setting
Range

Setting
Unit

Factory
Setting

Remarks
(Digital Operator Display)

Change
during
Operation
0: Enabled
x: Disabled

Parameter Access Level

Vi

Vit
w/
PG

Open
Loop
Vector

Flux

Vector

User
Setting

F3-01

Function F3 DI-08, 16 Setup

Digital Input
Selection
(DI'Input)

0~7

: (BCD 1%)

: (BCD 0.1%)

: (BCD 0.01%)

. (BCD 1Hz)

. (BCD 0.1Hz)

. (BCD 0.01Hz)

: BCD Special setting 5 digit
input, Binary 255/100%
(BCD (5DG) 0.01Hz)

7. (Binary)*

*Set value is displayed as

decimal.

F4-01

Group F Options *

Function F4 AO-08. 12

Channel 1 Monitor
Selection
(AO Ch1 Select)

1~38

Analog Output option Channel 1

1: Frequency reference

2: Output frequency

3: Inverter output current

5: Motor speed

6: Output voltage

7. DC hus voltage

8: Output power

9: Torque reference (internal)

15: External terminal 13 input
voltage

16: External terminal 14 input
voltage

17: External terminal 16 input
voltage

18: Motor secondary current (Ig)

19: Motor excitation current (Id)

20: Primary frequency after SFS

21: Speed controller ASR input

22: Speed controller ASR output

23: Speed deviation

24: PID feedback

26: Voltage reference (Vq out-

put)

27: Voltage reference (Vd out
put)

32: ACR (q) Output

33: ACR (d) Output

36: PID Input <1110>

37: PID Output <1110>

38: PID Reference <1110

F4-02

Channel 1 Gain
(AO Ch1 Gain)

0.00~
2.50

0.01

1.00

F4-03

Channel 2 Monitor
Selection
(AO Ch2 Select)

1~38

Analog Output option Channel 2
selection
(same as F4-01)

F4-04

Channel 2 Gain
(AO Ch2 Gain)

0.00~
2.50

0.01

0.50

F4-05
<1110>

CH1 Output Bias
(AO Ch1 Bias)

-10.0
~10.0

0,1

0.0

F4-06
<1110>

CH2 Output Bias

-10.0
~10.0

0,1

0.0

* When access level is BASIC (A1-03), constant is not displayed unless the option is connected.
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VS-616G5 Parameter List F Options

Change Parameter Access Level
Name . . during
Function Parameter (Digital Operator Setting | Setting | Factory Remarks Operation VA | Open | User
No. Display) Range | Unit | Setting | (Digital Operator Display) | "= ! Vif w | Loop VFetlzjt)c(Jr Setting
x Disabled PG | Vector
=3 Channel 1 Output
& | F5-01 |Selection 00~37 1 0 - X A A A A
o (DO-02 Ch1 Select)
3
P Channel 2 Output 00~37
s | F5:02 [Selection oes | L 1 — X A A A A
5 (DO-02 Ch2 Select)
2
© 5
L Output Mode .
& .
S @ F6-01 [Selection 0,1 1 0 2; Eg‘i’:a'r”dgg:“ﬁg X A A A A
54 (DO-08 Selection) ' youp
|
N 0: (1 X Output Freq)
h 9 Frequency Multiple 1: (6 X Output Freq)
% L F7-01 |Selection 0~4 1 1 |2: (10 X Output Freq) X A A A A
= (PO-36F Selection) 3: (12 X Output Freq)
=2 4: (36 X Output Freq)
o 5 SKFIG 0: (Ramp to Stop)
5 Communication :
c . 1: (Coast to Stop)
2 o F8-01 [Error Detection 0~3 1 1 : X A A A A
S = : . 2: (Fast - Stop)
S W Operation Selection :
T 3. (Alarm Only)
g 0 (E-15 Det Sel)
k=1 . 0: When 1 is shown, EFO
o Option External
w F9-01 |Fault Selection 0,1 1 o | occurs (Normaly Open) X A A A A
= . 1: When 0 is shown, EFO
o (EFO Selection)
5] occurs. (Normally Closed)
Option External
i Fault Detection 0: (Always Detected)
F9-02 Selection 0.1 ! 0 1: (Only During Run) X A A A A
@ (EFO Detection)
P Option External 0: (Ramp to Stop)
(¥p] .
Aa i Fault Detection ~ 1: (Coast to Stop)
e F9-03 Operation Selection 0-3 ! ! 2: (Fast - Stop) X A A A A
E (EFO Fault Action) 3: (Alarm Only)
3 Trace Sampling o
S| F9-04 [Time 60000 | 1 0 — X A A A A
E_') (Trace Sample Tim)
@ Torque Reference/
s Torque Limit Selec-
b= i tion through DP- 0: (Disabled)
5 FO-05 | pam communica- | %1 ! Loy (Enabled) X A
tion (Torq Ref / Lmt
Sel)
DP-RAM Communi-
. 0: (Ramp to Stop)
ganon E”°T Detec 1: (Coast to Stop)
F9-06 |[tion Operation 0~3 1 1 : X A A A A
: 2: (Fast - Stop)
Selection 3: (Alarm Only)
(BUS Fault Sel) : y
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VS-616G5 Parameter List H Terminals

Function

Name
(Digital Operator
Display)

Setting
Range

Setting
Unit

Factory
Setting

Remarks
(Digital Operator Display)

Change
during
Operation
0: Enabled
x: Disabled

Parameter Access Level

Vi

Vit
w/
PG

Open
Loop
Vector

Flux

Vector

User
Setting

Terminal Function
Function H1 Digital Inputs

H1-01

Terminal 3
Selection
(Terminal 3 Sel)

00~77

24

Multi-function input (terminal 3)

0: 3-Wire Control

1: Local/Remote Selection

2: Option/Inverter Selection

3: Multi-Step Reference 1

4; Multi-Step Reference 2

5: Multi-Step Reference 3

6: Jog Frequency Reference

7: Multi-Accel/Decel 1

8: External Baseblock N.O.

9: External Baseblock N.C.

A: Accel/Decel Ramp Hold

B: OH2 Alarm Signal

C: Terminal 16 Enable

D: VIF Mode Select

E: ASR Integral Reset

F: Terminal Not Used

10: MOP Increase

11: MOP Decrease

12: Forward Jog

13: Reverse Jog

14: Fault Reset

15: Fast-Stop N.O.

16: Motor 2 Select

17: Fast Stop N.C. input
<1110>

18: Timer Function

19: PID Disable

1A: Multi-Accel/Decel 2

1B: Program Lockout

1C: Trim Control Increase

1D: Trim Control Decrease

1E: Ref Sample Hold

1F: Terminal 13/14 Switch

24: External Fault

30: PID Integral Reset

31: PID Control Integral Hold

<1110>

60: DC Injection Activate

61: Speed Search 1

62: Speed Search 2

63: Energy Save Mode

64: Speed Search 3

65: KEB Ridethrough N.C.

66: KEB Ridethrough N.O

71: Speed/Torque Control

Change

72: Zero Servo Command

77: ASR Gain Switch

H1-02

Terminal 4
Selection
(Terminal 4 Sel)

00~77

14

Multi-function input (terminal 4)
(same as H1-01)

H1-03

Terminal 5
Selection
(Terminal 5 Sel)

00~77

3(0)
(Note
15)

Multi-function input (terminal 5)
(same as H1-01)

VS-616G5 Programming Manual

145




Appendix
VS-616G5 Parameter List H Terminals

Change Parameter Access Level
Name ' ' during
: Display) g g | (Digital Op Play) | CEnabed| V| wi | Loop Vector g
x Disabled PG | Vector

Terminal 6 4(3)

H1-04 |Selection 00~77 1 (Note — X B B B B
(Terminal 6 Sel) 15)
Terminal 7 6(4)

H1-05 |Selection 00~77 1 (Note — X B B B B
(Terminal 7 Sel) 15)
Terminal 8 8 (6)

H1-06 |Selection 00~77 1 (Note — X B B B B
(Terminal 8 Sel) 15)

Note 15: Factory settings in the parentheses are values obtained at 3-wire initialization.
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VS-616G5 Parameter List H Terminals

Change Parameter Access Level
Name . . during
racion| " @t Operator | (200 ST gt OpratorDisplay | O oo | o
d Dlsplay) g g g p play, o Enabled VIf w/ LOOp Vector g
x Disabled PG | Vector
Multi-function Input Multi-function output 1 (terminal
2 Terminal 9, terminal 10)
% H2-01 9-10 00~37 1 0 (same as F5-01) X B B B B
= (Terminal 9 Sel)
=) Multi-function Input Multi-function output 2 (terminal
2 | H2-02 |Terminal 25 00~37 1 1 |25 terminal 27) X B B B B
T (Terminal 25 Sel) (same as F5-01)
% Multi-function Input Multi-function output 3 (terminal
I_% H2-03 [Terminal 26 00~37 1 2 |26, terminal 27) X B B B B
(Terminal 26 Sel) (same as F5-01)
Signal Level Selec- .
H3-01 [tion Terminal 13 0,1 1 0 2: 291-010+\13?/)DC) X B B B B
(Term 13 Signal) '
Frequency reference gain of Al-
0.0~ 14U, Al-14B (3ch addition
| 0 !
H3-02 (Terminal 13 Gain) | 1000.0 0.1% | 100.0 input), DI-08, and DI-16 is com- 0 B B B B
mon.
~100.0 Frequency reference gain of Al-
' 14U, Al-14B (3ch addition
- ~ 0, !
H3-03 (Terminal 13 Bias) +100.0 0.1% 00 input), DI-08, and DI-16 is com- 0 B B B B
s ' mon.
E Terminal 16 Signal ]
€|, | H3-04 [Level Selection 0,1 1 0 2: Eglolqr\lloD \%C) X B B B B
2 (Term 16 Signal) :
[
= Multi-function analog input selec-
= tion (terminal 16)
Z 0: Auxiliary Reference
P 1: Frequency Gain
= 2: Frequency Bias
£ 4: Voltage Bias
= 5: Accel/Decel Change
= 6: DC Brake Current
7: Overtorque Level
Terminal 16 Multi- 8: Stall Prevention Level
i 9: Reference Lower Limit
H3-05 {“”Ctt'on Adlog | ok |1 | 0 |A JumpFrequenyy X B | B | B | B
nput. B: PID Feedback
(Terminal 16 Sel) C: PID Setpoint
D: Frequency Bias 2
10: Forward Torque Limit
11: Reverse Torque Limit
12: Regenerative Torque Limit
13: Torque reference
14: Torque Compensation
15: Forward/Reverse Torque Limit
1F: Not Used
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VS-616G5 Parameter List H Terminals

Change Parameter Access Level
Name ' ' during
Furton P oital Operator | PR SUS SR o Cpertr isplay) | " oo T P
d Dlsplay) g g g p play o: Enabled VIf w/ LOOp Vector g
x Disabled PG | Vector
H3-06 0.0~ 0.1% 100.0 — 0 B B B B
(Terminal 16 Gain) | 1000.0 | ~~° '
-100.0
- 0, —
H3-07 (Terminal 16 Bias) |~ +100.0 0.1% 00 0 B B B B
:ggi:ilc;r?vTeelrminal 0 (0-10VDC)
H3-08 0,1,2 1 2 |1 (-10 +10VDC) X A A A A
14 2: (4-20 mA)
(Term 14 Signal) '
g Multi-function The function choices for term_|na|
T |2 Analog Input 14 are .the same as the choices
€| o | H3-09 Terminal 14 1~1F 1 1F | forterminal 16 [ see H3-05}, X A A A A
&2 y except that [setting 0] “Auxiliary
< (Terminal 14 Sel) Reference” is not available.
Terminal 14 Gain 0.0~
- 0, —
H3-10 (Terminal 14 Gain) | 1000.0 01% | 1000 0 A A A A
. . -100.0
H3-11 (Tgmnﬂllffé?;s) -~ 1 01% | 00 — 0 A A A A
+100.0
Analog Input Filter 0.00~
H3-12 |Time Constant 2 00 0.01s | 0.00 — X A A A A
(Filter Avg Time) '
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VS-616G5 Parameter List H Terminals

Change Parameter Access Level
Name . . during
| | gt g | S0 SO0 T | By |0 V00 |
: Display) g 9 gratop PaY) | o Enabled | VIt wi | Loop |y g
x Disabled PG | Vector
Analog output selection (terminal
21 (same as F4-01)
1: Frequency reference
2: Output frequency
3: Inverter output current
5: Motor speed
6: Output voltage
7: DC bus voltage
8: Output power
9: Torque reference (internal)
15: External terminal 13 input
voltage
16: External terminal 14 input
voltage . .
Monitor Selection 17: I\E/)(()tlfarggl terminal 16 input
H4-01 |Terminal 21 1~38 1 2 |18: Motor secondary current (lq) X B B B B
(Terminal 21 Sel) 19: Motor excitation current (Id)
20: Primary frequency after SFS
21: Speed controller ASR input
22: Speed controller ASR output
23: Speed deviation
o 24: PID feedback
IS 3 26: Voltage reference (Vg out-
8|5 put)
T g 27: Voltage reference (Vd out-
|8 put)
£ § 31: Not Used
S| < 32: ACR (q) Output
Cl T 33: ACR (d) Output
o |8 36: PID Input <1110>
3| g 37: PID Output <1110>
o7 38: PID Reference <1110>
Terminal 21 Output 0.00~
H4-02 [Gain 2 50 0.01 1.00 — 0 B B B B
(Terminal 21 Gain) '
Terminal 210utput |,
H4-03 (Bias +1d 0 0.0% 0.0 — 0 B B B B
(Terminal 21 Bias) '
Terminal 23 Analog output selection (terminal
H4-04 |Monitor 1~38 1 3 |23)(same as H4-01) X B B B B
(Terminal 23 Sel)
Terminal 23 Output 0.00~
H4-05 [Gain 2 50 001 | 0.50 — 0 B B B B
(Terminal 23 Gain) '
Terminal 23 Output |,
H4-06 |(Bias +1d 0 0.1% 0.0 — 0 B B B B
(Terminal 23 Bias) '
Analog Output .
H4-07 |Signal Selection 0,1 1 0 2: §?10J2/10+\1/(|)3 S?DC) X B B B B
(AO Level Select) '
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Change Parameter Access Level
Name ' ' during
Function (Digital Operator Setting | Setting | Factory . Remarks Operation Vit| Open | o vser
No. Display) Range | Unit | Setting | (Digital Operator Display) o Enabed | VI W/ Loop Vector Setting
x Disabled PG | Vector
§ | sop |dAonAddress oy | ar — X Al A A | A
EE (Serial Comm Adr)
5 0 : (1200 Baud)
E Communication 1 : (2400 Baud)
_ | 8 | H5-02 [Speed Selection 0~4 0 3 |2 : (4800 Baud) X A A A A
= (Serial Baud Rate) 3 : (9600 Baud)
8= 4 : (19200 Baud) <1110>
B % Communication 0 : (No Parity)
E S | H5-03 |Parity Selection 0,12 1 0 |1 : (Even Parity) X A A A A
e B (Serial Com Sel) 2 : (Odd Parity)
T § Stopping Method 0: (Ramp to Stop)
> .
o= ) After Communica- ~ 1: (Coast to Stop)
© é H5-04 tion Error 0-3 ! 3 2: (Fast - Stop) X A A A A
10 (Serial Fault Sel) 3: (Alarm Only)
S Timeover Detection 0 : (Disabled)
g | 505 | Serial Fit Dicy 01 11111 (Enabled) X Al A A A
L
= Motor Protection o
8 | L1-01 |Selection 0,1 1 1 2; ng:;'fg)sm ) X B B B B
g (MOL Fault Select) ' P
S|z When 02-09=1 [American
218 ' Spec] the setting range is
2= Motor Protection P
= _ o
e |2 L1-02 ([Time Constant 01 . 50 0.1min.| 1.0 01 .20m|n. The factory default X B B B B
8 (MOL Time Cons) min. setting then becomes 8 min.
= 8 min. is the operation time
i from a cold start.
Momentary Power 2 Iglil:vaeelﬁ)?s ride through
L2-01 ([Loss Detection 0,1,2 1 0 ' . g X B B B B
(PwiL Selection) (PwrL RideThru t)
2 . (CPU Power Active)
Momentary Power ** Factory setting differs
< | L2--02 |Loss Ride Through | 0.0~2.0 | 0.1s | 0.7** |depending on inverter capacity X B B B B
S (PwrL Ridethru t) (02-04).
= * Factory setting differs
3 Min. Baseblock depending on inverter capacity.
< | E | L2:03 |Time 0.1~5.0 | 0.1s 0.5* X B B B B
218 (PwrL Baseblock ) Lower limit of setting range is
2l changed from 0 to 0.1. <1110>
o § Voltage Recovery * Factory setting differs
N | L2-04 |Time 0.0~5.0 | 0.1s 0.3* |depending on inverter capacity X A A A A
5 (PwrL V/F Ramp t) (02-04).
= *Voltage Class
= Undervoltage
o ) 150~ . | 200V class=190V Det level
L2-05 |Detection Level 210 i\ 190 400V diass=190V x 2= 380V level X A A A A
(PUV Det Level)
575V class=190x575/200=546 level
KEB Deceleration 0.0~
L2-06 [Rate 10'0 0 0.1% 0.0 — X A A A A
(KEB Frequency) '
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VS-616G5 Parameter List L Protection

Change Parameter Access Level
Name . . during
o) | (g g | S SO0 oty R oW |
: Display) g g | (Digital Op Play) | CEnabed| V| w/ | Loop Vector g
x Disabled PG | Vector
Stall Prevention 0: (Disabled)
L3-01 (During Acceleration | 0, 1,2 1 1 |1: (General Purpose) X B B B -
(StallP Accel Sel) 2: (Intelligent)
Stall Prevention
L3.0p [LevelDUNGACCEL | oy | 196 | 150 - X B | B | B | -
eration
(StallP Accel Lvl)
Stall Prevention
L3.03 [mitDuring Accel | o 109 | 196 | 50 - X AL A A -
eration
(StallP CHP Lvl)
0: (Disabled)
1. (General Purpose)
- 2. (Intelligent)
2 <1110> can use setting 2 for
c
LE Stall Prevention i‘lllggzgoll rzn(;des
S L3-04 (During Deceleration |0, 1, 2, 3 1 1 o o X B B B B
c| 5 (StallP Decel Sel) 3: With braking resistor
Z| 8 (Stall prev w/R)
= When in Vector w/PG Al-
&g 02=3 setting 3 cannot be set
™ with braking resistor and
kS with stall prevention.
= g
o ey
L3-05 Running 0,12 1 1 |1: (Decel T?me 1) C1-02 X B B - -
(StallP Run Sel) 2. (Decel Time 2) C1-04
Stall Prevention
L3.0p |Levelduring 30~200 | 1% | 160 - X B | B | - .
Running
(StallP Run Level)
Stall Prevention 0.10~
L3-07 |[Function P Gain 2 00 0.01 1.00 — X F F - -
(StallP Gain) '
Stall Prevention
L3.0g |Functionintegral |10 260 1ms | 100 - X FloF -
Time
(StallP Intg Time)
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VS-616G5 Parameter List L Protection

Change Parameter Access Level
Name . . during
Funcion| | @it Operaor | L2 S0 g OperatorDisplay) | O WO | S
d Dlsplay) g g g p play o: Enabled VIf w/ LOOp Vector g
x Disabled PG | Vector
Frequency 0.0~
L4-01 |Detection Level . 0.1Hz 0.0 — X B B B B
400.0
- (Spd Agree Level)
% Frequency 0.0~
g | 1402 Detection Width 2'0 0 0.1Hz | 20 — X B B B B
% (Spd Agree Width) '
2 Frequency
5 | L4-03 |Detection Level + fgg(')oo 0.1Hz | 00 — X A A A A
@ (Spd Agree Lvl #) :
E Frequency 0.0~
S | L4-04 |Detection Width + 26 0 0.1Hz 2.0 — X A A A A
L§L (Spd Agree Wdth +) '
Frequency Loss . (Stop)
L4-05 |Detection Selection | 0,1 1 0 : (Rur?@ 80% PrevRef) X A A A A
(Ref Loss Sel) '
g Number of Auto
@ | L5-01 [Restart Attempts 0~10 1 0 — X B B B B
x (Num of Restarts)
3
= ; Auto Restart
— .
% S | L5-02 |Operation Selection| 0,1 1 0 : (No Fit Relay) X B B B B
L= : (Flt Relay Active)
S| g (Restart Sel)
o =
L
. (Disabled)
. (@SpdAgree - Alm)
Detected during speed
agree only. Operation con-
tinues after detection and
5 OL3 flashes on display.
S : (At RUN - Alarm)
& Overtorque Over_torque dete_ctlon du_rlng
) Detection running. Operation contin-
S | L601 ) 0~4 1 0 ues after detection and OL3 X B B B B
o Selection 1 flashes on the display.
© .
_gl (Torg Det 1 Sel) . (@SpdAgree - Fit
§ Detected during the speed
T agree only. Inverter trips on
OL3, output is shut OFF.
: (At RUN - Fault)
Detected during running,
and the inverter trips on
OL3. Output is shut OFF.
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VS-616G5 Parameter List L Protection

Change Parameter Access Level
Name . . during
o " g g | SO0 S DO ey O Vo g | e
: Display) g g | (Digital Op Play) | CEnabed| V| w/ | Loop Vector g
x Disabled PG | Vector
Overtorque
L6-02 |Detection Level 1 0~300 1% 150 — X B B B B
(Torq Det 1 Lvl)
Overtorque 0.0~
L6-03 |Detection Time 1 1'0 0 0.1s 0.1 — X B B B B
(Torq Det 1 Time)) '
. (Disabled)
. (@SpdAgree - Alm)
Detected during speed
agree only. Operation con-
tinues after detection and
s OL4 flashes on display.
= : (At RUN - Alarm)
% Overtorque Over_torque dete<_:tion du_ring
g Detection running. Opera_tlon contin-
5 | L6-04 . 0~4 1 0 ues after detection and OL4 X A A A A
o Sﬁlecgorl ; Sel flashes on the display.
_gj (Torg Det 2 Se) . (@SpdAgree - Flt)
= Detected during the speed
T agree only. Inverter trips on
s OL4, output is shut OFF.
= . (At RUN - Fault)
= Detected during running,
& and the inverter trips on
OL4. Output is shut OFF.
Overtorque
L6-05 |Detection Level 2 0~300 | 1% 150 — X A A A A
(Torq Det 2 Lvl)
Qvertorque 0.0~
L6-06 |Detection Time 2 1'0 0 0.1s 0.1 — X A A A A
(Torq Det 2 Time) '
Forward Torque
L7-01 |Limit 0~300 | 1% 200 — X - - B B
- (Torq Limit Fwd)
E Reverse Torque
§ L7-02 |Limit 0~300 | 1% 200 — X - - B B
S (Torg Limit Rev)
™~ Forward Regenera-
& | L7-03 [tive Torque Limit 0~300 1% 200 — X - - B B
g (Torg Lmt Fwd Rgn)
T Reverse Regenera-
L7-04 [tive Torque Limit 0~300 1% 200 — X - - B B
(Torq Lmt Rev Rgn)
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Change Parameter Access Level
Name ' ' during
: Display) g g | (Digital Op Play) | CEnabed| V| w | Loop Vector g
x Disabled PG | Vector
Internal DB
Resistor 0: (Not Provided)
L8-01 Protection Selection 0.1 ! 0 1: (Provided) X B B B B
(DB Resistor Prot)
- Overheat Pre-alarm *Factory setting depends on
% L8-02 |Level 1degC| 95C* | inverter model [02-04]. X A A A A
g (OH Pre-Alarm Lvl) | 50~130
[a
é % Operation Selec- 0 (Ramp to Stop) using C1-02
S5 ; 1: (Coast to Stop)
S| § | Lgog |lonaterOHPre- | o0 | 3 |2: (Fast-Stop) using C1-09 X A A A A
- st alarm 3: (AlarmOnly) display flashes
S (OH Pre-Alarm Se) OH Heatsink Ovrtemp
%’ Input Phase Loss 0: (Disabled)
Y | L8-05 |Protection 0,1 1 0 | (Enabled) X A A A A
(PH Loss In Sel) '
Output Phase Loss (1)j EE:;SES)
L8-07 |Protection 01 1 0* .*When 02-09=1. the factor X A A A A
(PH Loss Out Sel) o= y
default setting is 1.
Short-circuit .
L8-10 |Protection Selection| 0, 1 1 1 2; ng;tgf(;) X A A A A
(Ground Fault Sel) '
0: Conventional
1: (Lower fc)
Carrier frequency is
decreased when fout £
10Hz and the load is >
- 100% iac.
2 2. (Short term OL2)
% IGBT Protection OLioccurs after 2 seconds
S | L8-17 |Selection at Low during low spgepl ffout £
S| s Frequenc 0,1 1 1* 6Hz] current limit. X A A A
g3 (Pn‘it @LY spd) 3: (I-Limit=150%)
S £ P Current limit is set to 150%
< of the inverter rated current.
S <G5 plus > Addition
= * When 02-09=1 factory set-
L ting is 1.
* \When 02-09=2 factory set-
ting is 2.
s Seecton 0:Oissbled)
L8-19 Low Speed 0.1 1 0 ' Low frequency OL disabled . A A A A
<1110> 1: (Enabled)
(OL2 Chara@L-
Spd) Low frequency OL enabled
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VS-616G5 Parameter List O Operator

Change Parameter Access Level
Name . . during
Facion| "0 @gtal Operator | 20 T8 ot Operator Display | PN oo | o
d Dlsplay) g g g p play, o Enabled VIf w/ LOOp Vector g
x: Disabled PG | Vector
Monitor selection
4: Control method
5: Motor speed
6: Output voltage
7: DC bus voltage
8: Output power
9: Torque reference (internal)
10: Input terminal status
11: Output terminal status
12: Internal Control Status 1
13: Elapsed time
14: Flash software ID number
15: External terminal 13 input
s voltage
3 ; : 16: External terminal 14 input
< | o101 '\ff”'t"h;ls‘?'ec‘g”l 439 | 1 6 voltage 0 B | B B B
@ (User Monitor Sel) 17: External terminal 16 input
2 voltage
S 18: Motor secondary current (Ig)
f 19: Motor excitation current (Id)
o 20: Primary frequency after SFS
8 21: Speed controller ASR input
S 22: Speed controller ASR output
I 23: Speed deviation
24: PID feedback
25: DI-16 reference
26: Voltage reference (Vg out-
5 put
< 27: Voltage reference (Vd out
g put)
© 28: CPU ID number
Monitor Selection
1: (Frequency Ref
after Power Up . 2: EOut?)ut Fr)éq) )
01-02 [(Power- On Moni- 1~4 1 1 : 0 B B B B
@ tor) 3: (Output Current)
=] . .
?: 4. (User Monitor)
& Frequency Units of
) Reference Setting 0~
X - —
N 0103 1 and Monitor 39999 ! 0 X B B B B
5 (Display Scaling)
g . . 0: (Hertz)
3 01-04 ((Display Units) 0,1 1 0 1 (RPM) X - - - B
Parameter No. Dis- )
01-05 |play Selection 0,1 1 0 2; E,\P/laerrf]gf:zr /i\'d‘fjr:‘ebg)) X A A A A
(Address Display) '
LOCAL/REMOTE P
0201 |KeyEnable/Disable | 0,1 | 1 1 2; ngsﬁfg) X B B | B | B
(Local/Remote Key) '
STOP Key Func- 0: (Disabled) When the inverter
0202 |tion Selection 01 | 1 1 fp(;‘r’:tﬁted from the digita X B B B B
(Oper STOP Key) 1: (Enabled) Always enabled.
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Change Parameter Access Level
Name ' ' during
: Display) g g | (Digital Op Play) | CEnabed| V| w | Loop Vector g
x Disabled PG | Vector
0: (No Change)
Yaskawa default values used
User Parameter Ini- 1: (Set Defaults)
02-03 |[tialization Selection | 0,1, 2 1 0 Sets user specified value as X B B B B
(User Defaults) default.
2: (Clear All)
Clears user defaults
! *Not initialized. Sets the
02-04 KVA Selection 0~FF 1 —* inverter capacity according X B B B B
(Inverter Model #)
to the model number.
Frequency Refer-
ence Setting 0: (Disabled)
02:05 | \tethod Selection 0.1 ! 0 1. (Enabled) X A A A A
(Operator M.O.P.)
s 0: (Disabled) Operation contin-
= Operation Selec- ues even if the digital opera-
.3 tion When Digital tor is disconnected.
€ % | 02-06 |Operatoris Discon- | 0,1 1 0* |1: (Enabled) Inverter fault X A A A A
3 ﬁ nected when the digital operator is
© g (Oper Detection) disconnected.
= * When 02-09=1, the value is 1.
z Elapsed Timer 0~
02-07 |Setting 65535 1 hour| — — X A A A A
(Elapsed Time Set)
Elapsed Timer . .
02-08 |Selection 0,1 1 0 2; ((;‘:J‘?]’ﬁirn'g %’:n L')me) X A A A A
(Elapsed Time Run) '
0: (Japanese spec)
1: (American spec)
2: (European spec)
Initialization Mode 3: (OMRON spec)
02-09 |Selection 0~3 1 0 X A A A A
(Init Mode Sel) When 02-09=1or 2, itis
added by <1032>.
When 02-09=0or 3, itis
added by <1040>.
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2. Monitor Display (Un-XX)

Parameter Access Level

S | parameter Name Min Analog Vi
= : i i ector
= No. (Digital Operator Display) |  Unit Description Monitor v | Vil | Vector
i Output Level PG W/ PG
PG
Frequency Reference . . ' 10viMax.
U1-01 (Frequency Ref) 0.01Hz | The unit differs depending on O1-03 setting. output Q Q Q Q
frequency
Output Frequency . . ' 10viMax.
U1-02 (Output Freq) 0.01Hz | The unit differs depending on O1-03 setting. output Q Q Q Q
frequency
U1-03 Output Current 0.1A | Minimum unit is 0.01 A for 7.5 kW or less 10Vr/r:1rt];/§ o Q Q Q Q
(Output Current) ' ' ' '
current
5 0: Vif control
S i Control Method* _ | 1 Vifcontrol with PG .
= uL-04 (Control Method) 2: Vector control without PG Q Q Q Q
3: Vector control with PG
Motor Speed . . ' L0vIMax.
U1-05 (Motor Speed) 0.01Hz | The unit differs depending on O1-03 setting. output fre- X Q Q Q
quency
10V/200V or
Output Voltage
U1-06 0.1v — 400V Q Q Q Q
(Output Voltage) 2575
DC Bus Voltage V 10V/400V or
uL-o7 (DC Bus Voltage) o - 800V Q Q Q Q
10V/Inverter
Output Power ;
U1-08 (Output kWatts) 0.1kw — capacity Q Q Q Q
(kw)
Torque Reference 0 10V/Motor
uL-09 (Torque Reference) 0.1% o rated torque | X Q Q
‘0]ofo]ofo[o]o]0]
L1 T1“Closed”
L——1: T2“Closed”
U1-10 Input Terminal Status* . l T3 “Closed" . 0 0 0 0
(Input Term Sts) 1 T4*Closed
1: T5“Closed”
= 1: T6“Closed”
E 1: T7*Closed’
= 1: T8“Closed"
[o]o[o]ofo[o]0]0]
L 1: T9~10"Closed”
L—— 1 T25"“Closed”
UL-11 Output Terminal Status* . 1. T26" Closed" . 0 0 0 0
(Output Term Sts) 0: Not used
0: Not used
0: Not used
0: Not used
1: Fault
* Cannot be changed by U1-04
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Parameter Access Level

S | Parameter Name Min Analog Vect
= . it ; ector
= No. (Digital Operator Display) |  Unit Description Monitor v | VWl | Vector
i Output Level PG wl PG
PG
[0]o[o]ofo[o]o]0]
. During running
—1: During zero speed
) ——1: During reverse
UL-12 Operation Status . 1: During reset signal inpu _ Q Q Q Q
(Int Ctl Sts 1) .
—— 1 During speed agree
1: Inverter operation ready
1: Minor fault
1: Magjor fault
Elapsed Time*
UL-13 (Elapsed Time) 1 hour o o Q Q Q Q
Software No. at FLASH
Ul-14 | Side* — — - Q Q Q Q
(FLASH ID)
Control Circuit
U1-15 | Terminal 13 0.1% — 10v/10V B B B B
(Term 13 Level)
= Control Circuit Terminal
£ | UL16 |14InputVoltage (Term 14 | 0.1% — loviavoer | 5 | 5 | g | g
S 20 mA
= Level)
Control Circuit Terminal
U1-17 |16 Input 0.1% — 10v/10v B B B B
(Terminal 16 Level)
Motor Secondary 10Y£:\gcd)tor
U1-18 | Current (Iq) 0.1% — ima B B B B
(Mot SEC Current) primary
current
Motor Excitation 10Y£:\gcd)tor
U1-19 | Current (Mot EXC Cur- 0.1% — ) X X B B
primary
rent)
current
Output Frequency after 10V/IMax.
U1-20 | Soft-start 0.01Hz — output A A A A
(SFS Output) frequency
10V/Max.
tz1 | ASRInput 0.01% — ouput | x | A | x | A
(ASR Input)
frequency
10V/Motor
ASR Output o. | Analog monitor output level becomes 10V/Max. out- rated
ut-22 (ASR Output) 0.01% put frequency for V/f control mode with PG. primary X A X A
current
- 10V/Max.
Ul-g3 | Speed Deviation 0.01% — ouput | x | A | x | A
(Speed Deviation)
Frequency
. 10V/Max.
PID Feedback Capacity 0
u1-24 (PID Feedback) 0.01% - output A A A A
Frequency

* Cannot be changed by U1-04
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Parameter Access Level

<1110>

(Heatsink Temp)

S | Parameter Name Min Analog Vi
S . e i ector
g No. | (Digital Operator Display) |  Unit Description Monitor v | VWl e | Vector
i Output Level PG W/ PG
PG
Displays input value according to F3-01 setting.
D1-16H Input Status* For example:
UL-25 (DI-16 Reference) o When lower 8 bit is ON, o A A A A
Binary selection: 256, BCD selection: 99
Output Voltage Refer-
UL26 |enceVq 0.1V — 10\/‘/1%%(\)/\/ x| x| A A
(Voltage Ref (Vq))
Output Voltage
U1-27 | Reference Vd 0.1V — 10\/‘/1%%(\)/\/ x| x | A A
(Voltage Ref (Vd))
Software No. at CPU
U1-28 | Side* — — — A A A A
(CPUID)
i ACR (q) Output 0 . .
U1-32 (ACR (q) Output) 0.1% X X A A
ACR (d) Output 0
. U1-33 (ACR (d) Output) 0.1% X X A A
E OPE Detection
= U1-34 | Parameter* — — — A A A A
(OPE Detected)
No. of O Servo Moving
U1-35 | Pulses 1 — — X X X A
(Zero Servo Pulse)
- . 10V/Max.
U1-36 | PID Deviation 0.01% PID re_ference + PID reference bias — PID feedback Output Fre- A A A A
<1110> | (PID Input) capacity
quency
. 10V/Max.
U1-37 | PID Output Capacity 0 . )
o> | (PID Output) 0.01% | PID output capacity Output Fre A A A A
quency
10V/Max.
UL-38 | PID Refere_n ce 0.01% | PID reference + PID reference bias Output Fre- | A A A A
<1110> [ (PID Setpoint)
quency
Temperature for Cooling
V-39 ey 1°c — a F F F F

* Cannot be changed by U1-04
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Parameter Access Level

g Parameter Name Min. Description I\A/Igili?(?r Vector
S No. | (Digital Operator Display) | Unit P outout Level | V/f Vil | Vector
o p PG w/ PG
PG
Current Fault
U201 (Current Fault) o o o Q Q Q Q
Last Fault
U202 (Last Fault) - - - Q Q Q Q
Frequency Reference at
U2-03 | Fault 0.01Hz — — Q Q Q Q
(Frequency Ref)
iy Output Frequency at Fault _ _
U2-04 (Output Freq) 0.01Hz Q Q Q Q
Output Current at Fault
U205 (Output Current) 01A o o Q Q Q Q
Motor Speed at Fault
U2-06 (Motor Speed) 0.01Hz — — X Q Q Q
g Output Voltage Refer-
E U2-07 |ence at Fault 0.1v — — Q Q Q Q
3 (Output Voltages)
Lo
- DC Bus Voltage at Fault
2 U2-08 (DC Bus Voltage) W Q Q Q Q
o
B8 Output Power at Fault
5 U209 (Output kWatts) 0.k o o Q Q Q Q
Torque Reference at Fault 0
U2-10 (Torque Reference) 0.1% o o X X Q Q
Input Terminal Status at
U2-11 | Fault — | Displays the same status as the U1-10. — Q Q Q Q
(Input Term Sts)
Output Terminal Status at
U2-12 | Fault — | Displays the same status as the U1-11. — Q Q Q Q
(Output Term Sts)
Operation Status at Fault .
U2-13 (Inverter Status) — | Displays the same status as the U1-12. — Q Q Q Q
Elapsed Operation Time
U2-14 | atFault 1 hour — — Q Q Q Q
(Elapsed Time)
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Parameter Access Level

§ Parameter Name Min. - Analpg Vector
§ No. (Digital Operator Display) |  Unit Description Monitor VIf Vitwl wlo Vector
T Output Level PG w/ PG
PG
Most Recent Fault
us-01 (Last Fault) - o o Q Q Q Q
Second Most Recent
U302 |Fault — — - Q Q Q Q
(Fault Message 2)
Third Most Recent Fault
_ U3-03 (Fault Message 3) - o o Q Q Q Q
S Fourth/oldest Fault
2 U3-04 (Fault Message 4) - - o Q Q Q Q
E Elapsed Operation Time
L U3-05 |atFault 1 hour — — Q Q Q Q
- (Elapsed Time 1)
j
2 Elapsed Time of
5 U3-06 | Second Fault 1 hour — — Q Q Q Q
(Elapsed Time 2)
Elapsed Time of
U3-07 | Third Fault 1 hour — - Q Q Q Q
(Elapsed Time 3)
Elapsed Time of Fourth/
U3-08 | oldest Fault 1 hour — — Q Q Q Q
(Elapsed Time 4)
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